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------------------------------ Modified section ------------------------------
[bookmark: _Toc518665968]4	Test conditions
[bookmark: _Toc518665969]4.1	General
The equipment shall be tested in normal test environment defined in BS conformance testing specification 3GPP TS 38.141-1 [3]. The test conditions shall be recorded in the test report.
For BS capable of multi-band operation, the requirements in the present document apply for each supported operating band unless otherwise stated. 
NOTE 1: Multi-band operation is not applicable to BS type 2-O.
Operating bands shall be activated according to the test configuration in subclause 4.5. Tests shall be performed relating to each type of port and all bands shall be assessed during the tests.
The manufacturer shall declare the supported operating band(s) according to the list of NR operating bands defined in 3GPP TS 38.104 [2].
------------------------------ Next modified section ------------------------------
[bookmark: _Toc518665975]4.5	BS test configurations
The present subclause defines the BS test configurations that shall be used for demonstrating conformance. A single NR carrier shall be used for testing of single-carrier capable BS. For other NR base stations, the test configurations in table 4.5-1 and table 4.5-2 shall be used. The NR test configurations (NRTCx) are defined in TS 38.141-1 [3], subclause 4.7 for BS type 1-C and BS type 1-H and TS 38.141-2 [4], subclause 4.8 for BS type 1-O and BS type 2-O.
Table 4.5-1: Test configurations for BS type 1-C and BS type 1-H
	BS test case
	BS capable of multi-carrier and/or CA operation in contiguous spectrum in single band only
	BS capable of multi-carrier and/or CA operation in both contiguous and non-contiguous spectrum in single band
	BS capable of multi-band operation

	Emission tests
	TBD
	TBD
	TBD

	Immunity tests 
	TBD
	TBD
	TBD



Table 4.5-2: Test configurations for BS type 1-O and BS type 2-O
	BS test case
	BS capable of multi-carrier and/or CA operation in contiguous spectrum in single band only
	BS capable of multi-carrier and/or CA operation in both contiguous and non-contiguous spectrum in single band
	BS capable of multi-band operation

	Emission tests
	TBD
	TBD
	TBD

	Immunity tests 
	TBD
	TBD
	TBD



Table 4.5-3: Test configurations for BS type 2-O
	BS test case
	BS capable of multi-carrier and/or CA operation in contiguous spectrum in single band only
	BS capable of multi-carrier and/or CA operation in both contiguous and non-contiguous spectrum in single band

	Emission tests
	TBD
	TBD

	Immunity tests 
	TBD
	TBD



------------------------------ End of modified section ------------------------------


