3GPP TSG-RAN WG4 Meeting #88
R4-1810983
Gothenburg, Sweden, 20th – 24th August 2018
Agenda Item:
7.12.2
Source: 
Ericsson
Title:
On remaining issues for frequency bands grouping
Document for:
Discussion
1 Introduction

In RAN4#AH-1807, frequency bands grouping for NR was agreed in [1].
However, there are still some remaining open issues which need to be finalized, e.g.:
· Grouping for Band n77 (3.8 to 4.2 GHz)
· Grouping for Band n28
2 Discussion

In TS 38.101-1, the REFSENS requirements for Band n77 are shown in Table 1 below (see also Annex A). For a given SCS and bandwidth, the difference between the requirements for n77 outside and within the 3.8-4.2 GHz range is 0.5 dB, which suggests that n77 outside this frequency range and n77 within this frequency range should be in adjacent groups.
· Proposal 1: Band n77 (3.8 to 4.2 GHz) is allocated to band group NR_TDD_FR1_D.

Table 1: REFSENS requirements for Band n77

	Operating Band
	SCS
	5

MHz
(dBm)
	10

MHz
(dBm)
	15

MHz
(dBm)
	20

MHz
(dBm)
	25

MHz
(dBm)
	30 MHz (dBm)
	40

MHz
(dBm)
	50

MHz
(dBm)
	60

MHz
(dBm)
	80

MHz
(dBm)
	90

MHz
(dBm)
	100 MHz
(dBm)
	Duplex Mode

	n771
	15
	-
	-95.8
	-94.0
	-92.7
	-
	-
	-89.6
	-88.6
	-
	-
	-
	-
	TDD

	
	30
	-
	-96.1
	-94.1
	-92.9
	-
	-
	-89.7
	-88.7
	-87.9
	-86.6
	-86.1
	-85.6
	

	
	60
	-
	-96.5
	-94.4
	-93.1
	-
	-
	-89.9
	-88.8
	-88.0
	-86.7
	-86.2
	-85.7
	

	n77 (3.8 to 4.2 GHz)1
	15
	-
	-95.3
	-93.5
	-92.2
	-
	-
	-89.1
	-88.1
	-
	-
	-
	-
	TDD

	
	30
	-
	-95.6
	-93.6
	-92.4
	-
	-
	-89.2
	-88.2
	-87.4
	-86.1
	-85.6
	-85.1
	

	
	60
	-
	-96.0
	-93.9
	-92.6
	-
	-
	-89.4
	-88.3
	-87.5
	-86.2
	-85.7
	-85.2
	


In TS 38.101-1, the REFSENS requirements for Band n28 are shown in Table 2 below (see also Annex A). For a given SCS and a given bandwidth below 20 MHz, there is no difference between the requirements for n28 and n77 (3.8-4.2 GHz). However, for 20 MHz, the REFSENS requirements for n28 are similar to those for the bands in group NR_FDD_FR1_G. Since the grouping is based on the smallest REFSENS normalized by the number of subcarriers, among different bandwidths, the proposed group for n28 is NR_FDD_FR1_G.
· Proposal 2: Band n28 is allocated to band group NR_FDD_FR1_G.

Table 2: REFSENS requirements for Band n28
	Operating Band
	SCS
	5

MHz
(dBm)
	10

MHz
(dBm)
	15

MHz
(dBm)
	20

MHz
(dBm)
	25

MHz
(dBm)
	30 MHz (dBm)
	40

MHz
(dBm)
	50

MHz
(dBm)
	60

MHz
(dBm)
	80

MHz
(dBm)
	90

MHz
(dBm)
	100 MHz
(dBm)
	Duplex Mode

	n28
	15
	-98.5
	-95.5
	-93.5
	-90.8
	-
	-
	-
	-
	-
	-
	-
	-
	FDD

	
	30
	-
	-95.6
	-93.6
	-91.0
	-
	-
	-
	-
	-
	-
	-
	-
	

	
	60
	-
	-
	-
	-
	-
	-
	-
	-
	-
	-
	-
	-
	


Band n5 is in group NR_FDD_FR1_E, which would be true only for bandwidths below 20 MHz but not for 20 MHz for which group NR_FDD_FR1_G should apply. 
· Proposal 3: Band n5 is reallocated to band group NR_FDD_FR1_G, because of the REFSENS for 20 MHz.
Band n8 is in group NR_FDD_FR1_G, which would be true only for bandwidths below 20 MHz but not for 20 MHz for which group NR_FDD_FR1_H should apply.

· Proposal 4: Band n8 is reallocated to band group NR_FDD_FR1_H, because of the REFSENS for 20 MHz.
Band n20 is in group NR_FDD_FR1_G, which would be true only for bandwidths below 15 MHz but not for 15 and 20 MHz for which group NR_FDD_FR1_I should apply.

· Proposal 5: Band n20 is reallocated to band group NR_FDD_FR1_I, because of the REFSENS for 15 MHz and 20 MHz.
Band n71 is in group NR_FDD_FR1_G, based on the REFSENS for 5 and 10 MHz. However, the requirements for 15 MHz suggest group NR_FDD_FR1_H, while the requirements for 20 MHz suggest an even far lower group, namely NR_FDD_FR1_P for 15 kHz and NR_FDD_FR1_N for 30 kHz. The REFSENS requirements for band n71 are shown in Table 3 below (see also Annex A).

· Proposal 6: Band n71 is reallocated to band group NR_FDD_FR1_P, determined by the REFSENS for 20 MHz with 15 kHz SCS.
Table 3: REFSENS requirements for Band n71
	Operating Band
	SCS
	5

MHz
(dBm)
	10

MHz
(dBm)
	15

MHz
(dBm)
	20

MHz
(dBm)
	25

MHz
(dBm)
	30 MHz (dBm)
	40

MHz
(dBm)
	50

MHz
(dBm)
	60

MHz
(dBm)
	80

MHz
(dBm)
	90

MHz
(dBm)
	100 MHz
(dBm)
	Duplex Mode

	n71
	15
	-97.2
	-94.0
	-91.6
	-86.0
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.3
	-91.9
	-87.4
	
	
	
	
	
	
	
	
	

	
	60
	-
	
	
	
	
	
	
	
	
	
	
	
	


Based on the above proposals, a draft CR is provided in [2].
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Annex A: REFSENS requirements for FR1 [TS 38.101-1, Table 7.3.2-1]
	
	Operating band / SCS / Channel bandwidth / Duplex-mode

	Operating Band
	SCS kHz
	5

MHz
(dBm)
	10

MHz
(dBm)
	15

MHz
(dBm)
	20

MHz
(dBm)
	25

MHz
(dBm)
	30 MHz (dBm)
	40

MHz
(dBm)
	50

MHz
(dBm)
	60

MHz
(dBm)
	80

MHz
(dBm)
	90

MHz
(dBm)
	100 MHz
(dBm)
	Duplex Mode

	n1
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	
	

	n2
	15
	-98.0
	-94.8
	-93.0
	-91.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	
	
	
	
	
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	
	
	
	
	
	
	

	n3
	15
	-97.0
	-93.8
	-92.0
	-90.8
	-89.7
	-88.9
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-92.1
	-91.0
	-89.8
	-89.0
	
	
	
	
	
	
	

	
	60
	
	-94.5
	-92.4
	-91.2
	-90.0
	-89.1
	
	
	
	
	
	
	

	n5
	15
	-98.0
	-94.8 
	 -93.0 
	-90.8 
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-91.0
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n71
	15
	-98.0
	-94.8
	-93.0
	-91.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	
	
	
	
	
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	
	
	
	
	
	
	

	n8
	15
	-97.0
	-93.8
	-92.0
	-90.0
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-92.1
	-90.2
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n12
	15
	-97.0
	-93.8
	-92.0
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-92.1
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	-97.0
	-93.8
	-91.0
	-89.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-91.1
	-90.0
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n25
	15
	-96.5
	-93.3
	-91.5
	-90.3
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-93.6
	-91.6
	-90.5
	
	
	
	
	
	
	
	
	

	
	60
	
	-94.0
	-91.9
	-90.7
	
	
	
	
	
	
	
	
	

	n28
	15
	-98.5
	-95.5
	-93.5
	-90.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.6
	-93.6
	-91.0
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n34
	15
	-100.0
	-96.8
	-95.0
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	
	
	
	
	
	
	
	
	
	

	n38
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	
	

	n39
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	-91.9
	-90.6
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	-92.0
	-90.7
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	-92.1
	-90.9
	
	
	
	
	
	

	n40
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	-91.9
	-90.6
	-89.6
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	-92.0
	-90.7
	-89.7
	-88.9
	-87.6
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	-92.1
	-90.9
	-89.8
	-89.1
	-87.6
	
	
	

	n411
	15
	
	-94.8
	-93.0
	-91.8
	
	
	-88.6
	-87.6
	
	
	
	
	TDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	-88.7
	-87.7
	-86.9
	-85.6
	-85.1
	-84.7
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	-88.9
	-87.8
	-87.1
	-85.6
	-85.1
	-84.7
	

	n51
	15
	-100.0
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n66
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	-90.1
	
	
	
	
	
	FDD

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	-90.2
	
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	-90.4
	
	
	
	
	
	

	n70
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	
	
	
	
	
	
	
	

	n71
	15
	-97.2
	-94.0
	-91.6
	-86.0
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.3
	-91.9
	-87.4
	
	
	
	
	
	
	
	
	

	
	60
	-
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n771
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-86.1
	-85.6
	

	
	60
	-
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-86.2
	-85.7
	

	n77 (3.8 to 4.2 GHz)1
	15
	
	-95.3
	-93.5
	-92.2
	
	
	-89.1
	-88.1
	
	
	
	
	TDD

	
	30
	
	-95.6
	-93.6
	-92.4
	
	
	-89.2
	-88.2
	-87.4
	-86.1
	-85.6
	-85.1
	

	
	60
	-
	-96.0
	-93.9
	-92.6
	
	
	-89.4
	-88.3
	-87.5
	-86.2
	-85.7
	-85.2
	

	n781
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-86.1
	-85.6
	

	
	60
	
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-86.2
	-85.7
	

	n791
	15
	
	
	
	
	
	
	-89.6
	-88.6
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	
	-85.6
	

	
	60
	
	
	
	
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	
	-85.7
	

	NOTE 1: Four Rx antenna ports shall be the baseline for this operating band

NOTE 2:
The transmitter shall be set to PUMAX as defined in subclause 6.2.4


Annex B: REFSENS requirements for FR2 [TS 38.101-2]

Table 7.3.2.1-1: Reference sensitivity for power class 1
	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-97.51
	-94.51
	-91.51
	-88.51

	n258
	-97.51
	-94.51
	-91.51
	-88.51

	n260
	-94.51
	-91.51
	-88.51
	-91.51

	n261
	-97.51
	-94.51
	-91.51
	-88.51


Table 7.3.2.2-1: Reference sensitivity for power class 2

	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-94.5
	-91.5
	-88.5
	-85.5

	n258
	-94.5
	-91.5
	-88.5
	-85.5

	n260
	
	
	
	

	n261
	-94.5
	-91.5
	-88.5
	-85.5


Table 7.3.2.3-1: Reference sensitivity 

	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-88.3
	-85.3
	-82.3
	-79.3

	n258
	-88.3
	-85.3
	-82.3
	-79.3

	n260
	-85.7
	-82.7
	-79.7
	-76.7

	n261
	-88.3
	-85.3
	-82.3
	-79.3


Table 7.3.2.4-1: Reference sensitivity for power class 4
	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-97
	-94
	-91
	-88

	n258
	-97
	-94
	-91
	-88

	n260
	-95
	-92
	-89
	-86

	n261
	-97
	-94
	-91
	-88
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