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	Reason for change:
	The TT values for the extreme EIRP accuracy tests are still FFS.

	
	

	Summary of change:
	The TT for the extreame EIRP etst are substituted in the requiremet as follows:

f ≤ 3.0GHz, TT=1.2dB
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--------------Start of change-------------
6.2.5
Test Requirement

For each declared conformance beam direction pair, in normal conditions, the EIRP measurement result in step 6 of subclause 6.2.4.2 shall for UTRA and E-UTRA remain:

-
within +3.2 dB and –3.2 dB of the manufacturer's declared rated beam EIRP value for carrier frequency f  ≤ 3.0 GHz;

-
within +3.4 dB and –3.4 dB of the manufacturer's declared rated beam EIRP value for carrier frequency 3.0 GHz < f ≤ 4.2 GHz.
For a OTA AAS BS in extreme conditions, the result in step 8 (Pmax,c,EIRP, extreme) of subclause 6.2.4.2 shall be:

-
within +3.9 dB and –3.9 dB of the manufacturer's declared rated beam EIRP value for carrier frequency f  ≤ 3.0 GHz;

-
within +4.1 dB and –4.1 dB of the manufacturer's declared rated beam EIRP value for carrier frequency 3.0 GHz < f ≤ 4.2 GHz.
--------------End of change-------------
































































































