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--------------Start of change-------------
6.7.6.2.5
Test Requirement

6.7.6.2.5.1
MSR operation

Category A requirements 

For an AAS BS meeting category A the TRP of any spurious emission shall not exceed the limits in table 6.7.6.2.5.1-1

Table 6.7.6.2.5.1-1: AAS BS OTA Spurious emission limits, Category A

	Frequency range
	Maximum level
	Measurement Bandwidth
	NOTE

	30MHz ‑ 1GHz
	-13 + X  dBm

NOTE 4,
	100 kHz
	NOTE 1

	1GHz ‑ 12.75 GHz
	
	1 MHz
	NOTE 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the DL operating band in GHz
	
	1 MHz


	NOTE 2, NOTE 3

	NOTE 1:
Bandwidth as in ITU-R SM.329 [14] , s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [14] , s4.1. Upper frequency as in ITU-R SM.329 [14] , s2.5 table 1

NOTE 3:
Applies only for Bands 22, 42 and 43.

NOTE 4:
X = 9 dB for E-UTRA, X = 6 dB for UTRA. With the exception of operation in Region 2 where the FCC guidance for MIMO systems in [18] is applicable and any other territories where regulation requires, X=0dB. 


Category B requirements 

For UTRA, the minimum requirement is specified in subclause 6.7.6.5.2.1
For E-UTRA, the minimum requirement is specified in subclause 6.7.6.5.3.1
Additional requirements for BC2 (category B) 

For AAS BS operating in Band Category 2 when GSM/EDGE is configured, the power of any spurious emission shall not exceed the limits in table 6.7.6.2.5.1-2.
For multi-band RIBs the limits in table 6.7.6.2.5.1-2are only applicable when all supported operating bands belong to BC2 and GSM/EDGE is configured in all bands.

Table 6.7.6.2.5.1-2: Additional AAS BS OTA Spurious emissions limits for BC2, Category B

	Frequency range
	Frequency offset from downlink operating band edge (NOTE)
	Maximum Level
	Measurement Bandwidth

	500 MHz ( 1 GHz
	10 – 20 MHz
	-25  dBm


	300 kHz

	
	20 – 30 MHz
	-25  dBm


	1 MHz

	
	≥ 30 MHz
	-25  dBm


	3 MHz

	1 GHz ( 12.75 GHz
	≥ 30 MHz
	-22  dBm


	3 MHz

	NOTE:
For multi-band RIBs, the frequency offset is relative to the closest operating band.


--------------End of change-------------
































































































