3GPP TSG-RAN WG4 Meeting #88                                            R4-1811227
Gothenburg, Sweden 20-24 Aug, 2018
Title:
Reply LS on SRS carrier switching
Reply to:
R2-1809180
Release:
Rel-15
Work Item:
NR_newRAT 
Source:
Huawei
To:
RAN1, RAN2
Cc:

Contact Persons:
Name:
Liu Ye
E-mail Address:
leo.liuye@huawei.com
Attachments: 
None
1. Overall Description:

RAN4 thanks RAN2 for the LS on SRS carrier switching and understands on the signalling overhead issue faced by RAN2. 
The SRS carrier switching includes intra-band and inter-band scenarios. From UE implementation perspective, the RF retuning time could be different for these two scenarios and the supported switching time relies on UE implementation capability. Therefore, RAN4 suggests to keep two sets of values for intra-band CA and inter-band CA scenarios. However, RAN4 understands that large switching time would cause significant performance loss and agrees to reduce the candidate values for SRS carrier switching. The supported values for inter-band CA and intra-band CA are shown below:

Intra-band CA:
0us, 30us, 100us, 140us 

Inter-band CA:
0us, 30us, 100us, 140us
2. Actions:

To: RAN1, RAN2
ACTION: RAN4 kindly asks RAN1 and RAN2 to take above consideration for their future work.
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