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<Start of changes>
6.6.5.2.3
Additional spurious emissions requirements

These requirements may be applied for the protection of system operating in frequency ranges other than the BS downlink operating band. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the BS, or they may be set by local or regional regulation as a mandatory requirement for an NR operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in subclause 4.5. 

Some requirements may apply for the protection of specific equipment (UE, MS and/or BS) or equipment operating in specific systems (GSM, CDMA, UTRA, E-UTRA, etc.) as listed below.

The power of any spurious emission shall not exceed the basic limits of table 6.6.5.2.3 -1 for a BS where requirements for co-existence with the system listed in the first column apply. For a multi-band connector, the exclusions and conditions in the Note column of table 6.6.5.2.3 -1 apply for each supported operating band. 
Table 6.6.5.2.3-1: BS spurious emissions limits for BS for co-existence with systems operating in other frequency bands

	System type for NR to co-exist with
	Frequency range for co-existence requirement
	Basic limit
	Measurement bandwidth
	Note

	GSM900

	921 – 960 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to BS operating in band n8

	
	876 – 915 MHz
	-61 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to BS operating in band n8, since it is already covered by the requirement in subclause 6.6.5.1.3.

	DCS1800

	1805 – 1880 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to BS operating in band n3. 

	
	1710 – 1785 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to BS operating in band n3, since it is already covered by the requirement in subclause 6.6.5.1.3.

	PCS1900
	1930   1990 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to BS operating in band n2, n25 or band n70.  

	
	1850 – 1910 MHz

	-61 dBm
	100 kHz
	This requirement does not apply to BS operating in band n2 or n25 since it is already covered by the requirement in subclause 6.6.5.1.3.  

	GSM850 or CDMA850
	869 – 894 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to BS operating in band n5. 

	
	824 – 849 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to BS operating in band n5, since it is already covered by the requirement in subclause 6.6.5.1.3.

	UTRA FDD Band I or 

E-UTRA Band 1 or NR Band n1
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n1

	
	1920 – 1980 MHz

	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n1, since it is already covered by the requirement in subclause 6.6.5.1.3.

	UTRA FDD Band II or 

E-UTRA Band 2 or NR Band n2
	1930 – 1990 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n2 or n70.  

	
	1850 – 1910 MHz

	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n2, since it is already covered by the requirement in subclause 6.6.5.1.3.

	UTRA FDD Band III or 

E-UTRA Band 3 or NR Band n3
	1805 – 1880 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n3.

	
	1710 – 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n3, since it is already covered by the requirement in subclause 6.6.5.1.3. 

	UTRA FDD Band IV or 

E-UTRA Band 4
	2110 – 2155 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66

	
	1710 – 1755 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66, since it is already covered by the requirement in subclause 6.6.5.1.3.

	UTRA FDD Band V or 

E-UTRA Band 5 or NR Band n5
	869 – 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n5. 

	
	824 – 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n5, since it is already covered by the requirement in subclause 6.6.5.1.3.

	UTRA FDD Band VI, XIX or 

E-UTRA Band 6, 18, 19
	860 – 890 MHz 
	-52 dBm
	1 MHz
	

	
	815 – 830 MHz 
	-49 dBm
	1 MHz
	

	
	830 – 845 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band VII or 

E-UTRA Band 7 or NR Band n7
	2620 – 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n7.

	
	2500 – 2570 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n7, since it is already covered by the requirement in subclause 6.6.5.1.3.

	UTRA FDD Band VIII or 

E-UTRA Band 8 or NR Band n8
	925 – 960 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n8.

	
	880 – 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n8, since it is already covered by the requirement in subclause 6.6.5.1.3.

	UTRA FDD Band IX or 

E-UTRA Band 9
	1844.9 – 1879.9 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n3.

	
	1749.9 – 1784.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n3, since it is already covered by the requirement in subclause 6.6.5.1.3.

	UTRA FDD Band X or 

E-UTRA Band 10
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66

	
	1710 – 1770 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66, since it is already covered by the requirement in subclause 6.6.5.1.3.

	UTRA FDD Band XI or XXI or 

E-UTRA Band 11 or 21
	1475.9 – 1510.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n75.

	
	1427.9 – 1447.9 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n51, n75 or n76.

	
	1447.9 – 1462.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n75.

	UTRA FDD Band XII or 

E-UTRA Band 12 or NR Band n12
	729 – 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n12.

	
	699 – 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n12, since it is already covered by the requirement in sub-clause 6.6.5.1.3.

	UTRA FDD Band XIII or 

E-UTRA Band 13
	746 – 756 MHz
	-52 dBm
	1 MHz
	

	
	777 – 787 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XIV or 

E-UTRA Band 14
	758 – 768 MHz
	-52 dBm
	1 MHz
	

	
	788 – 798 MHz
	-49 dBm
	1 MHz
	

	 E-UTRA Band 17
	734 – 746 MHz
	-52 dBm
	1 MHz
	

	
	704 – 716 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XX or E-UTRA Band 20 or NR Band n20
	791 – 821 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n20 or n28.

	
	832 – 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n20, since it is already covered by the requirement in subclause 6.6.5.1.3.

	UTRA FDD Band XXII or E-UTRA Band 22
	3510 – 3590 MHz
	-52 dBm
	1 MHz
	

	
	3410 – 3490 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 24
	1525 – 1559 MHz
	-52 dBm
	1 MHz
	

	
	1626.5 – 1660.5 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XXV or 

E-UTRA Band 25 or NR band n25
	1930 – 1995 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n2, n25 or n70.

	
	1850 – 1915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n25 since it is already covered by the requirement in subclause 6.6.5.1.3. For BS operating in Band n2, it applies for 1910 MHz to 1915 MHz, while the rest is covered in subclause 6.6.5.1.3.

	UTRA FDD Band XXVI or 

E-UTRA Band 26
	859 – 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n5. 

	
	814 – 849 MHz
	-49 dBm
	1 MHz
	For BS operating in Band n5, it applies for 814 MHz to 824 MHz, while the rest is covered in subclause 6.6.5.1.3.

	E-UTRA Band 27
	852 – 869 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n5.

	
	807 – 824 MHz
	-49 dBm
	1 MHz
	This requirement also applies to BS operating in Band n28, starting 4 MHz above the Band n28 downlink operating band (Note 5).

	E-UTRA Band 28 or NR Band n28
	758 – 803 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n20 or n28.

	
	703 – 748 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n28, since it is already covered by the requirement in subclause 6.6.5.1.3. 

	E-UTRA Band 29
	717 – 728 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 30
	2350 – 2360 MHz
	-52 dBm
	1 MHz
	

	
	2305 – 2315 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 31
	462.5 -467.5 MHz
	-52 dBm
	1 MHz
	

	
	452.5 -457.5 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD band XXXII or E-UTRA band 32
	1452 – 1496 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n75.

	UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz

	-52 dBm
	1 MHz
	

	UTRA TDD Band a) or E-UTRA Band 34 or NR band n34
	2010 – 2025 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n34.

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-52 dBm
	1 MHz
	

	UTRA TDD Band b) or E-UTRA Band 36
	1930 – 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n2 or n25.

	UTRA TDD Band c) or E-UTRA Band 37
	1910 – 1930 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band d) or E-UTRA Band 38 or NR Band n38
	2570 – 2620 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n38. 

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1880 – 1920MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n39.

	UTRA TDD Band e) or E-UTRA Band 40 or NR Band n40
	2300 – 2400MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n40.

	E-UTRA Band 41 or NR Band n41
	2496 – 2690 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band n41.

	E-UTRA Band 42
	3400 – 3600 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 43
	3600 – 3800 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 44
	703 – 803 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band n28.

	E-UTRA Band 45
	1447 – 1467 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 46
	5150 – 5925 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 47
	5855 – 5925 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 48
	3550 – 3700 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 50 
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n51, n75 or n76.

	E-UTRA Band 51 or NR Band n51
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n51, n75 or n76.

	E-UTRA Band 65
	2110 – 2200 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n1, 

	
	1920 – 2010 MHz
	-49 dBm
	1 MHz
	For BS operating in Band n1, it applies for 1980 MHz to 2010 MHz, while the rest is covered in subclause 6.6.5.1.3.

	E-UTRA Band 66 or NR Band n66
	2110 – 2200 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66.

	
	1710 – 1780 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66, since it is already covered by the requirement in subclause 6.6.5.1.3.

	E-UTRA Band 67
	738 – 758 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n28.

	E-UTRA Band 68
	753 -783 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n28.

	
	698-728 MHz
	-49 dBm
	1 MHz
	For BS operating in Band n28, this requirement applies between 698 MHz and 703 MHz, while the rest is covered in subclause 6.6.5.1.3.

	E-UTRA Band 69
	2570 – 2620 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n38.

	E-UTRA Band 70 or NR Band n70
	1995 – 2020 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n2, n25 or n70

	
	1695 – 1710 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n70, since it is already covered by the requirement in subclause 6.6.5.1.3.

	E-UTRA Band 71 or NR Band n71
	617 – 652 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n71

	
	663 – 698 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n71, since it is already covered by the requirement in subclause 6.6.5.1.3.

	E-UTRA Band 72
	461 – 466 MHz
	-52 dBm
	1 MHz
	

	
	451 – 456 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 74 
	1475 – 1518 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n75.

	
	1427 – 1470 MHz
	-49 dBm
	1MHz
	This requirement does not apply to BS operating in band n51, n75 or n76.

	E-UTRA Band 75 or NR Band n75
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n51, n75 or n76.

	E-UTRA Band 76 or NR Band n76
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n51, n75 or n76.

	NR Band n77
	3.3 – 4.2 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n77 and n 78

	NR Band n78
	3.3 – 3.8 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n77 and n78

	NR Band n79
	4.4 – 5.0 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n79


NOTE 1:
As defined in the scope for spurious emissions in this clause, except for the cases where the noted requirements apply to a BS operating in Band n28, the co-existence requirements in table 6.6.5.2.3 -1 do not apply for the 10 MHz frequency range immediately outside the downlink operating band (see table 5.2-1). Emission limits for this excluded frequency range may be covered by local or regional requirements.

NOTE 2:
Table 6.6.5.2.3 -1 assumes that two operating bands, where the frequency ranges in table 5.2-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.

NOTE 3:
TDD base stations deployed in the same geographical area, that are synchronized and use the same or adjacent operating bands can transmit without additional co-existence requirements. For unsynchronized base stations, special co-existence requirements may apply that are not covered by the 3GPP specifications. 

NOTE:
For NR Band n28 BS, specific solutions may be required to fulfil the spurious emissions limits for BS for co-existence with E-UTRA Band 27 UL operating band.

The following requirement may be applied for the protection of PHS. This requirement is also applicable at specified frequencies falling between 10 MHz below the lowest BS transmitter frequency of the downlink operating band and 10 MHz above the highest BS transmitter frequency of the downlink operating band.
The power of any spurious emission shall not exceed:

Table 6.6.5.2.3-2: BS spurious emissions limits for BS for co-existence with PHS

	Frequency range
	Basic limit
	Measurement Bandwidth
	Note

	1884.5 – 1915.7 MHz
	-41 dBm
	300 kHz
	Applicable when co-existence with PHS system operating in 1884.5 - 1915.7MHz 


The following requirement may apply to E-UTRA BS operating in Band n41 in certain regions. This requirement is also applicable at the frequency range from 10 MHz below the lowest frequency of the BS downlink operating band up to 10 MHz above the highest frequency of the BS downlink operating band.

The power of any spurious emission shall not exceed:

Table 6.6.5.2.3-3: Additional BS spurious emissions limits for Band n41
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	2505MHz – 2535MHz
	-42dBm
	1 MHz
	

	2535MHz – 2655MHz
	-22dBm
	1 MHz
	Applicable at offsets ≥ 250% of channel bandwidth from carrier frequency.

	NOTE: 
This requirement applies for 10 or 20 MHz E-UTRA carriers allocated within 2545-2575MHz or 2595-2645MHz.


In certain regions, the following requirement may apply to NR BS operating in Band n51. Emissions shall not exceed the maximum levels specified in Table 6.6.5.2.3-4.

Table 6.6.5.2.3-4: Additional operating band unwanted emission limits for NR BS operating in Band n51 

	Filter centre frequency, Filter
	Maximum Level [dBm]
	Measurement Bandwidth

	Ffilter = 1413.5 MHz
	-42
	27 MHz


NOTE:
The regional requirement, included in [12], is defined in terms of EIRP, which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the base station needed to verify compliance with the regional requirement. The assessment of the EIRP level is described in Annex E.

<Unchanged part skipped>
7.7.2
Minimum requirement for BS type 1-C and BS type 1-H
For NR, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals coupled to the BS type 1-C antenna connector or BS type 1-H TAB connector, with the conditions specified in tables 7.7.2-1 and 7.7.2-2 for intermodulation performance and in tables 7.7.2-3, and 7.7.2-4 for narrowband intermodulation performance. The reference measurement channel for the wanted signal is identified in tables 7.2.2-1, 7.2.2-2 and 7.2.2-3 for each BS channel bandwidth and further specified in annex A. The characteristics of the interfering signal is further specified in annex D.

The subcarrier spacing for the modulated interfering signal shall in general be the same as the subcarrier spacing for the wanted signal, except for the case of wanted signal subcarrier spacing 60 kHz and BS channel bandwidth <=20MHz, for which the subcarrier spacing of the interfering signal should be 30 kHz.

The receiver intermodulation requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth edges. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.

For a BS operating in non-contiguous spectrum within any operating band, the narrowband intermodulation requirement shall apply in addition inside any sub-block gap in case the sub-block gap is at least as wide as the channel bandwidth of the NR interfering signal in table 7.7.2-2 or 7.7.2-4. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.

For a multi-band connector, the intermodulation requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the gap size is at least twice as wide as the NR interfering signal centre frequency offset from the Base Station RF Bandwidth edge.

For a multi-band connector, the narrowband intermodulation requirement shall apply in addition inside any Inter RF Bandwidth gap in case the gap size is at least as wide as the NR interfering signal in tables 7.7.2-2 and 7.7.2-4. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.

Table 7.7.2-1: General intermodulation requirement

	Base Station Type
	Wanted Signal mean power [dBm]
	Mean power of interfering signals [dBm]
	Type of interfering signal

	Wide Area BS
	PREFSENS +6 dB 
	-52
	See Table 7.7.2-2

	Medium Range BS
	PREFSENS +6 dB 
	-47
	

	Local Area BS
	PREFSENS +6 dB 
	-44
	

	NOTE 1: 
PREFSENS depends on the BS class and on the BS channel bandwidth, see subclause 7.2. 




Table 7.7.2-2: Interfering signals for intermodulation requirement 

	BS channel bandwidth of the lowest/highest carrier received [MHz]
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge [MHz]
	Type of interfering signal

	5
	±7.5
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal

	10
	±7.45
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal

	15
	±7.43
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal

	20
	±7.38
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal

	25
	±7.45
	CW

	
	±25
	20MHz DFT-s-OFDM NR signal

	30
	±7.43
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal

	40
	±7.45
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal

	50
	±7.35
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal

	60
	±7.49
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal

	70
	±7.42
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal

	80
	±7.44
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal

	90
	±7.43
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal

	100
	±7.45
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal


Table 7.7.2-3: Narrowband intermodulation performance requirement in FR1 

	BS type
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Type of interfering signal

	Wide Area BS
	PREFSENS + 6dB 
(Note 1)
	-52
	See Table 7.7.2-4

	Medium Range BS
	PREFSENS + 6dB 
(Note 2)
	-47
	

	Local Area BS
	PREFSENS + 6dB 
(Note 3)
	-44
	

	NOTE 1: 
PREFSENS depends on the BS channel bandwidth as specified in table 7.2.2-1.
NOTE 2: 
PREFSENS depends on the BS channel bandwidth as specified in table 7.2.2-2.
NOTE 3: 
PREFSENS depends on the BS channel bandwidth as specified in table 7.2.2-3.


Table 7.7.2-4: Interfering signals for narrowband intermodulation requirement in FR1

	BS channel bandwidth of the lowest/highest carrier received [MHz]
	Interfering RB centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap [kHz]
	Type of interfering signal

	5
	±360
	CW

	
	±1420
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	10
	±325
	CW

	
	±1780
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	15 (Note 2)
	±380
	CW

	
	±1600
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	20 (Note 2)
	±345
	CW

	
	±1780
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	25 (Note 2)
	±325
	CW

	
	±1990
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	30 (Note 2)
	±320
	CW

	
	±1990
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	40 (Note 2)
	±310
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	50 (Note 2)
	±330
	CW

	
	±3250
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	60 (Note 2)
	±350
	CW

	
	±3790
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	70 (Note 2)
	±400
	CW

	
	±4870
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	80 (Note 2)
	±390
	CW

	
	±4870
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	90 (Note 2)
	±340
	CW

	
	±5770
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	100 (Note 2)
	±340
	CW

	
	±5770
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	NOTE 1:
Interfering signal consisting of one resource block positioned at the stated offset, the BS channel bandwidth of the interfering signal is located adjacently to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap.

NOTE 2:
This requirement shall apply only for a G-FRC mapped to the frequency range at the channel edge adjacent to the interfering signals.


<Unchanged part skipped>
9.6.2.3
Minimum Requirement for BS type 2-O

For BS type 2-O, the EVM levels of each NR carrier for different modulation schemes on PDSCH outlined in table 9.6.2.3-1 shall be met using the following reference signal patterns.
Table 9.6.2.3-1: EVM requirements for BS type 2-O carrier

	Modulation scheme for PDSCH
	Required EVM [%]

	QPSK
	17.5 

	16QAM
	12.5 

	64QAM
	8 


EVM requirements shall apply for each NR carrier over all allocated resource blocks and downlink sub frames and with RS density configuration of DM-RS of comb 2 (every other subcarrier) in symbol 3. PT-RS should be configured for localized setting for every fourth symbol for every second RB. Different modulation schemes listed in table 9.6.2.3-1 shall be considered for rank 1.

<End of changes>
