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	Reason for change:
	There is a typo in subclause 9.11.1.

	
	

	Summary of change:
	Correct the spelling of a word in the subclause title.

	
	

	Consequences if not approved:
	No need to correct the typo.
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	Other comments:
	


< Start of the change >
9.11.1
Minimum requirement (with eMIMO-Type configured as Class B with more than one CSI-RS resource configured and eMIMO-Type2 as Class B with one CSI-RS resource configured)
The purpose of this test is to verify that the reported CRI(1) from eMIMO-Type and PMI(2)  from eMIMO-Type2 are accurate. 

The accuracy of CRI and PMI reporting are determined by the ratio of the throughput obtained when transmitting based on UE reported CRI(1) and PMI(2)  compared to that obtained when transmitting based on the random precoding and fixed CRI: 

[image: image1.wmf](

)

(

)

(

)

(

)

12

12

,wCRI,

,

uefollofollowPMI

fixedCRIrndPMI

t

t

g

=


-

[image: image2.wmf](

)

(

)

12

,wCRI,

uefollofollowPMI

t

is [70%] of the maximum throughput obtained at 
[image: image3.wmf](

)

(

)

12

,wCRI,

uefollofollowPMI

SNR

 using following precoder according to UE reported  PMI(2) for eMIMO-Type2 and power scaling factor according to UE reported CRI (1)  for eMIMO-Type 
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< End of the change >
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