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1. Overall Description:
RAN4 would like to thank RAN2 for the LS on the discrepancy between on the number of NS values in the TS38.101-1 and the value range of AdditionalSpectrumEmission as specified in the TS38.331. 
RAN4 recognizes that the NS values should be specified in a band specific manner such that each band can use the full value range of AdditionalSpectrumEmission and has modified the TS38.101-1 to this end (CR in R4-1810060). The table specifying the NS values in TS38.101-1 now reads (changes highlighted by change bars):
Table 6.2.3-1: Additional maximum power reduction (A-MPR)

	Network Signalling value
	Requirements (subclause)
	NR Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)
	Value of additionalSpectrumEmission

	NS_01
	
	
	
	
	N/A
	0

	NS_02
	6.5.2.1.2
	n1, n2, n3, n4, n5, n8, n20, n25, n66, n80, n81, n82, n84, 

NOTE 1
	
	
	Table 6.2.3-2
	1

	NS_03
	6.5.2.3.3
	n2, n25, n66, n70
	
	
	Table 6.2.3.7-1
	2

	NS_04
	6.5.2.3.1
	n41
	10, 15, 20, 40, 50, 60 80, 100
	
	Subclause 6.2.3.2
	3

	NS_06
	6.5.2.3.3
	n12
	5, 10, 15
	5.3.5
	N/A
	1

	NS_10
	
	n20, n82
	15, 20
	Table 6.2.3.3-1
	Table 6.2.3.3-1
	NS_xx

	NS_07
	6.5.3.3.2
	n28, n83
	5,10
	Table 5.3.3-1
	[1]3,4
	1

	NS_05
	6.5.3.3.3
	n28, n83
	5
	≥ 2
	≤ 24
	2

	
	
	
	10, 15, 20
	≥ 1
	≤ 54
	

	NS_08
	6.5.3.3.4
	n1, n84
	5, 10, 15, 205
	
	Subclause 6.2.3.4-


	2

	NS_35
	6.5.2.3.1
	n71
	5, 10, 15, 20
	Table 5.3.2-1
	N/A
	1

	NS_40
	6.5.2.3.7
	n51
	5
	
	Table 6.2.3.5-1
	1

	NS_09
	6.5.3.3.5
	n8, n81
	5, 10, 15
	
	Subclause 6.2.3.6
	2

	NOTE 1:
This NS can be signalled for NR bands that have UTRA services deployed

NOTE 2:
The total maximum output power reduction for NS_xx and NS_yy is obtained by taking the maximum value of MPR + A-MPR specified in Table 6.2.3-1 and Table 6.2.4-1 in TS 36.101 and A-MPR specified in Table 6.2.3-1.

NOTE 3:
The A-MPR is 0dB for inner RB allocations for DFT-s-OFDM PI/2 BPSK and QPSK.

NOTE 4:
The A-MPR for CP-OFDM shall also add the corresponding MPR specified in Table 6.2.2-1.

NOTE 5:
No A-MPR is applied for 5MHz CBW where the lower channel edge is ≥1930MHz,10MHz CBW where the lower channel edge is ≥1950MHz and 15MHz CBW where the lower channel edge is ≥1955MHz.
NOTE 6:
A frequency band number (value) of an applicable operating band and its associated value additionalSpectrumEmission can only correspond to a single network signalling value.


2. Actions:

To RAN2 group.

ACTION: 
None unless the above changes to TS38.101-1 by RAN4 are incorrect.
3. Date of Next TSG-??? Meetings:

TSG-RAN WG4 Meeting #88bis 
8 – 12th October 2018

Chengdu, China
TSG-RAN WG4 Meeting #89
12 – 16th November 2018
Spokane, US
