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<Start of Change 1>
A.3.27
LTE INACTIVE Cell Re-selection Test Cases

A.3.27.1
Introduction

This clause defines a principle which is applicable to test cases verifying RRM requirements for INACTIVE mode cell-reselection under connectivity to NGCN.

A.3.27.2
Principle of INACTIVE cell re-selection Testing

In Annex A, INACTIVE cell-reselection test cases may be defined for UE connected to NGCN to verify the cell re-selection requirement.

If test cases are defined for UE connected to NGCN in order to verify the cell re-selection requirement then the UE capable of connectivity to NGCN needs to be tested for the corresponding test(s) defined for IDLE mode according to the applicability rules defined in Table A.3.27.2-1.

Table 3.27.2-1: Test cases applicable to UE in INACTIVE state when connected to NGCN
	Test category
	Section
	Test case

	E-UTRAN Cell Re-selection
	A.4.2.1
	E-UTRAN FDD – FDD Intra frequency case

	
	A.4.2.2
	E-UTRAN TDD – TDD Intra frequency case

	
	A.4.2.3
	E-UTRAN FDD – FDD Inter frequency case

	
	A.4.2.4
	E-UTRAN FDD – TDD Inter frequency case

	
	A.4.2.5
	E-UTRAN TDD – FDD Inter frequency case

	
	A.4.2.6
	E-UTRAN TDD – TDD Inter frequency case

	E-UTRAN to UTRAN Cell Re-selection
	A.4.3.1
	E-UTRAN FDD – UTRAN FDD

	
	A.4.3.2
	E-UTRAN FDD – UTRAN TDD

	
	A.4.3.3
	E-UTRAN TDD – UTRAN FDD

	
	A.4.3.4
	E-UTRAN TDD – UTRAN TDD

	E-UTRAN to GSM Cell Re-selection
	A.4.4.1
	E-UTRAN FDD – GSM

	
	A.4.4.2
	E-UTRAN TDD – GSM

	E-UTRAN to HRPD Cell Re-selection
	A.4.5.1
	E-UTRAN FDD – HRPD

	
	A.4.5.2
	E-UTRAN TDD – HRPD

	E-UTRAN to cdma2000 1X Cell Re-selection
	A.4.6.1
	E-UTRAN FDD – cdma2000 1X

	
	A.4.6.2
	E-UTRAN TDD – cdma2000 1X


<End of Change 1>
