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------------------------------ Modified section ------------------------------
[bookmark: _Toc518665965]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
ancillary equipment: electrical or electronic equipment, that is intended to be used with a receiver or transmitter
NOTE:	It is considered as an ancillary equipment if:
-	the equipment is intended for use with a receiver or transmitter to provide additional operational and/or control features to the radio equipment, (e.g. to extend control to another position or location); and
-	the equipment cannot be used on a stand alone basis to provide user functions independently of a receiver or transmitter; and
-	the receiver or transmitter, to which it is connected, is capable of providing some intended operation such as transmitting and/or receiving without the ancillary equipment (i.e. it is not a sub-unit of the main equipment essential to the main equipment basic functions).
associated equipment: equipment needed to exercise and/or monitor the operation of the EUT
NOTE: associated equipment (AE) may be either local (within the measurement or test area) or remote.
antenna port: for EMC purposes, port for connection of an antenna used for intentional transmission and/or reception of radiated RF energy, equivalent to an RF antenna connector/TAB connector in TS 37.105 [25]
BS type 1-C:	NR base station operating at FR1 with requirements set consisting only of conducted requirements defined at individual antenna connectors.
BS type 1-H:	NR base station operating at FR1 with a requirement set consisting of conducted requirements defined at individual TAB connectors and OTA requirements defined at RIB.
BS type 1-O:	NR base station operating at FR1 with a requirement set consisting only of OTA requirements defined at the RIB.
BS type 2-O:	NR base station operating at FR2 with a requirement set consisting only of OTA requirements defined at the RIB.
channel bandwidth: the RF bandwidth supporting a single NR RF carrier with the transmission bandwidth configured in the uplink or downlink of a cell. The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements
continuous phenomena: electromagnetic disturbance, the effects of which on a particular device or equipment cannot be resolved into a succession of distinct effects (IEC 60050-161 [9])
enclosure port: physical boundary of the equipment through which electromagnetic fields may radiate or impinge
NOTE:	In the case of integral antenna equipment, this port is inseparable from the antenna port.
exclusion band: frequency range(s) not subject to test or assessment
integral antenna: antenna designed for permanent connection to the equipment and considered part of the enclosure port
NOTE:	An integral antenna may be fitted internally or externally.
lower RF bandwidth edge: the frequency of the lower edge of the Base Station RF bandwidth, used as a frequency reference point for transmitter and receiver requirements
port: particular interface of EUT used for EMC requirements testing purposes
NOTE:	Any connection point on EUT intended for connection of cables to or from EUT during the EMC testing is considered as a port. 
EXAMPLE 1:	Examples of ports for BS type 1-C and BS type 1-H are as presented in figure 3.1‑1:


Figure 3.1-1: Examples of ports for BS type 1-C and BS type 1-H
EXAMPLE 2:	Examples of ports for BS type 1-O and BS type 2-O (i.e. with no antenna ports) are as presented in figure 3.1-2:


Figure 3.1-2: Examples of ports for BS type 1-O and BS type 2-O
receiver exclusion band: band of frequencies over which no tests of radiated immunity of a receiver are made, and expressed relative to the BS receive band
signal port: port intended for the interconnection of components of an EUT, or between an EUT and AE and used in
 accordance with relevant functional specifications (for examplee.g. for the maximum length of cable connected to it)
TAB connector: transceiver array boundary connector
------------------------------ Unchanged section omitted------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc518665967]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
AC	Alternating Current
AE	Associated Equipement, 
AMN	Artificial Mains Network
BC	Band Category
CDN	Coupling/Decoupling Network
CS	Capability Set
DC	Direct Current
EMC	Electromagnetic Compatibility
ESD	Electrostatic Discharge
EUT	Equipment Under Test
FRC	Fixed Reference Channel
NTC	Test Configuration for Non-contiguous operation
RAT	Radio Access Technology
RF	Radio Frequency
rms	root mean square
SDL	Supplementary Downlink
TC	Test Configuration

------------------------------ End of modified section ------------------------------
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