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< start of changes >
7.8A.2

Wide band Intermodulation

7.8A.2.1
Intra-band contiguous CA

Table 7.8A.2.1-1: Wide band intermodulation parameters for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	Rx parameter
	Units 
	Channel bandwidth

	
	
	110
MHz
	120
MHz
	130
MHz
	140
MHz
	150
MHz
	160
MHz
	180
MHz
	200
MHz

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + 6

	PInterferer 1
(CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	MHz
	BW

	FInterferer 1
(Offset)
	MHz
	-2BW

/

+2BW

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in TBD.

NOTE 2:
Reference measurement channel is TBD.

NOTE 3:
The modulated interferer consists of the Reference measurement channel specified in TBD.

NOTE 4:
The Finterferer 1 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the CW interferer and Finterferer 2 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the modulated interferer.


< end of changes >
