Page 1



3GPP TSG-RAN WG4 Meeting #88
R4-1811281
Gothenburg, SE, 20th – 24th August 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.101
	CR
	5192
	rev
	-
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction of LTE UE maximum output power for inter-band CA

	
	

	Source to WG:
	vivo

	Source to TSG:
	R4

	
	

	Work item code:
	TEI13
	
	Date:
	2018-8-4

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	There are two cases for inter-band CA with uplink assigned to one E-UTRA band:
Downlink inter-band CA with only one uplink CC; Downlink inter-band CA with two contiguous uplink CC assigned to one E-UTRA band.
For these two inter-band  CA cases, different requirements apply. There is an ambiguity for inter-band CA requirement in TS 36.101.

Although this problem starts from Rel-13 in that only from release 13 the inter-band CA configuration with two contiguous CCs in one band is introduced, this is not that serious, so we propose to revise this from Rel-15.

	
	

	Summary of change:
	Clarify the requirement for inter-band CA with uplink assigned to one E-UTRA band.
E.g. For CA_39A-41C, for the two contiguous carriers in band 41 is introduced, it should use a table different from current spec described.

	
	

	Consequences if not approved:
	Requirement for inter-band CA is not clarified.

	
	

	Clauses affected:
	6.2.2A

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS …

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Isoloation Impact analysis:
This revision does not have impact


<Start of change >
6.2.2A
UE maximum output power for CA

The following UE Power Classes define the maximum output power for any transmission bandwidth within the aggregated channel bandwidth.

The maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least as defined in Table 6.2.2A-0a.

Table 6.2.2A-0a: Measurement period for UE maximum output power for CA

	TTI pattern
	Minimum measurement period

	Subframe
	1ms

	Slot
	7OS

	Subslot
	2OS, 3OS


For inter-band carrier aggregation with one uplink component carrier assigned to one E-UTRA band the requirements in subclause 6.2.2 apply. For inter-band carrier aggregation with two uplink contiguous component carrier assigned to one E-UTRA band the requirements are specified in Table 6.2.2A-1. For inter-band carrier aggregation with uplink assigned to one E-UTRA band in Band 38, 40, 41 or 42, the requirements for power class 2 are not applicable and the corresponding requirements for a power class 3 UE shall apply. For inter-band carrier aggregation with uplink assigned to one E-UTRA band in Band 3, 20, 28, or 31, the requirements for power class 1 are not applicable and the corresponding requirements for a power class 3 UE shall apply.
<End of change >
