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Next Modified Subclause
9.5 CSI-RS based measurements
Editors note: this section only addresses CSI-RS in FR1.

9.5.1
UE CSI-RS measurements

The UE is required to be capable of measuring CSI-RS without measurement gaps. The UE is required to perform the CSI-RS measurements as described in the following clauses.
9.5.1.1
UE performing CSI-RS measurements with a same subcarrier spacing as SSB on FR1

When the SSB is within the active BWP and has same SCS than CSI-RS, the UE shall be able to perform CSI-RS measurement without restrictions when CSI-RS measurement are performed with same subcarrier spacing as the SSB on FR1.

9.5.1.2
CSI-RS measurement restrictions of UE performing CSI-RS measurements with a different subcarrier spacing than SSB on FR1

When the SSB is within the active BWP and has different SCS than CSI-RS, the UE shall be able to performs CSI-RS measurement with restrictions according to its capabilities:

· If CSI-RS and SSB are FDM’ed. the UE measurement capability depends on the whether the UE supports simultaneousRxDataSSB-DiffNumerology.

· If the UE supports simultaneousRxDataSSB-DiffNumerology the UE shall be able to performs CSI-RS measurement without restrictions assuming useServingCellTimingForSync is enabled.

· If the UE does not support simultaneousRxDataSSB-DiffNumerology the UE is not expected to perform simultaneous FDM’ed SSB and CSI-RS measurements, 
· If CSI-RS and SSB are TDM’ed, the UE shall be able to performs CSI-RS measurement with restrictions: the UE is not expected to measure CSI-RS on symbols on 1 data symbol before each consecutive SSB symbols and 1 data symbol after each consecutive SSB symbols within the SMTC window duration.
9.5.2
UE CSI-RS measurements for L3 mobility
Editors note: This section only addresses intra-frequency synchronized scenario.
The UE is required to be capable of measuring CSI-RS for L3 mobility without measurement gaps. The measurement period for intra-frequency measurements without gaps is as shown in table 9.5.2.x-1
Table 9.5.2.x-1: Measurement period for intra-frequency CSI-RS L3 mobility measurements (Frequency FR1)
	DRX cycle
	T CSI-RS_measurement_period  

	No DRX
	Max[200ms, 5 x CSI-RS period ]Note 1

	DRX
	Max[200ms, 5 x CSI-RS period ]Note 1

	Note 1: CSI-RS period is given by the CSI-RS configuration.
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