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1. Way forward
· No additional requirements are necessary for interRAT measurements of candidate LTE PSCells to configure NE-DC.

· Requirements are developed for NE-DC according to the proposals in table 1 and table 2.

	Requirement in TS38.133
	Comments

	RRC_IDLE state mobility
	UE measurement capability in RRC-IDLE, which need to be evaluated based on the requirements under section 9.

	NR Handover
	Existing NR SA handover requirements can be reused for NE-DC

	NR Random access requirements
	Existing NR SA random access requirements can be reused for NE-DC;

	NR PCell transmit timing
	Existing SA transmit timing requirements apply

	NR PCell timer accuracy
	Existing SA timer accuracy requirements apply

	NR PCell timing advance
	Existing SA timing advance requirements apply

	MTTD
	Discussion needed on whether async intraband NE-DC is supported

	MRTD
	Discussion needed on whether async intraband NE-DC is supported

	NR PCell RLM
	The existing RLM requirements can also cover RLM on NR PCell in NE-DC

	Interruption, NR victim cell
	Impact of LTE cells to NR PCell/SCell needs to be evaluated for relevant scenarios. Discussion needed on whether async intraband NE-DC is supported

	NR SCell activation and deactivation delay
	The existing requirements can be reused for NR SCells in NE-DC.

	NR UE UL carrier RRC reconfiguration Delay
	Existing NR UE UL carrier RRC reconfiguration Delay requirements apply

	BWP switching of PCell and MCG SCells - delay
	Current requirements also apply for NR cells in NE-DC

	BWP switching of PCell and MCG SCells - interruption
	Current requirements also apply for NR cells in NE-DC

	Link recovery procedure
	Existing or becoming requirements can be used for NE-DC

	NR Measurement gap
	Applicability table and measurement mode for NE-DC needs to be defined.

	UE Measurement capability
	Requirements need to be evaluated, and new section is likely needed for NE-DC.

	Event Triggering and Reporting
	· These cases need to be updated so that they properly cover also NE-DC.

	SFTD reporting requirements for NE-DC scenarios
	Requirements need to be developed for SFTD between NR PCell and E-UTRA PSCell

	Intra-freq measurement
	Scaling of requirements related to number of UE BB searcher for NR PCell/SCell needs to be discussed/confirmed.

	NR measurement performance
	Anticipate same accuracy regardless of NE-DC operation

	SFTD reporting requirements for NE-DC scenarios
	Accuracy need to be developed for SFTD between NR PCell and E-UTRA PSCell

	LTE PSCell addition/removal
	Requirements needed, may be based on LTE-DC


· Overall scope for requirements of NE-DC in TS36.133
	Requirement in TS36.133
	Comments

	LTE PSCell random access
	Requirements needed, may be based on LTE-DC

	LTE PSCell transmit timing requirements
	Same as LTE only uplink operation, reference cell is PSCell

	LTE timer accuracy
	Same as LTE

	LTE PSCEll timing advance
	Same as LTE only uplink operation, reference cell is PSCell

	LTE PSCell RLM
	Requirements needed, may be based on LTE-DC

	Interruption, LTE victim cell
	Impact of NR cells to LTE PSCell/SCell needs to be evaluated for relevant scenarios. Discussion needed on whether async intraband NE-DC is supported

	LTE SCell activation and deactivation delay
	Existing LTE SCell requirements apply

	LTE measurement gap
	Applicability table for NE-DC needs to be defined

	LTE measurement procedures
	Existing LTE measurement procedures apply 

	LTE measurement performance
	Anticipate same accuracy regardless of NE-DC operation


· The timeline adopted for the work is

RAN4#88 (August 2018)

· Initial discussions on NE-DC requirements

RAN4#88bis (October 2018)

· Initial CRs for 36.133 and 38.133

· Discussion and initial resolution of any identified controversial topics for NE-DC
RAN4#89 (November 2018)

· Agree final CRs for 36.133 and 38.133

· Resolution of any identified controversial topics for NE-DC
· Final CRs for NE-DC
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