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1. Introduction
This contribution is a text proposal for TR 37.716-21-11 to create DC_18-42_n77.
2. Discussion
<Start of TP>
----- Unchanged sections omitted -----
5.1.X DC_18-42_n77
5.1.X.1
Operating bands for DC

Table 5.1.x.1-1: Band combinations EN-DC (three bands)

	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_18-42_n77
	CA_18-42
	n77
	No


5.1.X.2
Configurations for DC

Table 5.1.x.2-1: Inter-band EN-DC configurations (three bands)

	EN-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_18A-42A_n77A
	DC_18A_n77A
	CA_18A-42A
	n77

	DC_18A-42C_n77A
	DC_18A_n77A
	CA_18A-42C
	n77


5.1.X.3
Co-existence studies
The co-existence studies for the lower order DC configurations are already captured in TR 37.863-01-01. For the additional 3rd receiver band, there is no MSD issue for this DC configuration based on the following conditions.
· LTE Band 42 and NR Band n77 are synchronized.
· Simultaneous transmission of LTE Band 42 and NR Band n77 are not supported
5.1.X.4
∆TIB and ∆RIB values

The same ∆TIB and ∆RIB values of DC_19-42_n77 can be applied.
Table 5.1.X.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_18-42_n77
	18
	0.3

	
	42
	0.8

	
	n77
	0.8


Table 5.1.X.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_18-42_n77
	18
	0

	
	42
	0.5


	
	n77
	0.5


5.1.X.5
REFSENS requirements
No REFSENS requirements are expected for this DC configuration.
----- Unchanged sections omitted -----
<End of TP>
