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1	Introduction
This contribution covers these four-band EN-DC configurations to TR 37.716-31-11:
· DC_2A-66A-(n)71AA_UL_(n)71B
· DC_2A-66A-(n)71AA_ UL_66A_n71A
· DC_2A-66A-(n)71AA_ UL_2A_n71A 
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Table 5.1.x.1-1: Band combinations EN-DC (four bands)
	EN-DC band
	E-UTRA CA band
	NR band
	Single UL allowed

	DC_2-66_(n)71
	CA_2-66-71
	n71
	No1

	NOTE 1:	For UE(s) supporting dynamic power sharing it is mandatory to do dual simultaneous UL. For UE(s) not supporting dynamic power sharing single UL is allowed.
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Table 5.1.x.2-1: Inter-band EN-DC configurations (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA CA configuration
	NR configuration

	DC_2A-66A-(n)71AA
	DC_2A_n71A
DC_66A_n71A
DC_(n)71B
	CA_2A-66A_71A
	n71A
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5.1.x.3	∆TIB and ∆RIB values
∆TIB and ∆RIB values for DC_2_66_n71 are already specified in TS 38.101-3.
5.1.x.4	REFSENS requirements
REFSENS exceptions needed for DC_2A-(n)71AA due to band 71 uplink harmonic into band 2 is already specified in Table 7.3B.2.3.1-1 of TS 38.101-3. Impact of contiguous intraband EN-DC operation on band 71 on REFSENS is already specified in Table 7.3B.2.1-1 of TS 38.101-3.
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