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1. Overall Description:

RAN4 thanks RAN2 for the LS on UE capability for SUL and SDL. After discussion, RAN4 provides following answers to the questions asked by RAN2 in the LS.
Question 1: Does UE capability signalling need to distinguish the SUL+SDL cases?
· NR Band combination 1: Band A (FDD/TDD UL+DL) + (SUL Band B + SDL Band C)

· NR Band combination 2: (Band A (FDD/TDD UL+DL) + SUL Band B) + SDL Band C
[RAN4]: RAN4 would like to inform RAN2 that RAN4 has not yet decided whether “SUL+SDL pairing” in NR band combination 1 would be defined as a band combination or as a new band. And in Rel-15, only SUL band combinations in the table below are introduced in the specification, there is no band combination with SUL+SDL pairing. NR band combination 2 does not require a decision from RAN4 on how to define SDL and SUL pairing by band or band combination.
	NR Band combination for SUL
	NR Band

(Table 5.2-1)

	SUL_n78-n802
	n78, n80

	SUL_n78-n812
	n78, n81

	SUL_n78-n822
	n78, n82

	SUL_n78-n832
	n78, n83

	SUL_n78-n842
	n78, n84

	SUL_n78-n862
	n78, n86

	SUL_n79-n802
	n79, n80

	SUL_n79-n812
	n79, n81

	NOTE 1:
If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier is 0us.

NOTE 2:
For UE supporting SUL band combination simultaneous Rx/Tx capability is mandatory.


Question 2: Can UE support a band combination that contains more than one SUL and one SDL band?
[RAN4]: In Rel-15 there is no band combination with more than one SUL band, and there is no band combination with more than one SDL band. So far, RAN4 has not received requests to define band combinations with more than one SUL or more than one SDL band.
2. Actions:
To RAN WG2:
RAN4 respectfully asks RAN2 to take above answers into consideration in RAN2 signalling design.
3. Date of Next TSG RAN WG4 Meetings:

TSG RAN4 #89

   
        12 Nov - 16 Nov 2018

                               Spokane, US 

TSG RAN4 #90


        25 Feb - 1 Mar 2019

                               Athens, GR
