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	Phrasing in clause 7.3B.2.3.5 does not comply with endorsed CRs R4-1811796 and R4-1811467.

	
	

	Summary of change:
	· Replace wording “overlapping in frequency with its own downlink transmissions” with “to its own primary downlink channel bandwidth”,

· Replace wording “the own downlink transmission as defined in Annex-A the UE is mandated to operate in dual uplink mode” with “the own primary downlink channel bandwidth as defined in Annex-I the UE is mandated to operate in dual and triple uplink mode”,
· Replace wording “when the operating bands of the configuration are either confined below 1 GHz or confined within the frequency range 1695 MHz – 2690 MHz” with “when both operating bands are between 450 MHz – 960 MHz or between 1427 MHz – 2690 MHz.”
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	Other comments:
	


<Start of change>
7.3B.2.3.5
Reference sensitivity exceptions for intermodulation interference due to dual uplink operation for EN-DC in NR FR1

For EN-DC configurations in NR FR1 the UE may indicate capability of not supporting simultaneous dual uplink operation due to possible intermodulation interference overlapping in frequency to its own primary downlink channel bandwidth if

-
the intermodulation order is 2;

-
the intermodulation order is 3 when both operating bands are between 450 MHz – 960 MHz or between 1427 MHz – 2690 MHz.

In case for the EN-DC in NR FR1 configurations the intermodulation products caused by dual uplink operation do not interfere withthe own primary downlink channel bandwidth as defined in Annex-I the UE is mandated to operate in dual and triple uplink mode .
<End of change>
