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< START OF CHANGE #1 >
7.3.2
Reference sensitivity power level

7.3.2.1
Reference sensitivity power level for power class 1

The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annex A] (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal) with peak reference sensitivity specified in Table 7.3.2.1-1. The requirement is verified with the test metric of EIS (Link=Beam peak search grids, Meas=Link Angle).

Table 7.3.2.1-1: Reference sensitivity for power class 1

	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-97.51
	-94.51
	-91.51
	-88.51

	n258
	-97.51
	-94.51
	-91.51
	-88.51

	n260
	-94.51
	-91.51
	-88.51
	-85.51

	n261
	-97.51
	-94.51
	-91.51
	-88.51


7.3.2.2
Reference sensitivity power level for power class 2

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal) with peak reference sensitivity specified in Table 7.3.2.2-1. The requirement is verified with the test metric of EIS (Link=Beam peak search grids, Meas=Link Angle).

Table 7.3.2.2-1: Reference sensitivity for power class 2

	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-94.5
	-91.5
	-88.5
	-85.5

	n258
	-94.5
	-91.5
	-88.5
	-85.5

	n260
	
	
	
	

	n261
	-94.5
	-91.5
	-88.5
	-85.5


The maximum EIS at the 60th percentile of the distribution of EIS measured over the full sphere around the UE is defined as the EIS spherical coverage requirement and is found in Table 7.3.2.2-2 below. 

Table 7.3.2.2-2: UE EIS spherical coverage for power class 2
	Operating band
	REFSENS (dBm) at 60th %ile / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-83.5
	-80.5
	-77.5
	-74.5

	n258
	-83.5
	-80.5
	-77.5
	-74.5

	n261
	-83.5
	-80.5
	-77.5
	-74.5


< END OF CHANGE #1 >
