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1 Introduction
The MU and TT for 4.2 to 6GHz is updated for NR conducted requirements [2] [3]. However, the test requirements for in-channel selectivity has not been updated accordingly. 
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Text proposal
<TP for TR 38.141-1>
7.8.5
Test requirements

For BS type 1-C and 1-H, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A with parameters specified in Table 7.8.5-1 for Wide Area BS, in Table 7.8.5-2 for Medium Range BS and in Table7.8.5-3 for Local Area BS. The reference measurement channel for the wanted signal is identified in tables 7.8.2-1, 7.8.2-2 and 7.8.2-3 for each BS channel bandwidth and further specified in annex A. The characteristics of the interfering signal is further specified in annex E.
Table 7.8.5-1: Wide Area BS in-channel selectivity 
	NR channel bandwidth (MHz)
	Subcarrier spacing
(KHz)
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power (dBm)
	Type of interfering signal

	
	
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz
	
	

	5
	15
	G-FR1-A1-7
	-99.2
	-98.8
	-98.5
	-81.4
	DFT-s-OFDM NR signal, SCS 15 kHz, 
10 RB

	10,15,20,25,30
	15
	G-FR1-A1-1
	-97.3
	-96.9
	-96.6
	-77.4
	DFT-s-OFDM NR signal, SCS 15 kHz, 
25 RB

	40,50
	15
	G-FR1-A1-4
	-90.9
	-90.5
	-90.2
	-71.4
	NR signal, SCS 15 kHz, 100 RB

	5
	30
	G-FR1-A1-8
	-99.9
	-99.5
	-99.2
	-81.4
	DFT-s-OFDM NR signal, SCS 30 kHz, 
5 RB

	10,15,20,25,30
	30
	G-FR1-A1-2
	-97.4
	-97
	-96.7
	-78.4
	DFT-s-OFDM NR signal, SCS 30 kHz, 
10 RB

	40,50,60,70,80,90,100
	30
	G-FR1-A1-5
	-91.2
	-90.8
	-90.5
	-71.4
	DFT-s-OFDM NR signal, SCS 30 kHz, 
50 RB

	10,15,20,25,30
	60
	G-FR1-A1-9
	-96.8
	-96.4
	-96.1
	-78.4
	DFT-s-OFDM NR signal, SCS 60 kHz, 
5 RB

	40,50,60,70,80,90,100
	60
	G-FR1-A1-6
	-91.3
	-90.9
	-90.6
	-71.6
	DFT-s-OFDM NR signal, SCS 60 kHz, 
24 RB

	1. NOTE: 
Wanted and interfering signal are placed adjacently around Fc.


Table 7.8.5-2: Medium Range BS in-channel selectivity 
	NR channel bandwidth (MHz)
	Subcarrier spacing
(KHz)
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power (dBm)
	Type of interfering signal

	
	
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz
	
	

	5
	15
	G-FR1-A1-7
	-94.2
	-93.8
	-93.5
	-76.4
	DFT-s-OFDM NR signal, SCS 15 kHz, 
10 RB

	10,15,20,25,30
	15
	G-FR1-A1-1
	-92.3
	-91.9
	-91.6
	-72.4
	DFT-s-OFDM NR signal, SCS 15 kHz, 
25 RB

	40,50
	15
	G-FR1-A1-4
	-85.9
	-85.5
	-85.2
	-66.4
	DFT-s-OFDM NR signal, SCS 15 kHz, 100 RB

	5
	30
	G-FR1-A1-8
	-94.9
	-94.5
	-94.2
	-76.4
	DFT-s-OFDM NR signal, SCS 30 kHz, 
5 RB

	10,15,20,25,30
	30
	G-FR1-A1-2
	-92.4
	-92
	-91.7
	-73.4
	DFT-s-OFDM NR signal, SCS 30 kHz, 
10 RB

	40,50,60,70,80,90,100
	30
	G-FR1-A1-5
	-86.2
	-85.8
	-85.5
	-66.4
	DFT-s-OFDM NR signal, SCS 30 kHz, 
50 RB

	10,15,20,25,30
	60
	G-FR1-A1-9
	-91.8
	-91.4
	-91.1
	-73.4
	DFT-s-OFDM NR signal, SCS 60 kHz, 
5 RB

	40,50,60,70,80,90,100
	60
	G-FR1-A1-6
	-86.3
	-85.9
	-85.6
	-66.6
	DFT-s-OFDM NR signal, SCS 60 kHz, 
24 RB

	NOTE: 
Wanted and interfering signal are placed adjacently around Fc.


Table 7.8.5-3: Local area BS in-channel selectivity 
	NR channel bandwidth (MHz)
	Subcarrier spacing
(KHz)
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power (dBm)
	Type of interfering signal

	
	
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz
	
	

	5
	15
	G-FR1-A1-7
	-91.2
	-90.8
	-90.5
	-73.4
	DFT-s-OFDM NR signal, SCS 15 kHz, 
10 RB

	10,15,20,25,30
	15
	G-FR1-A1-1
	-89.3
	-88.9
	-88.6
	-69.4
	DFT-s-OFDM NR signal, SCS 15 kHz, 
25 RB

	40,50
	15
	G-FR1-A1-4
	-82.9
	-82.5
	-82.2
	-63.4
	DFT-s-OFDM NR signal, SCS 15 kHz, 100 RB

	5
	30
	G-FR1-A1-8
	-91.9
	-91.5
	-91.2
	-73.4
	DFT-s-OFDM NR signal, SCS 30 kHz, 
5 RB

	10,15,20,25,30
	30
	G-FR1-A1-2
	-89.4
	-89
	-88.7
	-70.4
	DFT-s-OFDM NR signal, SCS 30 kHz, 
10 RB

	40,50,60,70,80,90,100
	30
	G-FR1-A1-5
	-83.2
	-82.8
	-82.5
	-63.4
	DFT-s-OFDM NR signal, SCS 30 kHz, 
50 RB

	10,15,20,25,30
	60
	G-FR1-A1-9
	-88.8
	-88.4
	-88.1
	-70.4
	DFT-s-OFDM NR signal, SCS 60 kHz, 
5 RB

	40,50,60,70,80,90,100
	60
	G-FR1-A1-6
	-83.3
	-82.9
	-82.6
	-63.6
	DFT-s-OFDM NR signal, SCS 60 kHz, 
24 RB

	NOTE: 
Wanted and interfering signal are placed adjacently around Fc.


< The end of TP >
