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1. Introduction
This contribution is a text proposal for TR 37.716-21-11 to create DC_18-42_n79.
2. Discussion
<Start of TP>
----- Unchanged sections omitted -----
5.1.X DC_18-42_n79
5.1.X.1
Operating bands for DC

Table 5.1.x.1-1: Band combinations EN-DC (three bands)

	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_18-42_n79
	CA_18-42
	n79
	No


5.1.X.2
Configurations for DC

Table 5.1.x.2-1: Inter-band EN-DC configurations (three bands)

	EN-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_18A-42A_n79A
	DC_18A_n79A
	CA_18A-42A
	n79

	DC_18A-42C_n79A
	DC_18A_n79A
	CA_18A-42C
	n79


5.1.X.3
Co-existence studies
Based on co-existence studies of Band 18 + Band n79 and Band 42 + Band n79 captured in TR 37.863-01-01, own Rx impact of the 3rd band is the followings..
· 2nd order IMD generated by dual uplink of Band 18 + Band n79 may also fall into own Rx of band 42. However, since Band 18 is only used in Japan and considering actual spectrum holdings, no IMD issue is expected.
· 2nd and 5th order IMD generated by dual uplink of Band 42 + Band n79 may also fall into own Rx of band 18.
5.1.X.4
∆TIB and ∆RIB values

The same ∆TIB and ∆RIB values of DC_19-42_n79 can be applied.
Table 5.1.X.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_18-42_n79
	18
	0.3

	
	42
	0.8

	
	n79
	0


Table 5.1.X.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_18-42_n79
	18
	0

	
	42
	0.5

	
	n79
	0


5.1.X.5
REFSENS requirements
Table 5.1X.5-1 lists the MSD required for the dual connectivity configuration.
Table 5.1.X.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC
Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_18-42_n79
	18
	822.5
	5
	25
	867.5
	TBD
	FDD
	IMD2

	
	42
	3557.5
	5
	25
	3557.5
	N/A
	TDD
	N/A

	
	n79
	4420
	40
	216
	4420
	N/A
	
	N/A


----- Unchanged sections omitted -----
<End of TP>
