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--- start of change 1 ---
4.2
Cell Re-selection

4.2.1
Introduction

The cell reselection procedure allows the UE to select a more suitable cell and camp on it.

When the UE is in either Camped Normally state or Camped on Any Cell state on a cell, the UE shall attempt to detect, synchronise, and monitor intra-frequency, inter-frequency and inter-RAT cells indicated by the serving cell. For intra-frequency and inter-frequency cells the serving cell may not provide explicit neighbour list but carrier frequency information and bandwidth information only. UE measurement activity is also controlled by measurement rules defined in TS 38.304, allowing the UE to limit its measurement activity.
In the requirements of Section 4.2 for the UE capable of CA, the applicable exceptions for side conditions are specified in Annex B, Section B.3.2.1, B.3.2.3, or B.3.2.5 for UE supporting CA in FR1, CA in FR2 and CA between FR1 and FR2, respectively.
--- end of change 1 ---
--- start of change 2 ---
9.1.1
Introduction

This clause contains general requirements on the UE regarding measurement reporting in RRC_CONNECTED state. The requirements are split in intra-frequency, inter-frequency, inter-RAT E-UTRAN FDD, and inter-RAT E-UTRAN TDD requirements. These measurements may be used by the NG-RAN. The measurement quantities are defined in TS38.215[4], the measurement model is defined in TS38.300[10], TS37.340[17] and measurement accuracies are specified in clause 10. Control of measurement reporting is specified in [16].

In the requirements of Section 9 for the UE capable of CA and the UE configured with at least one downlink SCell, the applicable exceptions for side conditions are specified in Annex B, Section B.3.2.2, B.3.2.4, or B.3.2.6 for UE configured with CA in FR1, CA in FR2 and CA between FR1 and FR2, respectively.
--- end of change 2 ---
--- start of change 3 ---
10.1.1
Introduction

Editor’s note: new measurement metrics may be added according to the RAN4 discussion. Absolute/relative accuracy requirement, mapping table of RSRP/RSRQ may be specified in this section. The numerology and BW combinations might be reflected in the accuracy requirement table.

In the requirements of Section 10.1 for the UE capable of CA and the UEs configured with at least one downlink SCell, the applicable exceptions for side conditions are specified in Annex B, Section B.3.2.2, B.3.2.4, or B.3.2.6 for UE configured with CA in FR1, CA in FR2 and CA between FR1 and FR2, respectively.
--- end of change 3 ---
