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------------------------------ Modified section ------------------------------

[bookmark: _Toc519175493]12	Conformance testing aspects
[bookmark: _Toc523485460]12.1	General
12.2	Measurement uncertainty for Tx directional requirements
12.3	Measurement uncertainty for Rx directional requirements
12.4	Measurement uncertainty for in-band TRP requirements
12.5	Measurement uncertainty for out-of-band TRP requirements
12.6	Measurement uncertainty for co-location requirements
[bookmark: _Toc519166572][bookmark: _Toc523485812]12.6.1  General 
Conformance to co-location requirements is shown using co-location proximity method which is described in 3GPP TS 38.141-2, subclause 4.12 [18]. In rel-15 co-location requirements have been defined only for FR1.
12.6.2  OTA transmitter OFF power
General aspects, procedures for calibration and measurements and measurement uncertainty evaluation are identical to the ones described in 3GPP TR 37.843, subclause 10.6.2 [9].
12.6.3  OTA co-location spurious emissions
General aspects, procedures for calibration and measurements and measurement uncertainty evaluation are identical to the ones described in 3GPP TR 37.843, subclause 10.6.3 [9].
12.6.4  OTA transmitter intermodulation
General aspects, procedures for calibration and measurements and measurement uncertainty evaluation are identical to the ones described in 3GPP TR 37.843, subclause 10.6.4 [9].
12.6.5  OTA co-location blocking
[bookmark: _GoBack]General aspects, procedures for calibration and measurements and measurement uncertainty evaluation are identical to the ones described in 3GPP TR 37.843, subclause 10.6.5 [9].

12.7	Measurement uncertainty for out-of-band blocking requirements
12.8	TRP measurement
12.9	Measurement uncertainty for demodulation performance
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