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1 Introduction
A-MPR values for n28 were discussed. There was not enough time to discuss, then A-MPR was set to higher values among proposed values from several companies to be on the safe side with square bracket. This paper focuses on the revision for A-MPR on NS_17.
2 Discussion
2.1 Comparison with LTE A-MPR
NR A-MPR for NS_17 is [1] dB, on the other hand, LTE A-MPR for NS_17 is N/A as shown in the below tables. 
Observation 1: A-MPR of LTE A-MPR for NS 17 is 0 dB.
Proposal 1: A-MPR on NS_17 for n28 should be N/A as same with LTE.
Table 6.2.3-1: Additional maximum power reduction (A-MPR) in TS 38.101
	Network Signalling label
	Requirements (subclause)
	NR Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)
	Value of additionalSpectrumEmission

	NS_01
	
	
	
	
	N/A
	1

	NS_03
	6.5.2.3.3
	n2, n25, n66, 
	
	
	Table 6.2.3.7-1
	3

	
	
	n70
	
	
	
	

	NS_03U
	6.5.2.3.3, 6.5.2.4.2
	n2, n25, n66
	
	
	FFS
	

	NS_04
	6.5.2.3.1
	n41
	10, 15, 20, 40, 50, 60 80, 100
	
	Subclause 6.2.3.2
	4

	NS_05
	6.5.3.3.4
	n1, n84
	5, 10, 15, 205
	
	Subclause 6.2.3.4


	

	NS_05U
	6.5.3.3.4, 6.5.2.4.2
	n1, n84
	5, 10, 15, 20
	
	FFS
	

	NS_06
	6.5.2.3.4
	n12
	5, 10, 15
	5.3.5
	N/A
	2

	NS_08
	6.5.3.3.5
	n8, n81
	5, 10, 15
	
	Subclause 6.2.3.6
	NS_08

	NS_08U
	6.5.3.3.5, 6.5.2.4.2
	n8, n81
	5, 10, 15
	
	FFS
	NS_08U

	NS_10
	
	n20, n82
	15, 20
	Table 6.2.3.3-1
	Table 6.2.3.3-1
	NS_xx

	NS_17
	6.5.3.3.2
	n28, n83
	5,10
	Table 5.3.2-1
	[1]3,4
	

	NS_18
	6.5.3.3.3
	n28, n83
	5
	≥ 2
	≤ 24
	

	
	
	
	10, 15, 20
	≥ 1
	≤ 54
	

	NS_35
	6.5.2.3.1
	n71
	5, 10, 15, 20
	Table 5.3.2-1
	N/A
	2

	NS_37
	6.5.3.3.6
	n74(NOTE6)
	10, 15
	Table 6.2.3.8-1
	Table 6.2.3.8-1
	1

	NS_38
	6.5.3.3.7
	n74
	5, 10, 15, 20
	Table 6.2.3.9-1
	Table 6.2.3.9-1
	2

	NS_39
	6.5.3.3.8
	n74
	10, 15, 20
	Table 6.2.3.10-1
	Table 6.2.3.10-1
	3

	NS_40
	6.5.2.3.7
	n51
	5
	
	Table 6.2.3.5-1
	

	NS_41
	6.5.2.3.6
	n50
	5, 10, 15, 20, 40, 50, 60
	
	Table 6.2.3.11-1
	

	NS_42
	6.5.2.3.7
	n50
	5, 10, 15, 20, 40, 50, 60
	
	Table 6.2.3.12-1
	

	NS_100
	6.5.2.4.2
	n1, n2, n3, n5, n8, n20, n25, n66, n80, n81, n82, n84,

NOTE 1
	
	
	Table 6.2.3-2
	

	NOTE 1:
This NS can be signalled for NR bands that have UTRA services deployed

NOTE 2:
The total maximum output power reduction for NS_17 and NS_18 is obtained by taking the maximum value of MPR + A-MPR specified in Table 6.2.3-1 and Table 6.2.4-1 in TS 36.101 and A-MPR specified in Table 6.2.3-1.

NOTE 3:
The A-MPR is 0dB for inner RB allocations for DFT-s-OFDM PI/2 BPSK and QPSK.

NOTE 4:
The A-MPR for CP-OFDM shall also add the corresponding MPR specified in Table 6.2.2-1.

NOTE 5:
No A-MPR is applied for 5MHz CBW where the lower channel edge is ≥1930MHz,10MHz CBW where the lower channel edge is ≥1950MHz and 15MHz CBW where the lower channel edge is ≥1955MHz.

NOTE 6:
Applicable when the NR carrier is within 1447.9 – 1462.9 MHz


Table 6.2.4-1: Additional Maximum Power Reduction (A-MPR) in TS 36.101
	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_01
	6.6.2.1.1
	Table 5.5-1
	1.4, 3, 5, 10, 15, 20
	Table 5.6-1
	N/A

	NS_03
	6.6.2.2.1
	2, 4,10, 23, 25, 35, 36, 66, 70
	3
	>5 
	≤ 1

	
	
	
	5
	>6
	≤ 1

	
	
	
	10
	>6
	≤ 1

	
	
	
	15
	>8
	≤ 1

	
	
	
	20
	>10
	≤ 1

	NS_04
	6.6.2.2.2, 6.6.3.3.19
	41
	5, 10, 15, 20
	Table 6.2.4-4, Table 6.2.4-4a

	NS_05
	6.6.3.3.1
	1
	10,15,20
	≥ 50 (NOTE1)
	≤ 1 (NOTE1)

	
	
	
	15, 20
	Table 6.2.4-18 (NOTE2)

	
	
	65 (NOTE 3)
	10,15,20
	≥ 50
	≤ 1 (NOTE 1)

	
	
	
	15,20
	Table 6.2.4-18 (NOTE 2)

	NS_06
	6.6.2.2.3
	12, 13, 14, 17
	1.4, 3, 5, 10
	Table 5.6-1
	N/A

	
	
	85
	5, 10
	Table 5.6-1
	N/A

	NS_07
	6.6.2.2.3

6.6.3.3.2
	13
	10
	Table 6.2.4-2

	NS_08
	6.6.3.3.3
	19
	10, 15
	> 44
	≤ 3

	NS_09
	6.6.3.3.4
	21
	10, 15
	> 40
	≤ 1

	
	
	
	
	> 55
	≤ 2

	
	
	74 (NOTE 6)
	10, 15
	> 40
	≤ 1

	
	
	
	
	> 55
	≤ 2

	NS_10
	
	20
	15, 20
	Table 6.2.4-3

	NS_11
	6.6.2.2.1 6.6.3.3.13
	23
	1.4, 3, 5, 10, 15, 20
	Table 6.2.4-5

	NS_12
	6.6.3.3.5
	26
	1.4, 3, 5, 10, 15
	Table 6.2.4-6

	NS_13
	6.6.3.3.6
	26
	5
	Table 6.2.4-7

	NS_14
	6.6.3.3.7
	26
	10, 15
	Table 6.2.4-8

	NS_15
	6.6.3.3.8
	26
	1.4, 3, 5, 10, 15
	Table 6.2.4-9

Table 6.2.4-10

	NS_16
	6.6.3.3.9
	27
	3, 5, 10
	Table 6.2.4-11, Table 6.2.4-12, Table 6.2.4-13

	NS_17
	6.6.3.3.10
	28
	5, 10
	Table 5.6-1
	N/A

	NS_18
	6.6.3.3.11
	28
	5
	≥ 2
	≤ 1

	
	
	
	10, 15, 20
	≥ 1
	≤ 4


3 Conclusion
We summarize our proposals:

Observation 1: A-MPR of LTE A-MPR for NS 17 is 0 dB.
Proposal 1: A-MPR on NS_17 for n28 should be N/A as same with LTE.
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