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1. Introduction

The latest basket WI for Rel.16 Dual Connectivity (EN-DC) of 1 LTE band (1DL/1UL) and 1 NR band (1DL/1UL) including the support of DC_7_n77, DC_7-7_n77 combinations was approved during RAN#81[1]. In this text proposal, we provide the UE requirements for DC_7_n77, DC_7-7_n77 including the coexistence studies, and delta T, delta R. The MSD is required for this combination, 
2. References

[1]
RP-181885,
“Revised WID: Dual Connectivity (EN-DC) of 1 LTE band (1DL/1UL) and 1 NR band (1DL/1UL)” 
NTT DOCOMO, INC., RAN#81
3. Text proposal to 37.716-11-11
6.1.x
DC_7_n77, DC_7-7_n77
6.1.x.1
Operating bands for DC

Table 6.1.x.1-1: DC band combination of 1 LTE band + 1 NR band

	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_7_n773
	7
	n77
	No

	DC_7-7_n773
	CA_7-7
	n77
	No

	NOTE 3:
Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability


6.1.x.2
Configuration for DC
Table 6.1.x.2-1:  Inter-band EN-DC configurations of 1 LTE band + 1 NR band
	EN-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_7A_n77A
	DC_7A_n77A
	7A
	n77A

	DC_7A-7A_n77A
	DC_7A_n77A
	CA_7A-7A
	n77A


6.1.x.3
Maximum output power for DC
Table 6.1.x.3-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
	DC configuration
	Power class 3

(dBm)
	Tolerance

(dB)

	DC_7A_n77A
	23
	+2/-3


6.1.x.4
Spurious emission band UE co-existence for DC

Table 6.1.x.4-1: Spurious emissions for inter-band EN-DC of 1 LTE band + 1 NR band
	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_7A_n77A
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 11, 18, 19, 20, 21, 26, 27, 28, 31, 32, 33, 34, 40, 50, 51, 65, 66, 67, 68, 72, 74, 75, 76
NR Band n1, n2, n3, n5, n7, n8, n20, n28, n34, n40, n51, n66, n75, n76
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2570 
	-
	2575
	+1.6
	5
	5, 6, 7

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	5, 6, 7

	
	Frequency range
	2595
	-
	2620
	-40
	1
	5, 6

	
	Frequency range
	3800 
	-
	3805
	+1.6
	5
	5, 7, 8

	
	Frequency range
	3805
	-
	3825
	-15.5
	5
	5, 7, 8

	
	Frequency range
	3825
	-
	3850
	-40
	1
	5, 8

	
	Frequency range
	3850
	-
	4200
	-50
	1
	

	NOTE 5:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.
NOTE 6:
This requirement is applicable for any channel bandwidths within the range 2500 - 2570 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2552 - 2560 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.
NOTE 7:
For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.

NOTE 8:
This requirement is applicable for any channel bandwidths within the range 3300 - 3800 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range TBD – 3792.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range TBD - 3790 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to TBD RB.


6.1.x.5
MSD analysis for DC
For 2UL/2DL UE coexistence study 2nd, 3rd, 4th and 5th order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 6.1.x.5-1
Table 6.1.x.5-1: Harmonic and IMD analysis
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	2500
	2570
	3300
	4200

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz)
	5000
	5140
	6600
	8400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	7500
	7710
	9900
	12600

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	10000
	10280
	13200
	16800

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	12500
	12850
	16500
	21000

	Two tone 2nd order IMD products
	fy_low – fx_high
	fy_high – fx_low
	fx_low + fy_low
	fx_high + fy_high

	IMD frequency limits (MHz)
	730
	1700
	5800
	6770

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	2*fy_low – fx_high
	2*fy_high – fx_low

	IMD frequency limits (MHz)
	800
	1840
	4030
	5900

	Two-tone 3rd order IMD products
	2*fx_low + fy_low
	2*fx_high + fy_high
	2*fy_low + fx_low
	2*fy_high + fx_high

	IMD frequency limits (MHz)
	8300
	9340
	9100
	10970

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	3*fy_low – fx_high
	3*fy_high – fx_low

	IMD frequency limits (MHz)
	3300
	4410
	7330
	10100

	Two-tone 4th order IMD products
	3*fx_low + fy_low
	3*fx_high + fy_high
	3*fy_low + fx_low
	3*fy_high + fx_high

	IMD frequency limits (MHz)
	10800
	11910
	12400
	15170

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	2*fx_low + 2*fy_low
	2*fx_high + 2*fy_high

	IMD frequency limits (MHz)
	3400
	1460
	11600
	13540

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high| 
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14300
	10630
	6980
	5800

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	15700
	19370
	13300
	14480

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	7600
	4760
	1110
	900

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	14900
	17740
	14100
	16110


Based on the table 6.1.x.5-1;

- The 4th IMD may fall into the own received band n7 and n77. However, the NR TDD band does not have any impact from dual uplink transmission since there was no simultaneous Tx/Rx transmission in the n77 NR band. But the MSD for IMD4 impacts on Band 7 is needed.

- The 2nd, 3rd, 4th and 5th order harmonic and 2nd, 3rd, 4th and 5th IMD products may also fall into Rx frequencies of bands 1-28, 30, 32-52, 65-70, 74-76, 85, n77-n79

Tables below list the MSD required for the dual connectivity configuration due to IMD4.
Table 6.1.x.5-2: Reference sensitivity exceptions due to dual uplink operation for EN-DC in NR FR1 (two bands)

	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC
Configuration
	EUTRA or NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order
	Single UL allowed

	DC_7A_n77A
	7
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	IMD4
	No

	
	n77
	TBD
	TBD
	TBD
	TBD
	N/A
	TDD
	N/A
	No


6.1.x.6
∆TIB and ∆RIB values
For DC_7_n77, DC_7-7_n77, the (TIB,c and (RIB,c values are given in the tables below.

Table 6.1.x.6-1: ΔTIB,c

	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_7_n77, DC_7-7_n77
	7
	0.5

	
	n77
	0.8


Table 6.1.x.6-2: ΔRIB,c

	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_7_n77, DC_7-7_n77
	7
	0

	
	n77
	0.5


<End of Text Proposal>
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