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6.6.4.5	Test requirements
[bookmark: _Toc518665418]6.6.4.5.1	General
Conformance may be shown to either the measure and sum test requirement or the per TAB connector test requirement.
1)	The spurious emission test requirements for an AAS BS when using the measure and sum alternative are that for each TAB connector TX cell group and each applicable basic limit as specified in this subclause, the power summation of emissions at the TAB connectors of the TAB connector TX cell group shall not exceed a limit specified as the basic limit + 10log10(NTXU,countedpercell) basic limit + X, where X = 10log10(NTXU,countedpercell) , unless stated differently in regional regulation.
2)	The spurious emission test requirements for an AAS BS when using the per TAB connector alternative are that for each TAB connector TX cell group and each applicable basic limit as specified in this subclause, the emissions at each of the TAB connectors of the TAB connector TX cell group shall not exceed a limit specified as the basic limit + 10log10(NTXU,countedpercell) X - 10log(n) where n is the number of TAB connectors in the TAB connector TX cell group and X = 10log10(NTXU,countedpercell) , unless stated differently in regional regulation.
The appropriate table for the basic limit is based on the same power level (PRated,c,sys) as used for the AAS BS rated power limits for BS classes in table 6.2.2.1-1 the same method of scaling the power level using NTXU,counted is used.
*********************End of change*****************

*********************Next changed section*****************
6.6.5.5	Test requirements
[bookmark: _Toc518665428]6.6.5.5.1	General
Conformance may be shown to either the measure and sum test requirement or the per TAB connector test requirement.
1)	The spurious emission test requirements for an AAS BS when using the measure and sum alternative are that for each TAB connector TX cell group and each applicable basic limit as specified in this subclause, the power summation of emissions at the TAB connectors of the TAB connector TX cell group shall not exceed a limit specified as the basic limit + 10log10(NTXU,countedpercell) basic limit + X, where X = 10log10(NTXU,countedpercell) , unless stated differently in regional regulation.
2)	The spurious emission test requirements for an AAS BS when using the per TAB connector alternative are that for each TAB connector TX cell group and each applicable basic limit as specified in this subclause, the emissions at each of the TAB connectors of the TAB connector TX cell group shall not exceed a limit specified as the basic limit + 10log10(NTXU,countedpercell) X - 10log(n) where n is the number of TAB connectors in the TAB connector TX cell group and X = 10log10(NTXU,countedpercell) , unless stated differently in regional regulation.
The appropriate table for the basic limit is based on the same power level (PRated,c,sys) as used for the AAS BS rated power limits for BS classes in table 6.2.2.1-1 the same method of scaling the power level using NTXU,counted is used.
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
[bookmark: _Toc518665429]*********************End of change*****************

*********************Next changed section*****************
[bookmark: _Toc518665440]6.6.6.5	Test requirements
[bookmark: _Toc518665441]6.6.6.5.1	General
Conformance may be shown to either the measure and sum test requirement or the per TAB connector test requirement:
1)	The spurious emission test requirements for an AAS BS when using the measure and sum alternative are that for each TAB connector TX cell group and each applicable basic limit as specified in this subclause, the power summation of emissions at the TAB connectors of the TAB connector TX cell group shall not exceed a limit specified as the basic limit + 10log10(NTXU,countedpercell) basic limit + X, where X = 10log10(NTXU,countedpercell) , unless stated differently in regional regulation.
2)	The spurious emission test requirements for an AAS BS when using the per TAB connector alternative are that for each TAB connector TX cell group and each applicable basic limit as specified in this subclause, the emissions at each of the TAB connectors of the TAB connector TX cell group shall not exceed a limit specified as the basic limit + 10log10(NTXU,countedpercell) X - 10log(n) where n is the number of TAB connectors in the TAB connector TX cell group and X = 10log10(NTXU,countedpercell) , unless stated differently in regional regulation.
The appropriate table for the basic limit is based on the same power level (PRated,c,sys) as used for the AAS BS rated power limits for BS classes in table 6.2.2.1-1 the same method of scaling the power level using NTXU,counted is used.
[bookmark: _Toc518665442]*********************End of change*****************

*********************Next changed section*****************
[bookmark: _Toc518665543]7.6.5	Test Requirements
[bookmark: _Toc518665544]7.6.5.1	General
Conformance may be shown to either the measure and sum test requirement or the per TAB connector test requirement.
1)	The spurious emission test requirements for an AAS BS when using the measure and sum alternative are that for each TAB connector RX cell group and each applicable basic limit as specified in subclause 7.6.5.2, the power summation of emissions at the TAB connectors of the TAB connector RX cell group shall not exceed a limit specified as the basic limit + 10log10(NRXU,countedpercell) basic limit + X, where X = 10log10(NTXU,countedpercell) , unless stated differently in regional regulation.
2)	The spurious emission test requirements for an AAS BS when using the per TAB connector alternative are that for each TAB connector RX cell group and each applicable basic limit as specified in subclause 7.6.5.2, the emissions at each of the TAB connectors of the TAB connector RX cell group shall not exceed a limit specified as the basic limit + 10log10(NRXU,countedpercell) X - 10log(n) where n is the number of TAB connectors in the TAB connector RX cell group and X = 10log10(NTXU,countedpercell) , unless stated differently in regional regulation.
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