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Next Modified Subclause
9.2.5.2
Measurement period
Editor’s Note : The requirements below have been derived so far assuming no configured Scell or E-UTRA SCell. The requirements when one or more SCells or E-UTRA SCells are configured is for further study. The requirements below have been derived without considering gap sharing when all SMTC occasion are fully overlapping with measurement gaps.

The measurement period for intrafrequency measurements without gaps is as shown in table 9.2.5.2-1, 9.2.5.2-2, 9.2.5.2-3 (deactivated SCell) or 9.2.5.2-4(deactivated SCell).

Table 9.2.5.2-1: Measurement period for intrafrequency measurements without gaps(Frequency FR1)
	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	max[ 200ms, ceil( 5 x Kp) x SMTC period ]Note 1

	DRX cycle≤ 320ms
	max[ 200ms, ceil(1.5x 5 x Kp) x max(SMTC period,DRX cycle) ] 

	DRX cycle>320ms
	ceil( 5 x Kp ) x DRX cycle

	NOTE 1:
If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified


Table 9.2.5.2-2: Measurement period for intrafrequency measurements without gaps(Frequency FR2)
	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	max[ 400ms, ceil(Mmeas_period_w/o_gaps x Kp x KRLM) x SMTC period ]Note 1, Note 2

	DRX cycle≤ 320ms
	max[ 400ms, ceil(1.5x Mmeas_period_w/o_gaps x Kp x KRLM) x max(SMTC period,DRX cycle) ] Note 1

	DRX cycle>320ms
	ceil(Mmeas_period_w/o_gaps xKp x KRLM ) x DRX cycleNote 2

	NOTE 1:
If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified
NOTE 2:
UE is assumed to measure using sufficient Rx beam directions to cover full spherical coverage at least once per T SSB_measurement_period_intra


Table 9.2.5.2-3: Measurement period for intrafrequency measurements without gaps (deactivated SCell) (Frequency range FR1)
	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	[5] x measCycleSCell

	DRX cycle≤ 320ms
	[5] x max(measCycleSCell, 1.5xDRX cycle)

	DRX cycle> 320ms
	[5] x max(measCycleSCell, DRX cycle)


Table 9.2.5.2-4: Measurement period for intrafrequency measurements without gaps (deactivated SCell) (Frequency range FR2)
	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	Mmeas_period with_gaps x measCycleSCell

	DRX cycle≤ 320ms
	 Mmeas_period with_gaps x max(measCycleSCell, 1.5xDRX cycle)

	DRX cycle> 320ms
	Mmeas_period with_gaps x max(measCycleSCell, DRX cycle)
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