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[bookmark: _Hlk525768540]<Start of Changes>
[bookmark: _Toc518912823]6.2B.3	UE additional maximum output power reduction for EN-DC
[bookmark: _Toc518912824]6.2B.3.1	Intra-band contiguous EN-DC
6.2B.3.1.0	General
For EN-DC band combinations with additional requirements the A-MPR allowed are specified in Table 6.2B.3.1-1 for combinations of network signalling values indicated in E-UTRA and NR cell group(s). Unless otherwise stated the A-MPR allowed below is in addition to the MPR requirements specified in sub-clause 6.2B.2.
Table 6.2B.3.1-1: Allowed power reduction for EN-DC
	DC configuration
	Requirement (sub-clause)
	E-UTRA network signalling value
	NR network signalling value
	A-MPR
(subclause)

	DC_(n)71B
	6.5B.2.1.2.1
	NS_35
	NS_35
	6.2B.3.1.1

	DC_(n)41AA1
	6.5B.2.1.2.2
	NS_043
	NS_043
	6.2B.3.1.2

	NOTE 1:	Only applies to UEs that support dual UL transmission for this EN-DC combination.
NOTE 2:	The network signalling value for NR is mapped to configured FBI and AdditionalSpecrumEmission values as specified in [4].
NOTE 3: 	NS applies for EN-DC if signalled in E-UTRA, NR or both


<Unchanged sections omitted>
[bookmark: _Toc518912829]6.2B.3.2	Intra-band non-contiguous EN-DC
6.2B.3.2.0	General
For intra-band EN-DC band combinations with additional requirements the A-MPR allowed are specified in Table 6.2B.3.1-1 for combinations of network signalling values indicated in E-UTRA and NR cell group(s). Unless otherwise stated the A-MPR allowed below is in addition to the MPR requirements specified in sub-clause 6.2B.2.
Table 6.2B.3.2.0-1: Allowed power reduction for EN-DC
	DC configuration
	Requirement (sub-clause)
	E-UTRA network signalling value
	NR network signalling value
	A-MPR (subclause)

	DC_41A_n411
	6.6.3.3.19 and 6.6.2.2.2 of [4] and 6.5.2.3.2 and 6.5.3.3.1 of [2]
	NS_042
	NS_042
	6.2B.3.2.2

	NOTE 1:	Only applies to UEs that support dual UL transmission for this EN-DC combination.
NOTE 2: 	NS applies for EN-DC if signalled in E-UTRA, NR or both


<End of Changes>

