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	Reason for change:
	In the current TS 37.145-2 there are occurances of terms such as “single RAT UTRA AAS BS” or “as “single RAT E-UTRA AAS BS”. Such overloaded acronym-based terms for the BS product description have limited readability. 
Referring to TS 37.105, the following definition were introduced: 
· single RAT UTRA operation
· single RAT E-UTRA operation
· MSR operation
The above definitions actually addressing the above referred terms in much more readable way. 
This Cat. F CR, already defined AAS terms for the single RAT operation (UTRA, E-UTRA) of the AAS BS are implemented. 

	
	

	Summary of change:
	· 3.1: introduction of single RAT UTRA operation and single RAT E-UTRA operation defintions (reuse from TS 37.105)
· 6.2.2 (EIRP): text modification to implement the defined terms for UTRA, E-UTRA and MSR minimum requirements
· 7.2.2 (EIS): wording alignment with EIRP requirement
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	Terminology misalignment among AAS BS specifications; acronym-based terms with limited readability would exits in the spec. 
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------------------------------ Modified section ------------------------------
[bookmark: _Toc525595227]3.1	Definitions
------------------------------ Unchanged part omitted ------------------------------
sensitivity RoAoA: RoAoA within which the declared EIS(s) of an OSDD is intended to be achieved at any instance of time for a specific AAS BS direction setting
single RAT E-UTRA operation: operation of AAS BS declared to be single RAT E-UTRA in the operating band 
NOTE: 	Single RAT E-UTRA operation does not cover in-band NB-IoT, nor guardband NB-IoT operation.
single RAT UTRA operation: operation of AAS BS declared to be single RAT UTRA in the operating band
sub-block: one contiguous allocated block of spectrum for use by the same Base Station
NOTE	There may be multiple instances of sub-blocks within an Base Station RF Bandwidth.
sub-block gap: frequency gap between two consecutive sub-blocks within an Base Station RF Bandwidth, where the RF requirements in the gap are based on co-existence for un-coordinated operation
TAB connector: transceiver array boundary connector
throughput: number of payload bits successfully received per second for a reference measurement channel in a specified reference condition
[bookmark: _Hlk498084637]total radiated power: is the total power radiated by the antenna.
	NOTE 1:	The total radiated power is the power radiating in all direction for two orthogonal polarizations.
	NOTE 2:	total radiated power is defined in both the near-field region and the far-field region.
transceiver array boundary: conducted interface between the transceiver unit array and the composite antenna
transmission bandwidth: bandwidth of an instantaneous E-UTRA transmission from a UE or BS, measured in Resource Block units
uplink operating band: part of the (FDD) operating band designated for uplink
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595324]6.2.2	Minimum Requirement
For MSR AAS BS in MSR operation the minimum requirement is in 3GPP TS 37.105 [6], subclause 9.2.2.
For single RAT UTRA AAS BS in single RAT UTRA operation the minimum requirement is in 3GPP TS 37.105 [6], subclause 9.2.3.
For single RAT E-UTRA AAS BS in single RAT E-UTRA operation the minimum requirement is in 3GPP TS 37.105 [6], subclause 9.2.4.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc525595583]7.2.2	Minimum Requirement
For AAS BS in The minimum requirement for single RAT UTRA operation the minimum requirement is in 3GPP TS 37.105 [6], subclause 10.2.3.
For AAS BS in The minimum requirement for single RAT E-UTRA operation the minimum requirement is in 3GPP TS 37.105 [6], subclause 10.2.4.
------------------------------ End of modified section ------------------------------

