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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document is a technical report on LTE inter-band CA for 2 bands DL with 2 bands UL under Rel-16 time frame. The purpose is to gather the relevant background information and studies in order to address 2 bands DL/2 band UL Inter-band Carrier Aggregation requirements for the Rel-16 band combinations in Table 1-1 and 1-2.
Table 1-1: Release 16 2 bands DL/2 bands UL inter-band carrier aggregation combinations
	CA combination
	REL independent from

	CA_3A-11A
	Rel-11


This TR contains a band specific combination part. The actual requirements are added to the corresponding technical specifications.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]

RP-181356, “New WID on Rel-16 LTE inter-band Carrier Aggregation for 2 bands DL with 2 band UL”, RAN#80.
3
Definitions, symbols and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
4
Background
The present document is a technical report for 2 bands DL/2 bands UL Inter-band Carrier Aggregation under Rel-16 timeframe. The document covers each band combination specific issues (i.e. one sub-clause defined per band combination)

4.1
TR Maintenance
A single company is responsible for introducing all approved TPs in the current TR, i.e. TR editor. However, it is the responsibility of the contact person of each band combination to ensure that the TPs related to the band combination have been implemented.
5
2 Bands Carrier Aggregation with 2 Bands UL: Specific Band Combination Part

5.1
CA_3-11
5.1.1
Channel bandwidths per operating band for CA
Table 5.1.1-1: Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_3-11
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	11
	1427.9 MHz
	–
	1447.9 MHz
	1475.9 MHz
	–
	1495.9 MHz
	TDD


Table 5.1.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_3A-11A
	3A-11A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	11
	
	
	Yes
	Yes
	
	
	
	


5.1.2
Co-existence studies
There is no own Rx impact of the 3rd band for this configuration..
Table 5.1.2-1 shows the requirements for the specified carrier aggregation configurations CA_3A-11A for coexistence with protected bands.
Table 5.1.2-1: Requirements for uplink inter-band carrier aggregation CA_3-11

	E-UTRA CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_3-11
	E-UTRA Band 1, 18, 19, 28, 34, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band 3
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 42
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	945
	-
	960
	-50
	1
	 

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	4

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. In case the exceptions are allowed due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3 or 4 for the 2nd, 3rd or 4th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 3:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth.
NOTE 4:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.


5.1.3
∆TIB and ∆RIB values
For 2UL CA_3-11, the same requirements on values for ∆TIB,c and ∆RIB,c  of 1UL CA_3-11 can be applied. Therefore, for two simultaneous UL, the (TIB,c and (RIB,c values are shown in table 5.1.3-1 and in table 5.1.3-2.
Table 5.1.3-1: IB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB] 



	CA_3-11
	3
	0.8

	
	11
	0.9


Table 5.1.3-2: R IB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB] 



	CA_3-11
	3
	0.3

	
	11
	0.5


5.1.4
REFSENS requirements
No REFSENS requirements are expected for this configuration.
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