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<<< Start of changed sections>>>
9.1.22.15
MSG3-based Measurement Report Mapping for UE Category NB1

Table 9.1.22.15-1: Downlink channel quality measurement report mapping of CQI-NPDCCH-NB when the DL channel quality reporting is supported [7]

	Reported value
	NPDCCH repetition level

	noMeasurement
	No measurement reporting

	candidateRep-A
	1

	candidateRep-B
	2

	candidateRep-C
	4

	candidateRep-D
	8

	candidateRep-E
	16

	candidateRep-F
	32

	candidateRep-G
	64

	candidateRep-H
	128

	candidateRep-I
	256

	candidateRep-J
	512

	candidateRep-K
	1024

	candidateRep-L
	2048


Table 9.1.22.15-2: Downlink channel quality measurement report mapping of CQI-NPDCCH-Short-NB when the DL channel quality reporting is supported [7]
	Reported value
	NPDCCH repetition level

	noMeasurements
	No measurement reporting

	candidateRep-1
	Rmax/[8] (NOTE 1)

	candidateRep-2
	Rmax (NOTE 2)

	candidateRep-3
	[4]×Rmax (NOTE 3)

	NOTE 1:
When Rmax is less than 8, set candidateRep-1 to 1.
NOTE 2:   When Rmax is 1, set candidateRep-2 to 2.
NOTE 3:
When Rmax is more than than 512, set candidateRep-3 to 2048.


<<< End of changed sections>>>


