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<Start of changed request>
6.7.4
MSD
Table 6.7.4-1 lists the MSD required for the dual connectivity configuration.
Table 6.7.4-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC
Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_5A-7A_n78A
	5
	844
	5
	25
	889
	8.3
	FDD
	IMD4
|fB78-3*fB5|

	
	7
	2550
	5
	25
	2670
	N/A
	FDD
	N/A

	
	n78
	3421
	10
	52
	3421
	N/A
	TDD
	N/A

	DC_5A-7A_n78A
	5
	844
	5
	25
	889
	N/A 
	FDD
	N/A 

	
	7
	2525
	5
	25
	2645
	30.1
	FDD
	IMD2

|fB78-fB5|

	
	n78
	3489
	10
	52
	3489
	N/A 
	TDD
	N/A 

	DC_5A-7A_n78A
	5
	834
	5
	25
	879
	30.2
	FDD
	IMD2
|fB78-fB7|

	
	7
	2550
	5
	25
	2670
	N/A
	FDD
	N/A

	
	n78
	3429
	10
	52
	3429
	N/A
	TDD
	N/A

	DC_5A-7A_n78A
	5
	830
	5
	25
	875
	3.3
	FDD
	IMD5
|2*fB78-3fB7|

	
	7
	2525
	5
	25
	2645
	N/A
	FDD
	N/A

	
	n78
	3350
	10
	52
	3350
	N/A
	TDD
	N/A


<End of changed request>
