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1
Introduction
In 3GPP TSG-RAN#81 meeting the revision of Rel-16 basket WID for 3 bands DL with 1 band UL inter-band CA was approved [1]. This contribution presents the text proposal ∆TIB, ∆RIB values [2] and REFSENS requirements per operating band of CA_7A-32A-46A, CA_7A-32A-46C, CA_7A-32A-46D and CA_7A-32A-46E. It is proposed to adopt this TP in TR 36.716-03-01.
2
Text proposal
< Start of change>
X
CA_7-32-46
X.1
Channel bandwidths per operating band for CA
Table X.1-1: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA: 7A-32A- 46A
	CA operating / channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_7A-32A-46A
	7
	
	
	
	Yes
	Yes
	Yes
	60
	0

	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	46
	
	
	
	
	
	Yes
	
	


Table X.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA: 7A-32A-46C
	CA operating / channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_7A-32A-46C
	7
	
	
	
	Yes
	Yes
	Yes
	80
	0

	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	46
	See CA_46C in Table 5.6A.1-1 of TS 36.101 Bandwidth Combination Set 0
	
	


Table X.1-3: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA: 7A-32A-46D
	CA operating / channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_7A-32A-46D
	7
	
	
	
	Yes
	Yes
	Yes
	100
	0

	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	46
	See CA_46D in Table 5.6A.1-1 of TS 36.101 Bandwidth Combination Set 0
	
	


Table X.1-4: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA: 7A-32A-46E
	CA operating / channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_7A-32A-46E
	7
	
	
	
	Yes
	Yes
	Yes
	120
	0

	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	46
	See CA_46E in Table 5.6A.1-1 of TS 36.101 Bandwidth Combination Set 0
	
	





	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	



X.2
∆TIB and ∆RIB values
Table X.2-1: ΔTIB,c due to CA (three bands)
	Inter-band CA Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	CA_7-32-46
	7
	0.7


Table X.2-2: ΔRIB,c due to CA (three bands)

	Inter-band CA Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	CA_7-32-46
	7
	0

	
	32
	0



X.3
REFSENS requirements
Table X.3: Reference sensitivity QPSK PREFSENS 

	Channel bandwidth

	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	7
	
	
	
	-95
	-93.2
	-92
	FDD

	32
	
	
	-100
	-97
	-95.2
	-94
	SDL

	46
	
	
	
	
	
	-90
	TDD





	
	

	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	










	
	

	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	










	
	

	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	








< End of change>
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