Page 1



3GPP TSG-WG4 Meeting #88bis 
R4-1814041
Chengdu, China, 8th – 12th October 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.133
	CR
	
	rev
	-
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Draft CR: BWP configuration for NR RRM test (section A.3.X)

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT-Perf
	
	Date:
	2018-10-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	To specify typical BWP configurations for RRM test cases in the common part of the TS 38.133.

	
	

	Summary of change:
	Specify typical BWP configurations for
· DL initial BWP

· DL dedicated BWP

· UL dedicated BWP

	
	

	Consequences if not approved:
	The test will not be correctly applicablle.

	
	

	Clauses affected:
	A.3.X

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS/TR 38.533

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<Start of Changes>
A.3.X
BWP configurations
A.3.X.1
Introduction
This section provides the typical BWP configurations used for RRM test cases defined in Annex A. For downlink BWP, both initial BWP and dedicated BWP configurations are specified in section A.3.X.2 and for uplink BWP, dedicated BWP configurations are specified in section A.3.X.3. To note that for other parameters not listed in this section, either it can be derived from the set up of each test or it is subjected to RAN5 specifications.
A.3.X.2
Downlink BWP configurations

A.3.X.2.1
Initial BWP

Table A.3.X.2.1-1: DLBWP.0: Downlink BWP pattern 0 for initial BWP configuration
	BWP Parameters
	Values

	BWP-id
	0

	RLM-RS
	SSB

	Frequency location
	Same as RF channel defined in each test

	Bandwidth
	Same as RF channel defined in each test

	cyclicPrefix
	Void


A.3.X.2.2
Dedicated BWP
Table A.3.X.2.1-1: DLBWP.1: Downlink BWP pattern 1 for dedicated BWP configuration with SSB
	BWP Parameters
	Values

	RLM-RS
	SSB

	Frequency location
	Same as RF channel defined for the serving cell in each test

	Bandwidth
	Same as RF channel defined for the serving cell in each test

	cyclicPrefix
	Void


Table A.3.X.2.1-1: DLBWP.2: Downlink BWP pattern 2 for dedicated BWP configuration without SSB
	BWP Parameters
	Values

	RLM-RS
	CSI-RS

	Frequency location
	Same as RF channel defined for the serving cell in each test

	Bandwidth
	Same as RF channel defined for the serving cell in each test

	cyclicPrefix
	Void


A.3.X.3
Uplink BWP configurations

A.3.X.3.1
Dedicated BWP
Table A.3.X.3.1-1: ULBWP.1: Uplink BWP pattern 1 for dedicated BWP configuration
	BWP Parameters
	Values

	Frequency location
	Same as RF channel defined for the serving cell in each test

	Bandwidth
	Same as RF channel defined for the serving cell in each test

	cyclicPrefix
	Void


<End of Changes>
