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--------------Start of text proposal-------------
[bookmark: _Toc511042209]4.2	Arrangements for establishing a communication link
The wanted RF input signal nominal frequency shall be selected by setting the NR Absolute Radio Frequency Channel Number (NR-ARFCN) to an appropriate number.
[bookmark: _GoBack]A communication link shall be set up with a suitable test system capable of evaluating the required performance criteria (here;after called "the test system") at the radio interface and telecommunication port/ports (the NG interface). The test system shall be located outside of the test environment.
When the EUT is required to be in the transmit/receive mode, the following conditions shall be met:
-	For the BS type 1-C and BS type 1-H testing, the EUT shall be commanded to operate at rated transmit power;
-	For the BS type 1-O and BS type 2-O testing, the EUT transmit power shall be configured as stated in subclause 8.1 for emission test and subclause 9.1 for immunity test accordingly;
-	Adequate measures shall be taken to avoid the effect of the unwanted signal on the measuring equipment;
-	The wanted input signal level shall be set to a level where the performance is not limited by the receiver noise floor or strong signal effects.
NOTE: 15 dB above the conducted reference sensitivity level has been used as an example of wanted input signal level in legacy 3GPP EMC specifications for establishing a communication link. 
For immunity tests subclause 4.3 shall apply and the conditions shall be as follows.
-------------End of text proposal-------------
