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1. Overall Description:

RAN2 discussed SFN offset provided by location server in OTDOA-ReferenceCellInfo, and agreed that when the network already knows SFN offset, the network may provide, in addition to the SFN offset counted in radio frames, also the frame boundary offset with 0.5ms level resolution, which otherwise would be obtained by the UE using autonomous gaps. Below field has been added in TS36.355:
nr-LTE-fineTiming-Offset-r15



INTEGER (0..19)

This field specifies the subframe boundary difference between the serving NR cell subframe #0 and the assistance data reference cell from the beginning of a radio frame #0 of the NR serving cell to the beginning of the closest subsequent radio frame #0 of the assistance data reference cell, value 0 corresponds to 0ms, value 1 corresponds to 0.5ms, 2 to 1ms and so on.The nr-LTE-fineTiming-Offset-r15 is optionally provided when nr-LTE-SFN-Offset is provided and shall not be provided when the nr-LTE-SFN-Offset is not present.
2. Actions:

To RAN4 group
ACTION: 

RAN2 respectfully requests RAN4 to take the above into account.
3. Date of Next TSG-RAN2 Meetings:

TSG-RAN2 Meeting#104


12th – 16th Nov 2018
Spokane, US
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25th Feb – 1st Mar 2019
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