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1 Introduction
In this contribution, we update the description of baseband UE feature “3-3: short measurement gap” in order to align with the latest agreement on measurement gap applicability from RAN4#88bis meeting.
2 Discussion
In RAN4#88 meeting, a baseband UE feature “3-3: short measurement gap” is introduced into RAN4 UE feature list and approved in RAN#81 plenary as follows [1]:
	#
	Feature group
	Components
	Prerequisite feature groups 
	Need for gNB to know whether the
feature is supported by the UE
(what happens if gNB does not know?)
	Consequences if the feature
 is not supported by the UE
	Type (See R4-17121 19)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	RAN5 implication
	Remarks
	Responsible WG
	Recommendation for TSG-RAN
	TSG-RAN decision

	3-3
	Short measurement gap
	1)Short measurement gaps (pattern#2 and #3) are supported in NR standalone operation for LTE measurement
	
	Yes
	UE does not support short measurement gap pattern#2 and #3 in NR standalone operation for LTE measurement


	Type 4
	No need
	No need
	
	Per UE capability
	RAN4
	Optional
	Optional


In RAN4#88bis meeting, the extension of measurement gap applicability was discussed, and it was agreed that in addition to gap pattern #2 and #3, the gap pattern #6, #7, #8, #10 with shorter MGL (3ms and 4ms) can also be optionally supported by UE. The agreement is provided as below, and the corresponding CRs are in [1] [2].
Agreement:
· The gap pattern #4, #6~#8 and #10 with MGRP of 20ms and 40ms can also be used when MO includes the LTE + NR measurement.
· For gap pattern with shorter MGL, the capability signaling designed for gap pattern #2 and #3 can be reused.
According to the approved CR, for both EN-DC and SA operation, the support of the gap patterns with short MGL (gap pattern #2, 3, 6, 7, 8, 10) for E-UTRAN measurement is optional and indicated by capability signaling. 

Hence, due to the extension of measurement gap pattern applicability agreed in last meeting, the description of UE feature: short measurement gap need to be updated. 
Proposal: It is proposed to update the description of UE feature 3-3: short measurement gap as follows:
	#
	Feature group
	Components
	Prerequisite feature groups 
	Need for gNB to know whether the
feature is supported by the UE
(what happens if gNB does not know?)
	Consequences if the feature
 is not supported by the UE
	Type (See R4-17121 19)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	RAN5 implication
	Remarks
	Responsible WG
	Recommendation for TSG-RAN
	TSG-RAN decision

	3-3
	Short measurement gap
	1) Measurement gap patterns with short MGL (gap pattern#2, 3, 6, 7, 8, 10) are supported  for E-UTRAN measurement
	
	Yes
	UE does not support measurement gap patterns with short MGL (gap pattern#2, 3, 6, 7, 8, 10) for E-UTRAN measurement 
	Type 4
	No need
	No need
	
	Per UE capability
	RAN4
	Optional
	Optional


3 Conclusion
In this contribution, according to the latest agreement on measurement gap applicability, we update the description of baseband UE feature “3-3: short measurement gap”. The proposal is:
Proposal: It is proposed to update the description of UE feature 3-3: short measurement gap as follows:

	#
	Feature group
	Components
	Prerequisite feature groups 
	Need for gNB to know whether the
feature is supported by the UE
(what happens if gNB does not know?)
	Consequences if the feature
 is not supported by the UE
	Type (See R4-17121 19)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	RAN5 implication
	Remarks
	Responsible WG
	Recommendation for TSG-RAN
	TSG-RAN decision

	3-3
	Short measurement gap
	1) Measurement gap patterns with short MGL (gap pattern#2, 3, 6, 7, 8, 10) are supported  for E-UTRAN measurement
	
	Yes
	UE does not support measurement gap patterns with short MGL (gap pattern#2, 3, 6, 7, 8, 10) for E-UTRAN measurement 
	Type 4
	No need
	No need
	
	Per UE capability
	RAN4
	Optional
	Optional
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