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[bookmark: _Toc454818050]<< Start of change 1>>
7.35	Interruptions with SFTD measurements
7.35.1	Introduction
This section contains the requirements for UE supporting E-UTRAN FDD – NR dual connectivity related to the interruptions on PCell and activated SCells in MCG if configured, when performing inter-RAT SFTD measurements on NR cells without measurement gaps when no NR PSCell is configured.The inter-RAT SFTD measurement can only be configured for E-UTRA - NR band combinations that are supported by the UE.
7.35.2	Requirements
The UE is allowed an interruption of up to 10 subframes on PCell and activated SCells if configured during Tmeasure_SFTD1 as specified in 8.1.2.4.25 due to intraband SFTD measurements on NR cells. This interruption is for both uplink and downlink of PCell and activated SCells if configured.
[bookmark: _GoBack]The UE is allowed an interruption on PCell and activated SCells if configured during Tmeasure_SFTD1 as specified in 8.1.2.4.25 due to interband SFTD measurements on NR cells with probability of missed ACK/NACK up to as specified in Table 7.35.2-1. Each interruption shall not exceed 1 subframe. More interruptions are expected when the serving cells and the target NR cell are within the band combination in which UE don’t support simultaneousRxTxInterBandENDC.
Each interruption shall not exceed 1 subframe.
<< End of change 1>>

<< Start of change 2>>
8.1.2.4.26	E-UTRAN TDD – NR SFTD Measurements
8.1.2.4.26.1	Introduction
This clause contains requirements for a UE supporting E-UTRAN TDD – NR dual connectivity and is applicable in RRC_CONNECTED state and conditioned on that no NR PSCell is configured. 

There is no requirement for the case when target NR cells is within the same band as any TDD E-UTRAN serving cells.
The requirements in clause 8.1.2.4.25 also apply for this section.

<< End of change 2>>



