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< start of changes >
<< Unchanged sections omitted >> 
[bookmark: _Toc526340245]5.5A.1	Configurations for intra-band contiguous CA
Table 5.5A.1-1: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA for fallback group 1
	E-UTRANR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Component carriers in order of increasing carrier frequency
	Aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	
	

	CA_n71B
	
	5
	20
	
	
	
	25
	0

	
	
	10
	15
	
	
	
	
	

	
	
	15
	10
	
	
	
	
	

	
	
	20
	5
	
	
	
	
	

	CA_n77C
CA_n78C
CA_n79C
	
	50
	60
	
	
	
	110
	0

	
	
	60
	60
	
	
	
	120
	

	
	
	50
	80
	
	
	
	130
	

	
	
	60
	80
	
	
	
	140
	

	
	
	50
	100
	
	
	
	150
	

	
	
	60
	100
	
	
	
	160
	

	
	
	80
	80
	
	
	
	
	

	
	
	80
	100
	
	
	
	180
	

	
	
	100
	100
	
	
	
	200
	

	CA_n77D, CA_n78D, CA_n79D
	
	50
	60
	100
	
	
	210
	0

	
	
	60
	60
	100
	
	
	220
	

	
	
	50
	80
	100
	
	
	230
	

	
	
	60
	80
	100
	
	
	240
	

	
	
	50
	100
	100
	
	
	250
	

	
	
	80
	80
	100
	
	
	260
	

	
	
	80
	90
	100
	
	
	270
	

	
	
	80
	100
	100
	
	
	280
	

	
	
	90
	100
	100
	
	
	290
	

	
	
	100
	100
	100
	
	
	300
	

	CA_n77E, CA_n78E, CA_n79E
	
	50
	60
	100
	100
	
	310
	0

	
	
	60
	60
	100
	100
	
	320
	

	
	
	50
	80
	100
	100
	
	330
	

	
	
	60
	80
	100
	100
	
	340
	

	
	
	50
	100
	100
	100
	
	350
	

	
	
	80
	80
	100
	100
	
	360
	

	
	
	80
	90
	100
	100
	
	370
	

	
	
	80
	100
	100
	100
	
	380
	

	
	
	90
	100
	100
	100
	
	390
	

	
	
	100
	100
	100
	100
	
	400
	



Table 5.5A.1-2: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA for fallback group 2
	
	
	E-UTRANR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Component carriers in order of increasing carrier frequency
	aggregated Aggregated 
bandwidth (MHz)])
	Bandwidth combination set

	
	
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for the other carrier(s) (MHz)
	
	

	CA_n77F, CA_n78F, CA_n79F
	
	40
	20
	
	60
	0

	
	
	50
	20
	
	70
	

	
	
	40
	40
	
	80
	

	
	
	40
	50
	
	90
	

	
	
	50
	50
	
	100
	

	CA_n77G, CA_n78G, CA_n79G
	
	40
	20
	50
	110
	0

	
	
	50
	20
	50
	120
	

	
	
	40
	40
	50
	130
	

	
	
	40
	50
	50
	140
	

	
	
	50
	50
	50
	150
	

	CA_n77H, CA_n78H, CA_n79H
	
	40
	20
	50x2
	160
	0

	
	
	50
	20
	50x2
	170
	

	
	
	40
	40
	50x2
	180
	

	
	
	40
	50
	50x2
	190
	

	
	
	50
	50
	50x2
	200
	

	CA_n77I, CA_n78I, CA_n79I
	
	40
	20
	50x3
	210
	0

	
	
	50
	20
	50x3
	220
	

	
	
	40
	40
	50x3
	230
	

	
	
	40
	50
	50x3
	240
	

	
	
	50
	50
	50x3
	250
	

	CA_n77J, CA_n78J, CA_n79J
	
	40
	20
	50x4
	260
	0

	
	
	50
	20
	50x4
	270
	

	
	
	40
	40
	50x4
	280
	

	
	
	40
	50
	50x4
	290
	

	
	
	50
	50
	50x4
	300
	

	CA_n77K, CA_n78K, CA_n79K
	
	40
	20
	50x5
	310
	0

	
	
	50
	20
	50x5
	320
	

	
	
	40
	40
	50x5
	330
	

	
	
	40
	50
	50x5
	340
	

	
	
	50
	50
	50x5
	350
	

	CA_n77L, CA_n78L, CA_n79L
	
	40
	20
	50x6
	360
	0

	
	
	50
	20
	50x6
	370
	

	
	
	40
	40
	50x6
	380
	

	
	
	40
	50
	50x6
	390
	

	
	
	50
	50
	50x6
	400
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