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1. Introduction
In this paper, we present simulation results for RLM tests based on simulation assumptions in [1].
2. Simulation Results
Based on the assumptions in [1], we have provided the SNR at 2% and 10% PDCCH BLER as below.
	Test No.
	SCS(KHz) 
	CORESET
RB
	Payload
	CORESET time
duration
	AL
	CCE-to-REG 
Mapping
	REG bundle
size
	Propagation
condition
	Antenna configuration with 2Rx
	 
SNR (dB) at 2% PDCCH BLER
	SNR (dB) at 10% PDCCH BLER

	1a
	15
	24
	39
	2
	4
	Interleaved
	6
	TDL-C, 300ns, 100Hz
	2x2 Low
	-1.26
	

	1b
	15
	24
	39
	2
	8
	Interleaved
	6
	TDL-C, 300ns, 100Hz
	2x2 Low
	
	-10.05

	1c
	15
	24
	39
	2
	4
	Interleaved
	6
	TDL-C, 300ns, 100Hz
	2x4 Low
	-5.09
	

	1d
	15
	24
	39
	2
	8
	Interleaved
	6
	TDL-C, 300ns, 100Hz
	2x4 Low
	
	-12.83

	2a
	30
	24
	41
	2
	4
	Interleaved
	6
	TDL-C, 300ns, 100Hz
	2x2 Low
	-0.39
	

	2b
	30
	24
	41
	2
	8
	Interleaved
	6
	TDL-C, 300ns, 100Hz
	2x2 Low
	
	-9.22

	2c
	30
	24
	41
	2
	4
	Interleaved
	6
	TDL-C, 300ns, 100Hz
	2x4 Low
	-4.02
	

	2d
	30
	24
	41
	2
	8
	Interleaved
	6
	TDL-C, 300ns, 100Hz
	2x4 Low
	
	-11.83

	3a
	120
	24
	40
	2
	4
	Interleaved
	6
	TDL-A, 30ns, 75Hz
	2x2 Low
	-0.13
	

	3b
	120
	24
	40
	2
	8
	Interleaved
	6
	TDL-A, 30ns, 75Hz
	2x2 Low
	
	-8.99


3. Conclusions
This paper presents NR RLM simulation results based on simulation assumptions agreed in [1].
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