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----------------------START OF CHANGES----------------------------

[bookmark: _Toc526331809]A.3.4	Test Cases with Different Duplex Mmodes
A.3.4.1	Single Carrier Test Cases with Different Duplex Modes
A.3.4.1.1	 Introduction
In Annex A single carrier test cases for inter-frequency or inter-RAT measurements may be defined for different duplex modes or combination of duplex modes (FDD, TDD and TDD-FDD) used for serving and non-serving carriers to verify the same RRM requirement.
A.3.4.1.2  Principle of testing
If multiple single carrier test cases for inter-frequency or inter-RAT measurements are defined for different duplex modes (FDD or TDD) or for combination of duplex modes (TDD-FDD) to verify the same RRM requirement which is independent of the duplex mode and is identical for different duplex modes or combination of duplex modes, then from the UE performance point of view the test coverage can be considered fulfilled by executing only the corresponding test case(s) with one of the duplex modes supported by the UE.
A.3.4.2	EN-DC Test Cases with Different Duplex Modes
A.3.4.2.1	 Introduction
In Annex A EN-DC test cases may be defined for different duplex modes or combination of duplex modes (FDD, TDD and TDD-FDD) to verify the same RRM requirement.
A.3.4.2.2  Principle of testing
If multiple EN-DC test cases are defined for different duplex modes (FDD or TDD) or for combination of duplex modes (TDD-FDD) to verify the same RRM requirement which is independent of the duplex mode and is identical for different duplex modes or combination of duplex modes, then from the UE performance point of view the test coverage can be considered fulfilled by executing only the corresponding test case(s) with one of the duplex modes supported by the UE.
A.3.4.3	Carrier Aggregation Test Cases with Different Duplex Modes
A.3.4.3.1	Introduction
In Annex A carrier aggregation test cases may be defined for different duplex modes or combination of duplex modes (NR FDD, NR TDD and NR TDD-FDD) to verify the same RRM requirement.
A.3.4.3.2	Principle of testing
If multiple carrier aggregation test cases are defined for different duplex modes (NR FDD or NR TDD) or for combination of duplex modes (NR TDD-FDD) to verify the same RRM requirement which is independent of the duplex mode and is identical for different duplex modes or combination of duplex modes, then from the UE performance point of view the test coverage can be considered fulfilled by executing only the corresponding test case(s) with one of the duplex modes supported by the UE.
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