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8.1	Radio Link Monitoring
8.1.1	Introduction
The UE shall monitor the downlink link quality based on the reference signal in the configured RLM-RS resource(s) in order to detect the downlink radio link quality of the PCell and PSCell as specified in [3]. The configured RLM-RS resources can be all SSBs, or all CSI-RSs, or a mix of SSBs and CSI-RSs. UE is not required to perform RLM outside the active DL BWP.
On each RLM-RS resource, the UE shall estimate the downlink radio link quality and compare it to the thresholds Qout and Qin for the purpose of monitoring downlink radio link quality of the cell.
The threshold Qout is defined as the level at which the downlink radio link cannot be reliably received and shall correspond to the out-of-sync block error rate (BLERout) as defined in Table 8.1.1-1. For SSB based radio link monitoring, Qout_SSB is derived based on the hypothetical PDCCH transmission parameters listed in Table 8.1.2.1-1. For CSI-RS based radio link monitoring, Qout_CSI-RS is derived based on the hypothetical PDCCH transmission parameters listed in Table 8.1.3.1-1.
The threshold Qin is defined as the level at which the downlink radio link quality can be significantly more reliably received than at Qout and shall correspond to the in-sync block error rate (BLERin) as defined in Table 8.1.1-1. For SSB based radio link monitoring, Qin_SSB is derived based on the hypothetical PDCCH transmission parameters listed in Table 8.1.2.1-2. For CSI-RS based radio link monitoring, Qin_CSI-RS is derived based on the hypothetical PDCCH transmission parameters listed in Table 8.1.3.1-2.
The out-of-sync block error rate (BLERout) and in-sync block error rate (BLERin) are determined from the network configuration via parameter rlmInSyncOutOfSyncThreshold signalled by higher layers. The network can configure one of the two pairs of out-of-sync and in-sync block error rates which are shown in Table 8.1.1-1. When UE is not configured with RLM-IS-OOS-thresholdConfig from the network, UE determines out-of-sync and in-sync block error rates from Configuration #0 in Table 8.1.1-1 as default. All requirements in Section 8.1 are applicable for BLER Configuration #0 in Table 8.1.1-1.
Table 8.1.1-1: Out-of-sync and in-sync block error rates
	Configuration
	BLERout
	BLERin

	0
	10%
	2%

	1
	TBD
	TBD



UE shall be able to monitor up to XRLM-RS RLM-RS resources of the same or different types in each corresponding carrier frequency range, where XRLM-RS is specified in Table 8.1.1-2, and meet the requirements as specified in section 8.1.
[bookmark: _Hlk506716765]Table 8.1.1-2: Maximum number of RLM-RS resources XRLM-RS
	Maximum number of RLM-RS resources, XRLM-RS
	Carrier frequency range of PCell/PSCell

	2
	FR1, ≤ 3 GHz

	4
	FR1, > 3 GHz

	8
	FR2



Editor’s Note: FFS if SSB for RLM and CSI-RS for RLM can be FDMed if they are with different subcarrier spacing
[bookmark: _Toc526331670]8.1.2	Requirements for SSB based radio link monitoring
[bookmark: _Toc526331671]8.1.2.1	Introduction
The requirements in this section apply for each SSB based RLM-RS resource configured for PCell or PSCell, provided that the SSB configured for RLM are actually transmitted within UE active DL BWP during the entire evaluation period specified in section 8.1.2.2.
Table 8.1.2.1-1: PDCCH transmission parameters for out-of-sync
	Attribute
	Value for BLER pairConfiguration #0
	Value for BLER pair#1

	DCI format
	1-0
	TBD

	Number of control OFDM symbols
	Same as the number of symbols of RMSI CORESET
	

	Aggregation level (CCE)
	8
	

	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	4dB
	

	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	4dB
	

	Bandwidth (MHz)
	Same as the number of PRBs of RMSI CORESET
	

	Sub-carrier spacing (kHz)
	Same as the SCS of RMSI CORESET
	

	DMRS precoder granularity
	REG bundle size
	

	REG bundle size
	6
	

	CP length
	Same as the CP length of RMSI CORESET
	

	Mapping from REG to CCE
	Distributed
	



Table 8.1.2.1-2: PDCCH transmission parameters for in-sync
	Attribute
	Value for BLER pairConfiguration #0
	Value for BLER pair#1

	DCI payload size
	1-0
	TBD

	Number of control OFDM symbols
	Same as the number of symbols of RMSI CORESET
	

	Aggregation level (CCE)
	4
	

	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	0dB
	

	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	0dB
	

	Bandwidth (MHz)
	Same as the number of PRBs of RMSI CORESET
	

	Sub-carrier spacing (kHz)
	Same as the SCS of RMSI CORESET
	

	DMRS precoder granularity
	REG bundle size
	

	REG bundle size
	6
	

	CP length
	Same as the CP length of RMSI CORESET
	

	Mapping from REG to CCE
	Distributed
	



--- unchanged sections ---
8.1.3	Requirements for CSI-RS based radio link monitoring
[bookmark: _Toc526331672]8.1.3.1	Introduction
The requirements in this section apply for each CSI-RS based RLM-RS resource configured for PCell or PSCell, provided that the CSI-RS configured for RLM are actually transmitted within UE active DL BWP during the entire evaluation period specified in section 8.1.3.2.
Table 8.1.3.1-1: PDCCH transmission parameters for out-of-sync
	Attribute
	Value for BLER Configuration pair#0
	Value for BLER pair#1

	DCI format
	1-0
	TBD

	Number of control OFDM symbols
	Same as the number of symbols of CORESET QCLed with respective CSI-RS for RLM
	

	Aggregation level (CCE)
	8
	

	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	4dB
	

	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	4dB
	

	Bandwidth (MHz)
	Same as the number of PRBs of CORESET QCLed with respective CSI-RS for RLM
	

	Sub-carrier spacing (kHz)
	Same as the SCS of CORESET QCLed with respective CSI-RS for RLM
	

	DMRS precoder granularity
	REG bundle size
	

	REG bundle size
	6
	

	CP length
	Same as the CP length of CORESET QCLed with respective CSI-RS for RLM
	

	Mapping from REG to CCE
	Distributed
	



Table 8.1.3.1-2: PDCCH transmission parameters for in-sync
	Attribute
	Value for BLER pairConfiguration #0
	Value for BLER pair#1

	DCI payload size
	1-0
	TBD

	Number of control OFDM symbols
	Same as the number of symbols of CORESET QCLed with respective CSI-RS for RLM
	

	Aggregation level (CCE)
	4
	

	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	0dB
	

	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	[0]dB
	

	Bandwidth (MHz)
	Same as the number of PRBs of CORESET QCLed with respective CSI-RS for RLM
	

	Sub-carrier spacing (kHz)
	Same as the SCS of CORESET QCLed with respective CSI-RS for RLM
	

	DMRS precoder granularity
	REG bundle size
	

	REG bundle size
	6
	

	CP length
	Same as the CP length of CORESET QCLed with respective CSI-RS for RLM
	

	Mapping from REG to CCE
	Distributed
	



[bookmark: _Hlk521329719]Editor’s Note: FFS which CORESET is used as reference when CSI-RS is QCL-ed with multiple CORESETs
Editor’s Note: FFS if UE shall perform RLM and if so which CORESET is used as reference, when CSI-RS is not QCL-ed with any CORESET
