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	Use one of the following categories:
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	Reason for change:
	DL frequency of CA_4A-7A for REFSENS is wrong at Table 7.3.1A-0f.
1825 MHz should be 2130 MHz. (1825 MHz is out of range for Band 4.)


	
	

	Summary of change:
	Based on the Tx-Rx frequency separation requirement in table 5.7.4-1, corrected DL frequency from 1825 MHz to 2130 MHz (UL frequency 1730 MHz + 400 MHz) for band 4 of CA_4A-7A in Table 7.3.1A-0f.


	
	

	Consequences if not approved:
	Wrong configuration remains.

	
	

	Clauses affected:
	7.3.1A
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	X
	
	 Test specifications
	TS 36.521-1

	(show related CRs)
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	 O&M Specifications
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	Other comments:
	R1: Corrected WI code from TEI15. Corrected CR category from F to A.


<< Unchanged sections omitted >>
Table 7.3.1A-0f: 2DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	EUTRA CA

Configuration
	EUTRA band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_1A-3A
	1
	1950
	5
	25
	2140
	23
	FDD
	IMD3

	
	3
	1760
	5
	25
	1855
	N/A
	
	N/A

	CA_1A-8A
	1
	1965
	5
	25
	2155
	6
	FDD
	IMD4

	
	8
	887.5
	5
	25
	932.5
	N/A
	
	N/A

	CA_2A-4A
	2
	1860
	20
	502
	1940
	5
	FDD
	IMD3

	
	4
	1752.5
	5
	25
	2152.5
	N/A
	
	N/A

	CA_2A-4A
	2
	1868.3
	5
	25
	1948.3
	N/A
	FDD
	N/A

	
	4
	1735
	5
	25
	2135
	5
	
	IMD5

	CA_2A-46A
	2
	1880
	5
	25
	1960
	12.0
	FDD
	IMD34

	
	46
	5720
	20
	100
	5720
	N/A
	
	N/A

	CA_2A-49A
	2
	1852.5
	5
	25
	1932.5
	[12]
	FDD
	IMD4

	
	49
	3625
	20
	100
	3625
	N/A
	TDD
	N/A

	CA_2A-66A
	2
	1855
	5
	25
	1935
	20
	FDD
	IMD3

	
	66
	1775
	5
	25
	2175
	N/A
	
	N/A

	CA_2A-66A
	2
	1883.3
	5
	25
	1963.3
	N/A
	FDD
	N/A

	
	66
	1750
	5
	25
	2150
	4
	
	IMD5

	CA_3A-5A
	3
	1771
	10
	50
	1866
	4
	FDD
	IMD4

	
	5
	838
	5
	25
	883
	N/A
	
	N/A

	CA_3A-5A
	3
	1721
	10
	50
	1816
	N/A
	FDD
	N/A

	
	5
	838
	5
	25
	883
	24
	
	IMD24

	CA_3A-7A
	3
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	7
	2535
	10
	50
	2655
	13
	
	IMD4

	CA_3A-8A
	3
	1755
	10
	50
	1850
	N/A
	FDD
	N/A

	
	8
	900
	5
	25
	945
	8
	
	IMD44

	CA_3A-8A
	3
	1747.5
	10
	50
	1842.5
	6.4
	FDD
	IMD5

	
	8
	897.5
	5
	25
	942.5
	N/A
	
	N/A

	CA_3A-18A
	3
	1721
	5
	25
	1816
	4
	FDD
	IMD4

	
	18
	823
	5
	25
	868
	N/A
	
	N/A

	CA_3A-19A
	3
	1771
	5
	25
	1866
	4
	FDD
	IMD4

	
	19
	838
	5
	25
	883
	N/A
	
	N/A

	CA_3A-19A
	3
	1721
	5
	25
	1816
	N/A
	FDD
	N/A

	
	19
	838
	5
	25
	883
	27
	
	IMD24

	CA_3A-20A
	3
	1775
	5
	25
	1870
	4
	FDD
	IMD4

	
	20
	840
	5
	25
	799
	N/A
	
	N/A

	CA_3A-20A
	3
	1735
	5
	25
	1830
	N/A
	FDD
	N/A

	
	20
	847
	5
	25
	806
	9
	
	IMD4

	CA_3A-26A
	3
	1771
	5
	25
	1866
	4
	FDD
	IMD4

	
	26
	838
	5
	25
	883
	N/A
	
	N/A

	CA_3A-26A
	3
	1721
	5
	25
	1816
	N/A
	FDD
	N/A

	
	26
	838
	5
	25
	883
	26
	
	IMD24

	CA_3A-41A
	3
	1740
	5
	25
	1835
	8.2
	FDD
	IMD4

	
	41
	2657.5
	5
	25
	2657.5
	N/A
	TDD
	N/A

	CA_3A-42A
	3
	1740
	5
	25
	1835
	29.8
	FDD
	IMD24

	
	42
	3575
	5
	25
	3575
	N/A
	TDD
	N/A

	CA_3A-42A
	3
	1765
	5
	25
	1860
	8.0
	FDD
	IMD44

	
	42
	3435
	5
	25
	3435
	N/A
	TDD
	N/A

	CA_4A-5A
	4
	1721
	5
	25
	2121
	N/A
	FDD
	N/A

	
	5
	838
	5
	25
	883
	26
	
	IMD24

	CA_4A-7A
	4
	1730
	5
	25
	2130
	N/A
	FDD
	N/A

	
	7
	2535
	5
	25
	2655
	15
	
	IMD4

	CA_5A-7A
	5
	834
	5
	25
	879
	12
	FDD
	IMD34

	
	7
	2547
	10
	50
	2667
	N/A
	
	N/A

	CA_5A-66A
	5
	838
	5
	25
	883
	30
	FDD
	IMD24

	
	66
	1721
	5
	25
	2121
	N/A
	
	N/A

	CA_7A-20A
	7
	2512
	10
	50
	2632
	N/A
	FDD
	N/A

	
	20
	851
	5
	25
	810
	12
	
	IMD34

	CA_7A-26A
	7
	2556
	5
	25
	2676
	N/A
	FDD-FDD
	N/A

	
	26
	837
	5
	25
	882
	16.0
	
	IMD3

	
	7
	2567.5
	5
	25
	2687.5
	2.5
	FDD-FDD
	IMD5

	
	26
	816.5
	5
	25
	861.5
	N/A
	
	N/A

	CA_8A-41A
	8 
	882.5
	5
	25 
	927.5
	12.1
	FDD
	IMD34

	
	41
	2685
	10
	50 
	2685
	N/A 
	TDD
	N/A

	CA_19A-42A3
	19
	N/A
	N/A
	N/A
	N/A
	N/A
	FDD
	N/A

	
	42
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD
	N/A

	CA_21A-28A
	21
	1450.4
	5
	25
	1498.4
	[2.5]
	FDD
	IMD5

	
	28
	735.5
	5
	25
	790.5
	N/A
	TDD
	N/A

	CA_21A-42A3
	21
	N/A
	N/A
	N/A
	N/A
	N/A
	FDD
	N/A

	
	42
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD
	N/A

	CA_28A-42A
	28
	705.5
	5
	25
	760.5
	[5.5]
	FDD
	IMD5

	
	42
	3582.5
	5
	25
	3582.5
	N/A
	TDD
	N/A

	CA_40A-42A
	40
	2350
	5
	25
	2350
	N/A
	TDD
	N/A

	
	42
	3500
	5
	25
	3550
	5
	
	IMD4

	
	40
	2350
	5
	25
	2350
	5
	TDD
	IMD4

	
	42
	3525
	5
	25
	3525
	N/A
	
	N/A

	NOTE 1:
Both of the transmitters shall be set min(+20 dBm, PCMAX_L,c) as defined in subclause 6.2.5A

NOTE 2:
RBSTART = 0
NOTE 3:
No requirements apply when there is at least one individual RE within the intermodulation generated by the dual uplink is within the downlink transmission bandwidth of the FDD band. The reference sensitivity should only be verified when this is not the case (the requirements specified in clause 7.3.1 apply).

NOTE 4:
This band is subject to IMD5 also which MSD is not specified.
NOTE 5:
Void

NOTE 6:
For operations with 4 antenna ports, the MSD in the applicable bands shall be modified by the absolute value of ΔRIB,4R in Table 7.3.1-1a when MSD > 0.


<< End of changes >>
