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	Reason for change:
	The agreement about BCS for LTA CA and NR CA whch are part of EN-DC condiguration in R4-1710083 and R4-1806480 should be captured.

A UE which supports an inter-band EN-DC configuration shall support all the lower order DL fallback EN-DC combinations, as same with LTE CA case.

	
	

	Summary of change:
	Introducing the below description to Applicability of minimum requirements

A terminal which supports an inter-band EN-DC configuration shall support all the lower order fallback EN-DC combinations and it shall support all apecified E-UTRA bandwidth combination set that belong to the E-UTRA CA configuration part of E-UTRALTE – NR DC and shall support all apecified NR bandwidth combination set that belong to the NR CA configuration part of E-UTRALTE – NR DC.
A terminal which supports an inter-band EN-DC configuration with a certain UL configuration shall support the all lower order DL configurations of the lower order EN-DC combinations, which have this certain UL configuration and the fallbacks of this UL configuration.
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	Previous agreements are not reflected.

The lower order DL fallback EN-DC are not supported.
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[bookmark: _Toc405202255]----- Unchanged sections omitted -----
[bookmark: _Toc526341421]4.2	Applicability of minimum requirements
a)	In this specification the Minimum Requirements are specified as general requirements and additional requirements. Where the Requirement is specified as a general requirement, the requirement is mandated to be met in all scenarios
b)	For specific scenarios for which an additional requirement is specified, in addition to meeting the general requirement, the UE is mandated to meet the additional requirements.
c)	The spurious emissions power requirements are for the long-term average of the power. For the purpose of reducing measurement uncertainty it is acceptable to average the measured power over a period of time sufficient to reduce the uncertainty due to the statistical nature of the signal
d)	Terminal that supports EN-DC configuration shall meet E-UTRA requirements as specified in TS 36.101 [4] and NR requirements as in TS 38.101-1 [2] and TS 38.101-2 [3] unless otherwise specified in this specification
e) 	All the requirements for intra-band contiguous and non-contiguous CA apply under the assumption of the same uplink-downlink and special subframe configurations in the PCell and SCells for SA.
A terminal which supports an inter-band EN-DC configuration shall support all apecified E-UTRA bandwidth combination set that belong to the E-UTRA CA configuration part of E-UTRA – NR DC and shall support all apecified NR bandwidth combination set that belong to the NR CA configuration part of E-UTRA – NR DC.
A terminal which supports an inter-band EN-DC configuration with a certain UL configuration shall support the all lower order DL configurations of the lower order EN-DC combinations, which have this certain UL configuration and the fallbacks of this UL configuration.
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