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<< Start of Change #1 >>
10.1
NR measurements

10.1.1
Introduction

Editor’s note: new measurement metrics may be added according to the RAN4 discussion. 
In the requirements of Section 10.1 for the UE capable of CA and the UEs configured with at least one downlink SCell, the applicable exceptions for side conditions are specified in Annex B, Section B.3.2.2, B.3.2.4, or B.3.2.6 for UE configured with CA in FR1, CA in FR2 and CA between FR1 and FR2, respectively.
10.1.2
Intra-frequency RSRP accuracy requirements for FR1

10.1.2.1
Intra-frequency SS-RSRP accuracy requirements
10.1.2.1.1
Absolute SS-RSRP Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on the same frequency as that of the serving cell in FR1.
The accuracy requirements in Table 10.1.2.1.1-1 are valid under the following conditions:

· Conditions defined in 38.101-1 [18] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
· Other conditions are TBD.

Table 10.1.2.1.1-1: SS-RSRP Intra frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	(4.5
	(9
	(-6 dB
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-70

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-70

	(8
	(11
	(-6 dB
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_G, NR_FDD_FR1_H,
	N/A
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:
NR operating band groups in FR1 are as defined in Section 3.5.2.


10.1.2.1.2
Relative SS-RSRP Accuracy
The relative accuracy of SS-RSRP is defined as the SS-RSRP measured from one cell compared to the SS-RSRP measured from another cell on the same frequency in FR1.
The accuracy requirements in Table 10.1.2.1.2-1 are valid under the following conditions:
· Conditions defined in 38.101-1 [18] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
· Other conditions are TBD.
Table 10.1.2.1.2-1: SS-RSRP Intra frequency relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	(2
	(3
	(-3 dB
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	(3
	(3
	(-6 dB
	Note 3
	Note 3
	Note 3
	N/A
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:
The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:
NR operating band groups in FR1 are as defined in Section 3.5.2.


10.1.2.2
Intra-frequency [CSI-RS RSRP] accuracy requirements
10.1.3
Intra-frequency RSRP accuracy requirements for FR2

10.1.3.1
Intra-frequency SS-RSRP accuracy requirements
10.1.3.1.1
Absolute SS-RSRP Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on the same frequency as that of the serving cell in FR2.
The accuracy requirements in Table 10.1.3.1.1-1 are valid under the following conditions:

· Conditions defined in 38.101-2 [19] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB,
· Other conditions are TBD.

Table 10.1.3.1.1-1: SS-RSRP Intra frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	([6]
	([9]
	TBD
	NR_TDD_FR2_A
	TBD
	TBD
	N/A
	-70

	
	
	
	NR_TDD_FR2_B
	TBD
	TBD
	N/A
	-70

	
	
	
	NR_TDD_FR2_F
	TBD
	TBD
	N/A
	-70

	
	
	
	NR_TDD_FR2_G
	TBD
	TBD
	N/A
	-70

	
	
	
	NR_TDD_FR2_T
	TBD
	TBD
	N/A
	-70

	
	
	
	NR_TDD_FR2_Y
	TBD
	TBD
	N/A
	-70

	([8]
	([11]
	TBD
	NR_TDD_FR2_A, NR_TDD_FR2_B, NR_TDD_FR2_F, NR_TDD_FR2_G, NR_TDD_FR2_T, NR_TDD_FR2_Y
	N/A
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:
NR operating band groups in FR2 are as defined in Section 3.5.3.


10.1.3.1.2
Relative SS-RSRP Accuracy

The relative accuracy of SS-RSRP is defined as the SS-RSRP measured from one cell compared to the SS-RSRP measured from another cell on the same frequency in FR2.
The accuracy requirements in Table 10.1.3.1.2-1 are valid under the following conditions:
· Conditions defined in 38.101-2 [19] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
· Other conditions are TBD.
Table 10.1.3.1.2-1: SS-RSRP Intra frequency relative accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	([6]
	([9]
	TBD
	NR_TDD_FR2_A
	TBD
	TBD
	N/A
	TBD

	
	
	
	NR_TDD_FR2_B
	TBD
	TBD
	N/A
	TBD

	
	
	
	NR_TDD_FR2_F
	TBD
	TBD
	N/A
	TBD

	
	
	
	NR_TDD_FR2_G
	TBD
	TBD
	N/A
	TBD

	
	
	
	NR_TDD_FR2_T
	TBD
	TBD
	N/A
	TBD

	
	
	
	NR_TDD_FR2_Y
	TBD
	TBD
	N/A
	TBD

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:
NR operating band groups in FR2 are as defined in Section 3.5.3.


10.1.3.2
Intra-frequency [CSI-RS RSRP] accuracy requirements
10.1.4
Inter-frequency RSRP accuracy requirements for FR1

10.1.4.1
Inter-frequency SS-RSRP accuracy requirements
10.1.4.1.1
Absolute Accuracy of SS-RSRP in FR1
The requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on a frequency in FR1 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.4.1.1-1 are valid under the following conditions:

· Conditions defined in 38.101-1 [18] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
· Other conditions are TBD.

 Table 10.1.4.1.1-1: SS-RSRP Inter frequency Absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	(4.5
	(6
	([-4] dB
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-70

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-70

	(8
	(11
	([-4] dB
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_G, NR_FDD_FR1_H,
	N/A
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:
NR operating band groups in FR1 are as defined in Section 3.5.2.


10.1.4.1.2
Relative Accuracy of SS-RSRP in FR1
The relative accuracy of SS-RSRP in inter frequency case is defined as the RSRP measured from one cell on a frequency in FR1compared to the RSRP measured from another cell on a different frequency in FR1.
The accuracy requirements in Table 10.1.4.1.2-1 are valid under the following conditions:

· Conditions defined in 38.101-1 [18] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
· 
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· Other conditions are TBD.

· Table 10.1.4.1.2-1: SS-RSRP Inter frequency relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	(4.5
	(6
	([-4] dB
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
NR operating band groups in FR1 are as defined in Section 3.5.2.


10.1.4.2
Inter-frequency [CSI-RS RSRP] accuracy requirements
10.1.5
Inter-frequency RSRP accuracy requirementsfor FR2

10.1.5.1
Inter-frequency SS-RSRP accuracy requirements
10.1.5.1.1
Absolute SS-RSRP Accuracy

Unless otherwise specified, the requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on a frequency in FR2 that is on a different frequency than the serving cell.
The accuracy requirements in Table 10.1.5.1.1-1 are valid under the following conditions:

· Conditions defined in 38.101-2 [19] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
· Other conditions are TBD.

Table 10.1.5.1.1-1: SS-RSRP Inter frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	([6]
	([9]
	TBD
	NR_TDD_FR2_A
	TBD
	TBD
	N/A
	-70

	
	
	
	NR_TDD_FR2_B
	TBD
	TBD
	N/A
	-70

	
	
	
	NR_TDD_FR2_F
	TBD
	TBD
	N/A
	-70

	
	
	
	NR_TDD_FR2_G
	TBD
	TBD
	N/A
	-70

	
	
	
	NR_TDD_FR2_T
	TBD
	TBD
	N/A
	-70

	
	
	
	NR_TDD_FR2_Y
	TBD
	TBD
	N/A
	-70

	([8]
	([11]
	TBD
	NR_TDD_FR2_A, NR_TDD_FR2_B, NR_TDD_FR2_F, NR_TDD_FR2_G, NR_TDD_FR2_T, NR_TDD_FR2_Y
	N/A
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:
NR operating band groups in FR2 are as defined in Section 3.5.3.


10.1.5.1.2
Relative SS-RSRP Accuracy

The relative accuracy of SS-RSRP is defined as the SS-RSRP measured from one cell on a frequency in FR2 compared to the SS-RSRP measured from another cell on another frequency in FR2.
The accuracy requirements in Table 10.1.5.1.2-1 are valid under the following conditions:
· Conditions defined in 38.101-2 [19] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
· 
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· Other conditions are TBD.
Table 10.1.5.1.2-1: SS-RSRP Inter frequency relative accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	([6]
	([9]
	TBD
	NR_TDD_FR2_A
	TBD
	TBD
	N/A
	TBD

	
	
	
	NR_TDD_FR2_B
	TBD
	TBD
	N/A
	TBD

	
	
	
	NR_TDD_FR2_F
	TBD
	TBD
	N/A
	TBD

	
	
	
	NR_TDD_FR2_G
	TBD
	TBD
	N/A
	TBD

	
	
	
	NR_TDD_FR2_T
	TBD
	TBD
	N/A
	TBD

	
	
	
	NR_TDD_FR2_Y
	TBD
	TBD
	N/A
	TBD

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:
NR operating band groups in FR2 are as defined in Section 3.5.3.


10.1.5.2
Inter-frequency [CSI-RS RSRP] accuracy requirements
10.1.6 RSRP Measurement Report Mapping

The reporting range of SS-RSRP for L3 reporting is defined from -156 dBm to -31 dBm with 1 dB resolution. The reporting range of SS-RSRP and CSI-RSRP for L1 reporting is defined from -140 to -40dBm with 1dB resolution.

The mapping of measured quantity is defined in Table 10.1.6.1-1. The range in the signalling may be larger than the guaranteed accuracy range.

The reporting range of differential SS-RSRP and CSI-RSRP for L1 reporting is defined from 0 dBm to -30 dB with 2 dB resolution. 

The mapping of measured quantity is defined in Table 10.1.6.1-2. The range in the signalling may be larger than the guaranteed accuracy range.

Table 10.1.6.1-1: SS-RSRP and CSI-RSRP measurement report mapping

	Reported value
	Measured quantity value(L3 SS-RSRP)
	Measured quantity value(L1 SS-RSRP and CSI-RSRP)
	Unit

	RSRP_0
	SS-RSRP<-156
	Not valid
	dBm

	RSRP_1
	-156≤ SS-RSRP<-155
	Not valid
	dBm

	RSRP_2
	-155≤ SS-RSRP<-154
	Not valid
	dBm

	RSRP_3
	-154≤ SS-RSRP<-153
	Not valid
	dBm

	RSRP_4
	-153≤ SS-RSRP<-152
	Not valid
	dBm

	RSRP_5
	-152≤ SS-RSRP<-151
	Not valid
	dBm

	RSRP_6
	-151≤ SS-RSRP<-150
	Not valid
	dBm

	RSRP_7
	-150≤ SS-RSRP<-149
	Not valid
	dBm

	RSRP_8
	-149≤ SS-RSRP<-148
	Not valid
	dBm

	RSRP_9
	-148≤ SS-RSRP<-147
	Not valid
	dBm

	RSRP_10
	-147≤ SS-RSRP<-146
	Not valid
	dBm

	RSRP_11
	-146≤ SS-RSRP<-145
	Not valid
	dBm

	RSRP_12
	-145≤ SS-RSRP<-144
	Not valid
	dBm

	RSRP_13
	-144≤ SS-RSRP<-143
	Not valid
	dBm

	RSRP_14
	-143≤ SS-RSRP<-142
	Not valid
	dBm

	RSRP_15
	-142≤ SS-RSRP<-141
	Not valid
	dBm

	RSRP_16
	-141≤ SS-RSRP<-140
	Not valid
	dBm

	RSRP_17
	-140≤ SS-RSRP<-139
	RSRP<-139
	dBm

	RSRP_18
	-139≤ SS-RSRP<-138
	-139≤ RSRP<-138
	dBm

	…
	…
	
	…

	RSRP_111
	-46≤ SS-RSRP<-45
	-46≤ RSRP<-45
	dBm

	RSRP_112
	-45≤ SS-RSRP<-44
	-45≤ RSRP
	dBm

	RSRP_113
	-44≤ SS-RSRP<-43
	Not valid
	dBm

	RSRP_114
	-43≤ SS-RSRP<-42
	Not valid
	dBm

	RSRP_115
	-42≤ SS-RSRP<-41
	Not valid
	dBm

	RSRP_116
	-41≤ SS-RSRP<-40
	Not valid
	dBm

	RSRP_117
	-40≤ SS-RSRP<-39
	Not valid
	dBm

	RSRP_118
	-39≤ SS-RSRP<-38
	Not valid
	dBm

	RSRP_119
	-38≤ SS-RSRP<-37
	Not valid
	dBm

	RSRP_120
	-37≤ SS-RSRP<-36
	Not valid
	dBm

	RSRP_121
	-36≤ SS-RSRP<-35
	Not valid
	dBm

	RSRP_122
	-35≤ SS-RSRP<-34
	Not valid
	dBm

	RSRP_123
	-34≤ SS-RSRP<-33
	Not valid
	dBm

	RSRP_124
	-33≤ SS-RSRP<-32
	Not valid
	dBm

	RSRP_125
	-32≤ SS-RSRP<-31
	Not valid
	dBm

	RSRP_126
	-31≤ SS-RSRP
	Not valid
	dBm

	RSRP_127
	Infinity
	Not valid
	dBm


Table 10.1.6.1-2:Differential SS-RSRP and CSI-RSRP measurement report mapping

	Reported value
	Measured quantity value(difference in measured RSRP from strongest RSRP)
	Unit

	DIFFRSRP_0
	0≥ΔRSRP>-2
	dB

	DIFFRSRP_1
	-2≥ΔRSRP>-4
	dB

	DIFFRSRP_2
	-4≥ΔRSRP>-6
	dB

	DIFFRSRP_3
	-6≥ΔRSRP>-8
	dB

	DIFFRSRP_4
	-8≥ΔRSRP>-10
	dB

	DIFFRSRP_5
	-10≥ΔRSRP>-12
	dB

	DIFFRSRP_6
	-12≥ΔRSRP>-14
	dB

	DIFFRSRP_7
	-14≥ΔRSRP>-16
	dB

	DIFFRSRP_8
	-16≥ΔRSRP>-18
	dB

	DIFFRSRP_9
	-18≥ΔRSRP>-20
	dB

	DIFFRSRP_10
	-20≥ΔRSRP>-22
	dB

	DIFFRSRP_11
	-22≥ΔRSRP>-24
	dB

	DIFFRSRP_12
	-24≥ΔRSRP>-26
	dB

	DIFFRSRP_13
	-26≥ΔRSRP>-28
	dB

	DIFFRSRP_14
	-28≥ΔRSRP>-30
	dB

	DIFFRSRP_15
	-30≥ΔRSRP
	dB


10.1.7
Intra-frequency RSRQ accuracy requirements for FR1

10.1.7.1
Intra-frequency SS-RSRQ accuracy requirements in FR1

10.1.7.1.1
Absolute SS-RSRQ Accuracy in FR1

Unless otherwise specified, the requirements for absolute accuracy of SS-RSRQ in this clause apply to a cell on the same frequency as that of the serving cell in FR1.
The accuracy requirements in Table 10.1.7.1.1-1 are valid under the following conditions:

· Conditions defined in 38.101-1 [18] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
· Other conditions are TBD.

Table 10.1.7.1.1-1: SS-RSRQ Intra frequency absolute accuracy in FR1

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	(2.5
	(4
	(-3 dB
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	(3.5
	(4
	(-6 dB
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:
NR operating band groups in FR1 are as defined in Section 3.5.2.


10.1.8
Intra-frequency RSRQ accuracy requirements for FR2

10.1.8.1
Intra-frequency SS-RSRQ accuracy requirements in FR2

10.1.8.1.1
Absolute SS-RSRQ Accuracy in FR2

Unless otherwise specified, the requirements for absolute accuracy of SS-RSRQ in this clause apply to a cell on the same frequency as that of the serving cell in FR2.
The accuracy requirements in Table 10.1.8.1.1-1 are valid under the following conditions:

· Conditions defined in 38.101-2 [19] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
· Other conditions are TBD.

Table 10.1.8.1.1-1: SS-RSRQ Intra frequency absolute accuracy in FR2

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	
	

	([2.5]
	([4]
	([TBD] dB
	NR_TDD_FR2_A
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_B
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_F
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_G
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_T
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_Y
	TBD
	TBD
	N/A
	-50

	([3.5]
	([4]
	([TBD] dB
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:
NR operating band groups in FR2 are as defined in Section 3.5.3.


10.1.9
Inter-frequency RSRQ accuracy requirements for FR1
10.1.9.1
Inter-frequency SS-RSRQ accuracy requirements in FR1

10.1.9.1.1
Aboslute Accuracy of SS-RSRQ in FR1

The requirements for absolute accuracy of SS-RSRQ in this clause apply to a cell on a frequency in FR1 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.9.1.1-1 are valid under the following conditions:

· Conditions defined in 38.101-1 [18] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
· Other conditions are TBD.

Table 10.1.9.1.1-1: SS-RSRQ Inter frequency absolute accuracy in FR1

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	(2.5
	(4
	([-3] dB
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	(3.5
	(4
	([-4] dB
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:
NR operating band groups in FR1 are as defined in Section 3.5.2.


10.1.9.1.2
Relative Accuracy of SS-RSRQ in FR1

The relative accuracy of SS-RSRQ in inter frequency case is defined as the RSRQ measured from one cell on a frequency in FR1 compared to the RSRP measured from another cell on a different frequency in FR1.
The accuracy requirements in Table 10.1.9.1.2-1 are valid under the following conditions:

· Conditions defined in 38.101-1 [18] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
· 
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· Other conditions are TBD.

Table 10.1.9.1.2-1: SS-RSRQ Inter frequency relative accuracy in FR1

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	(3
	(4
	([-3] dB
	NRFDD_FR1_A, NRTDD_FR1_A
	TBD
	TBD
	N/A
	-50

	
	
	
	NRFDD_FR1_B
	TBD
	TBD
	N/A
	-50

	
	
	
	NRTDD_FR1_C
	TBD
	TBD
	N/A
	-50

	
	
	
	NRFDD_FR1_E, NRTDD_FR1_E
	TBD
	TBD
	N/A
	-50

	
	
	
	NRFDD_FR1_G
	TBD
	TBD
	N/A
	-50

	
	
	
	NRFDD_FR1_H
	TBD
	TBD
	N/A
	-50

	(4
	(4
	([-4] dB
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:
NR operating band groups in FR1 are as defined in Section 3.5.2.


10.1.10
Inter-frequency RSRQ accuracy requirements for FR2

10.1.10.1
Inter-frequency SS-RSRQ accuracy requirements in FR2

10.1.10.1.1
Aboslute Accuracy of SS-RSRQ in FR2

The requirements for absolute accuracy of SS-RSRQ in this clause apply to a cell on a frequency in FR2 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.10.1.1-1 are valid under the following conditions:

· Conditions defined in 38.101-2 [19] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
· Other conditions are TBD.

Table 10.1.10.1.1-1: SS-RSRQ Inter frequency absolute accuracy in FR2

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	
	

	([2.5]
	([4]
	([TBD] dB
	NR_TDD_FR2_A
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_B
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_F
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_G
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_T
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_Y
	TBD
	TBD
	N/A
	-50

	([3.5]
	([4]
	([TBD] dB
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:
NR operating band groups in FR2 are as defined in Section 3.5.3.


10.1.10.1.2
Relative Accuracy of SS-RSRQ in FR2

The relative accuracy of SS-RSRQ in inter frequency case is defined as the RSRQ measured from one cell on a frequency in FR2 compared to the RSRP measured from another cell on a different frequency in FR2.
The accuracy requirements in Table 10.1.10.1.2-1 are valid under the following conditions:

· Conditions defined in 38.101-2 [19] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
· 
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· Other conditions are TBD.

Table 10.1.10.1.2-1: SS-RSRQ Inter frequency relative accuracy in FR2

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	
	

	([3]
	([4]
	([TBD] dB
	NR_TDD_FR2_A
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_B
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_F
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_G
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_T
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_Y
	TBD
	TBD
	N/A
	-50

	([4]
	([4]
	([TBD] dB
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:
NR operating band groups in FR2 are as defined in Section 3.5.3.


10.1.11
RSRQ report mapping

10.1.11.1
SS-RSRQ measurement report mapping
The reporting range of SS-RSRQ is defined from -43 dB to 20 dB with 0.5 dB resolution. The mapping of measured quantity is defined in Table 10.1.11.1-1. The range in the signalling may be larger than the guaranteed accuracy range.

Table 10.1.11.1-1: SS-RSRQ measurement report mapping

	Reported value
	Measured quantity value
	Unit

	SS-RSRQ_0
	SS-RSRQ<-43
	dB

	SS-RSRQ_1
	-43≤ SS-RSRQ<-42.5
	dB

	SS-RSRQ_2
	-42.5≤ SS-RSRQ<-42
	dB

	SS-RSRQ_3
	-42≤ SS-RSRQ<-41.5
	dB

	SS-RSRQ_4
	-41.5≤ SS-RSRQ<-41
	dB

	..
	..
	…

	SS-RSRQ_122
	17.5≤ SS-RSRQ<18
	dB

	SS-RSRQ_123
	18≤ SS-RSRQ<18.5
	dB

	SS-RSRQ_124
	18.5≤ SS-RSRQ<19
	dB

	SS-RSRQ_125
	19≤ SS-RSRQ<19.5
	dB

	SS-RSRQ_126
	19.5≤ SS-RSRQ<20
	dB


10.1.12
Intra-frequency SINR accuracy requirements for FR1

10.1.12.1
Intra-frequency SS-SINR accuracy requirements in FR1

10.1.12.1.1
Absolute SS-SINR Accuracy in FR1

Unless otherwise specified, the requirements for absolute accuracy of SS-SINR in this clause apply to a cell on the same frequency as that of the serving cell in FR1.
The accuracy requirements in Table 10.1.12.1.1-1 are valid under the following conditions:

· Conditions defined in 38.101-1 [18] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band.

· Other conditions are TBD.

Table 10.1.12.1.1-1: SS-SINR Intra frequency absolute accuracy in FR1

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 3
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	(3.0
	(4
	(-3 dB
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	(3.5
	(4
	(-6 dB
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 3:
The requirements apply for SSB Ês/Iot ≤ 25 dB.
NOTE 4:
NR operating band groups in FR1 are as defined in Section 3.5.2.


10.1.13
Intra-frequency SINR accuracy requirements for FR2

10.1.13.1
Intra-frequency SS-SINR accuracy requirements in FR2

10.1.13.1.1
Absolute SS-SINR Accuracy in FR2

Unless otherwise specified, the requirements for absolute accuracy of SS-SINR in this clause apply to a cell on the same frequency as that of the serving cell in FR2.
The accuracy requirements in Table 10.1.13.1.1-1 are valid under the following conditions:

· Conditions defined in 38.101-2 [19] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band.

· Other conditions are TBD.

Table 10.1.13.1.1-1: SS-SINR Intra frequency absolute accuracy in FR2

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 3
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	
	

	([3.0]
	([4]
	([TBD] dB
	NR_TDD_FR2_A
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_B
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_F
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_G
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_T
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_Y
	TBD
	TBD
	N/A
	-50

	([3.5]
	([4]
	([TBD] dB
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 3:
The requirements apply for SSB Ês/Iot ≤ [25] dB.
NOTE 4:
NR operating band groups in FR2 are as defined in Section 3.5.3.


10.1.14
Inter-frequency SINR accuracy requirements for FR1

10.1.14.1
Inter-frequency SS-SINR accuracy requirements in FR1

10.1.14.1.1
Aboslute Accuracy of SS-SINR in FR1

The requirements for absolute accuracy of SS-SINR in this clause apply to a cell on a frequency in FR1 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.14.1.1-1 are valid under the following conditions:

· Conditions defined in 38.101-1 [18] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band.

· Other conditions are TBD.

Table 10.1.14.1.1-1: SS-SINR Inter frequency absolute accuracy in FR1

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 3
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	(3.0
	(4
	([-3] dB
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	(3.5
	(4
	([-4] dB
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 3:
The requirements apply for SSB Ês/Iot ≤ 25 dB.
NOTE 4:
NR operating band groups in FR1 are as defined in Section 3.5.2.


10.1.14.1.2
Relative Accuracy of SS-SINR in FR1
The relative accuracy of SS-SINR in inter frequency case is defined as the SS-SINR measured from one cell on a frequency in FR1 compared to the SS-SINR measured from another cell on a different frequency in FR1.
The accuracy requirements in Table 10.1.14.1.2-1 are valid under the following conditions:

· Conditions defined in 38.101-1 [18] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band.

· 
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· Other conditions are TBD.

Table 10.1.14.1.2-1: SS-SINR Inter frequency relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2,4
	Io Note 1 range

	
	
	
	NR operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	
	

	[(3.5]
	[(4]
	([TBD] dB
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	[(4]
	[(4]
	([TBD] dB
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The requirements apply for SSB Ês/Iot ≤ [25] dB.
NOTE 5:
NR operating band groups in FR1 are as defined in Section 3.5.2.


10.1.15
Inter-frequency SINR accuracy requirements for FR2

10.1.15.1
Inter-frequency SS-SINR accuracy requirements in FR2

10.1.15.1.1
Aboslute Accuracy of SS-SINR in FR2

The requirements for absolute accuracy of SS-SINR in this clause apply to a cell on a frequency in FR2 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.15.1.1-1 are valid under the following conditions:

· Conditions defined in 38.101-2 [19] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band.

· Other conditions are TBD.

Table 10.1.15.1.1-1: SS-SINR Inter frequency absolute accuracy in FR2

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 3
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	
	

	([3.0]
	([4]
	([TBD] dB
	NR_TDD_FR2_A
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_B
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_F
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_G
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_T
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_Y
	TBD
	TBD
	N/A
	-50

	([3.5]
	([4]
	([TBD] dB
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 3:
The requirements apply for SSB Ês/Iot ≤ [25] dB.
NOTE 4:
NR operating band groups in FR2 are as defined in Section 3.5.3.


10.1.15.1.2
Relative Accuracy of SS-SINR in FR2

The relative accuracy of SS-SINR in inter frequency case is defined as the SS-SINR measured from one cell on a frequency in FR2 compared to the SS-SINR measured from another cell on a different frequency in FR2.
The accuracy requirements in Table 10.1.15.1.2-1 are valid under the following conditions:

· Conditions defined in 38.101-2 [19] Clause 7.3 for reference sensitivity are fulfilled.
· Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band.

· 
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· Other conditions are TBD.

Table 10.1.15.1.2-1: SS-SINR Inter frequency relative accuracy in FR2

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2, Note 4
	Io Note 1 range

	
	
	
	NR operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	
	

	([3.5]
	([4]
	([TBD] dB
	NR_TDD_FR2_A
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_B
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_F
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_G
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_T
	TBD
	TBD
	N/A
	-50

	
	
	
	NR_TDD_FR2_Y
	TBD
	TBD
	N/A
	-50

	([4]
	([4]
	([TBD] dB
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The requirements apply for SSB Ês/Iot ≤ [25] dB.
NOTE 5:
NR operating band groups in FR2 are as defined in Section 3.5.3.


10.1.16
SINR report mapping

10.1.16.1
SS-SINR measurement report mapping
The reporting range of SS-SINR is defined from -23 dB to 40 dB with 0.5 dB resolution. The mapping of measured quantity is defined in Table 10.1.16.1-1. The range in the signalling may be larger than the guaranteed accuracy range.

Table 10.1.16.1-1: SS-SINR measurement report mapping

	Reported value
	Measured quantity value
	Unit

	SS-SINR_0
	SS-SINR<-23
	dB

	SS-SINR_1
	-23≤ SS-SINR<-22.5
	dB

	SS-SINR_2
	-22.5≤ SS-SINR<-22
	dB

	SS-SINR_3
	-22≤ SS-SINR<-21.5
	dB

	SS-SINR_4
	-21.5≤ SS-SINR<-21
	dB

	..
	..
	…

	SS-SINR_123
	38≤ SS-SINR<38.5
	dB

	SS-SINR_124
	38.5≤ SS-SINR<39
	dB

	SS-SINR_125
	39≤ SS-SINR<39.5
	dB

	SS-SINR_126
	39.5≤ SS-SINR<40
	dB

	SS-SINR_127
	40≤ SS-SINR
	dB


10.1.17
Power Headroom

10.1.17.1 Power Headroom Report

10.1.17.1.1
Power Headroom Report Mapping
The power headroom reporting range is from -32 ...+38 dB. Table 10.1.17.1-1 defines the report mapping.

Table 10.1.17.1-1: Power headroom report mapping

	Reported value
	Measured quantity value (dB)

	POWER_HEADROOM_0
	PH ( -32

	POWER_HEADROOM_1
	-32 ( PH ( -31

	POWER_HEADROOM_2
	-31 ( PH ( -30

	POWER_HEADROOM_3
	-30 ( PH ( -29

	(
	(

	POWER_HEADROOM_53
	20  PH  21

	POWER_HEADROOM_54
	21  PH  22

	POWER_HEADROOM_55
	22  PH  24

	POWER_HEADROOM_56
	24  PH  26

	POWER_HEADROOM_57
	26  PH  28

	POWER_HEADROOM_58
	28  PH  30

	POWER_HEADROOM_59
	30  PH  32

	POWER_HEADROOM_60
	32  PH  34

	POWER_HEADROOM_61
	34  PH  36

	POWER_HEADROOM_62
	36  PH  38

	POWER_HEADROOM_63
	PH ≥ 38


10.1.18
PCMAX,c,f
The UE is required to report the UE configured maximum output  power (PCMAX,c,f) together with the power headroom. This clause defines the requirements for the PCMAX,c,f reporting.

10.1.18.1
Report Mapping

The PCMAX,c,f reporting range is defined from -29dBm to 33 dBm with 1 dB resolution. Table 10.1.18.1-1 defines the reporting mapping.

Table 10.1.18.1-1 Mapping of PCMAX,c.f
	Reported value
	Measured quantity value
	Unit

	PCMAX_C_00
	PCMAX,c,f < -29
	dBm

	PCMAX_C_01
	-29 ( PCMAX,c,f < -28
	dBm

	PCMAX_C_02
	-28 ( PCMAX,c,f < -27
	dBm

	…
	…
	…

	PCMAX_C_61
	31 ( PCMAX,c,f < 32
	dBm

	PCMAX_C_62
	32 ( PCMAX,c,f < 33
	dBm

	PCMAX_C_63
	33 ( PCMAX,c,f
	dBm


<< End of Change #1 >>
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