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1. Overall Description:

RAN2 has discussed the UE capabilities for the remaining MR-DC variants for late drop, i.e. Option 4 (NE-DC), Option 7 (NGEN-DC) and NR-DC.
RAN2 would like to understand if there are UE capabilities which need to be differed between EN-DC and options included in the late drop:

Q1: RAN2 understands that  the band combinations defined for EN-DC also applicable for NGEN-DC, i.e. the same EN-DC band combinations defined in 38.101 would be re-used for NGEN-DC as the only difference is the core network node. Therefore RAN2 assumes there is no need to have explicit signalling for the supported band combinations for NGEN-DC, i.e. the reported set of band combinations for EN-DC can be re-used, is it consistent with RAN4 understanding?

Q2: RAN2 would like to ask RAN4 whether the band combinations defined for EN-DC also applicable for NE-DC, i.e. the same EN-DC band combinations defined in 38.101 would be re-used for NE-DC? Or could there be at least some band combinations which can only be used for either EN-DC or NE-DC?

Q2a: if the answer to Q2 is Yes to re-use, is a NE-DC supporting UE with a reported support of EN-DC band combination, expected to support NE-DC also on that BC without any additional signalling?
Q3: RAN2 would like to ask RAN4 whether the band combinations defined for NR CA also applicable for NR-DC, i.e. the same NR CA band combinations defined in 38.101 would be re-used for NR-DC? Or could there be at least some band combinations which can only be used for either NR CA or NR-DC?
Q3a: if the answer to Q3 is Yes to re-use, is a NR-DC supporting UE with a reported support of NR SA band combination, expected to support NR-DC also on that BC without any additional signalling?

Q4: RAN2 understands that the UE capabilities for NGEN-DC can re-use all EN-DC capabilities. From RAN1 and RAN4 point of view, is it consistent with RAN1 and RAN4 understanding?
Q5:  From RAN1 and RAN4 point of view, a re there any UE capabilities(defined per-CC or per-band-per-BC or per-BC) that need to signalled differently for NE-DC compared to EN-DC?

Q6 : From RAN1 and RAN4 point of view, a re there any UE capabilities (defined per-CC or per-band-per-BC or per-BC) that need to be signalled differently for NR-DC compared to NR CA?
2. Actions:
To: 3GPP TSG RAN WG4 group.

ACTION: RAN2 requests RAN4 and RAN1 to provide feedback to the questions listed above.
3. Date of Next TSG-RAN WG2 Meetings:

TSG RAN2 Meeting #104                        12nd –16th November 2018                           Spokane, US

TSG RAN2 Meeting #105                        25th February –1st March 2019                     Athens, GR

