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<Start of changes>
[bookmark: _Toc518917683]6.6.3.1.2	1.28 Mcps TDD Option
These requirements are only applicable for frequencies which are greater than 4 MHz away from the UE center carrier frequency.
Table 6.7C: General Spurious emissions requirements (1.28 Mcps TDD Option)
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz  f < 150 kHz
	1 kHz
	-36 dBm

	150 kHz  f < 30 MHz
	10 kHz
	-36 dBm

	30 MHz  f < 1000 MHz
	100 kHz
	-36 dBm

	1 GHz  f < 12.75 GHz
	1 MHz
	-30 dBm



Table 6.7D: Additional Spurious emissions requirements (1.28 Mcps TDD Option)
	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	a

	703 MHz  f < 803 MHz
	1 MHz
	-50 dBm (note 3)

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (note1)

	
	925 MHz  f  935 MHz
	100 kHz
	-67 dBm (note1)

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (note1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (note1)

	
	2010 MHz  f  2025 MHz
	1MHz
	-65 dBm (Note2)

	
	1880 MHz  f  1920 MHz
	1MHz
	-65 dBm (Note 3)

	
	2300 MHz  f  2400 MHz
	1MHz
	-65 dBm (note 3)

	
	2496 MHz  f  2690 MHz
	1MHz
	-50dBm (note 3)

	
	33400 MHz  f < 3600 4200 MHz
	1 MHz
	-50 dBm (note 3)

	
	4400 MHz  f  5000 MHz
	1 MHz
	-50 dBm (note 3)

	b

	1850 MHz  f  1910 MHz
	1 MHz
	-65 dBm (Note 4)

	
	1930 MHz  f  1990 MHz
	1 MHz
	-65 dBm (Note 5)

	
	2010 MHz  f  2025 MHz
	1MHz
	-65 dBm

	c
	2010 MHz  f  2025 MHz
	1 MHz
	-65 dBm

	d
	1900 MHz  f  1920 MHz
	1 MHz
	-65 dBm

	
	2010 MHz  f  2025 MHz
	1 MHz
	-65 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-37 dBm

	e
	703 MHz  f < 803 MHz
	1 MHz
	-50 dBm (note1)

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (note1)

	
	925 MHz  f  935 MHz
	100 kHz
	-67 dBm (note1)

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (note1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (note1)

	
	1880 MHz  f  1920 MHz
	1 MHz
	-65 dBm

	
	2010 MHz  f  2025 MHz
	1 MHz
	-65 dBm

	
	2496 MHz  f  2690 MHz
	1MHz
	-50dBm

	
	3400 MHz  f < 3600 MHz
	1 MHz
	-50 dBm

	f
	703 MHz  f < 803 MHz
	1 MHz
	-50 dBm (note1)

	
	921 MHz f<925 MHz
	100 kHz
	-60 dBm (note1)

	
	925 MHz< f <935 MHz
	100 kHz
	-67 dBm (note1)

	
	935 MHz< f <960 MHz
	100 kHz
	-79 dBm (note1)

	
	1805 MHz  f  1850 MHz
	100 kHz
	-71 dBm (note1)

	
	2010 MHz  f  2025 MHz
	1MHz
	-65 dBm 

	
	2300 MHz  f  2400 MHz
	1MHz
	-65 dBm

	
	2496 MHz  f  2690 MHz
	1MHz
	-50dBm

	
	33400 MHz  f < 423600 MHz
	1 MHz
	-50 dBm

	
	4400 MHz  f  5000 MHz
	1 MHz
	-50 dBm 

	Note 1	The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 6.7c are permitted for each UARFCN used in the measurement.
Note 2:	This requirement is only applicable when UE operating in 1900-1920MHz of band a.
Note 3:	This requirement is only applicable when UE operating in 2010-2025MHz of band a.
Note 4:	This requirement is only applicable when UE operating in 1930-1990MHz of band b.
Note 5:	This requirement is only applicable when UE operating in 1850-1910MHz of band b.



<End of changes>

