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	Reason for change:
	In current TS 38.101-3, some operating band information for CA and DC is not correct and should be corrected. Furthermore, the titles for band combinatation tables in section 5 should be described according to different categories respectively. The detail changes mainly focus on:
· EN-DC combinations of DC_42_n77, DC_42_n78 and DC_42_n79 in table 5.2B.4.2-1 should be removed;
· The restriction for band n28 should be noted for table 5.2B.4.1-1, 5.2B.4.2-1, 5.2B.4.3-1, 5.2B.4.4-1 and 5.2B.4.5-1;
· LTE band CA_3-21-42 should be set for band combinations of DC_3-21-42_n77, DC_3-21-42_n78 and DC_3-21-42_n79 in table 5.2B.4.3-1;
· Remove duplicate EN-DC combination of DC_42C_n79A in table 5.5B.4.1-1;
· Correct E-UTRA configuration and NR configuration for DC_42C_n77C, DC_42C_n78C, DC_42C_n79C, DC_42D_n77A, DC_42D_n78A, DC_42D_n79A, DC_42E_n77A, DC_42E_n78A, DC_42E_n79A, DC_46D_n78A and DC_46E_n78A in table 5.5B.4.1-1.
· Add NR configurations for DC_46A_n78A and DC_46C_n78A in table 5.5B.4.1-1;
· Add NR configurations for DC_1A-3A_n77C, DC_1A-3A_n78C and DC_1A-3A_n79C in table 5.5B.4.2-1;
· Correct uplink EN-DC configurations for DC_1A-42A_n78A, DC_1A-42A_n78C, DC_7A-46A_n78A and DC_7A-46C_n78A in table 5.5B.4.2-1;
· Add the restriction note for Band46 in table 5.5B.4.2-1;
· Correct E-UTRA configuration for DC_1A-42D_n77A, DC_1A-42D_n78A, DC_1A-42D_n79A, DC_3A-42A_n77A, DC_3A-42A_n77C, DC_3A-42D_n77A, DC_3A-42D_n78A, DC_3A-42D_n79A and DC_3A-42E_n79A in table 5.5B.4.2-1;
· Correct NR configuration for DC_3A-41A_n78A, DC_28A-42A_n77C, DC_28A-42A_n78C and DC_28A-42A_n79C in table 5.5B.4.2-1;
· Correct E-UTRA configurations for DC_3A-28A-42C_n77A, DC_3A-28A-42C_n78A, DC_3A-28A-42C_n79A, DC_21A-28A-42C_n77A, DC_21A-28A-42C_n78A and DC_21A-28A-42C_n79A in table 5.5B.4.3-1.
· Replace NR configurations of n77C, n78C and n79C to CA_n77C, CA_n78C and CA_n79C in table 5.5B.4.3-1 and 5.5B.4.4-1, respectively;
· Replace NR configurations of n257D, n257E, n257F, n257G, n257H, n257I, n257J, n257K, n257L, n257M to CA_n257D, CA_n257E, CA_n257F, CA_n257G, CA_n257H, CA_n257I, CA_n257J, CA_n257K, CA_n257L, CA_n257M in table 5.5B.7.1;
· Replace NR configurations of n77C and n78C to CA_n77C and CA_n78C;
· Correct E-UTRA configurations for DC_41C_n257A, DC_42C_n257A, DC_42A_n257D, DC_42A_n257E, DC_42A_n257F, DC_42D_n257A, DC_42E_n257A in table 5.5B.5.1-1
· Correct EN-DC combination of DC_1-3-28_n77 the single UL allowed as ‘DC_1_n77’ and ‘DC_3_n77’ in table 5.2B.4.3-1
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< start of changes >
<< Unchanged sections omitted >> 
[bookmark: _Toc526341423]5	Operating bands and channel arrangement
[bookmark: _Toc526341424]5.1	General
The channel arrangements presented in this clause are based on the operating bands and channel bandwidths defined in the present release of specifications.
NOTE:	Other operating bands and channel bandwidths may be considered in future releases.
Requirements throughout the RF specifications are in many cases defined separately for different frequency ranges (FR). The frequency ranges in which NR can operate according to this version of the specifications are identified as described in Table 5.1-1.
Table 5.1-1: Definition of frequency ranges
	Frequency range designation
	Corresponding frequency range

	FR1
	450 MHz – 6000 MHz

	FR2
	24250 MHz – 52600 MHz



The present specification covers band combinations including
-	at least one FR1 operating band and one FR2 operating band for carrier aggregation and dual connectivity operations;
-	at least one E-UTRA operating band for dual connectivity operations.
[bookmark: _Toc526341425]5.2	Operating bands
NR is designed to operate in FR1 operating bands defined in TS 38.101-1 [2] and FR2 operating bands defined in TS 38.101-2 [3]. E-UTRA is designed to operate in operating bands defined in TS 36.101 [4].
Editor’s note: The lists of specific NR operating bands and band combinations is maintained in TR 38.817-01 and will be merged into TS 38.101-3 in a future version.
[bookmark: _Toc526341426]5.2A	Operating bands for CA
[bookmark: _Toc526341427]5.2A.1	Inter-band CA between FR1 and FR2
NR carrier aggregation are designed to operate in the operating bands defined in Table 5.2A.1‑1. The band combinations include at least one FR1 operating band and one FR2 operating band.
Table 5.2A.1-1: Band combinations for NR inter-band CA between FR1 and FR2
	NR CA Band
	NR Band

	CA_n8-n258
	n8, n258

	CA_n71-n2571
	n71, n257

	CA_n77-n2571
	n77, n257

	CA_n78-n2571
	n78, n257

	CA_n79-n2571
	n79, n257

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.



[bookmark: _Toc526341428]5.2B	Operating bands for DC
[bookmark: _Toc526341429]5.2B.1	General
The operating bands are specified for operation with EN-DC or NGEN-DC, NR-DC configured. The EN-DC or NGEN-DC band combinations include at least one E-UTRA operating band.
For EN-DC configurations indicated by column “Single Uplink allowed” (e.g., problematic band combinations as defined in TS38.306) in tables in this section the UE may indicate capability of not supporting simultaneous dual and triple uplink operation due to possible intermodulation interference to its own primary downlink channel bandwidth if the intermodulation order is 2 or if the intermodulation order is 3 for the combinations when both operating bands are below are between 450 MHz – 960 MHz or between 1427 MHz – 2690 MHz. In case for the EN-DC configurations listed in tables in this section for which the intermodulation products caused by the dual and triple uplink operation fall into the recive receive band but do not interfere with the own primary downlink channel bandwidth as defined in Annex-I the UE is mandated to operate in dual and triple uplink mode. Single Uplink is also allowed for certain band combinations where intermodulation or reverse intermodulation products could create difficulty for meeting emission requirements.
[bookmark: _Toc526341430]5.2B.2	Intra-band contiguous EN-DC
<Editor’s note: conducted requirements>
[bookmark: _Toc526341431]5.2B.2.1	EN-DC
Table 5.2B.2.1-1: Band combinations for intra-band contiguous EN-DC
	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_(n)71
	71
	n71
	No3

	DC_(n)41
	41
	n41
	Yes1

	NOTE 1:	Single UL allowed due to potential emission issues, not self-interference.
NOTE 2:	The minimum requirements apply for 15 kHz subcarrier spacing on the SCG.
NOTE 3:	For UE(s) supporting dynamic power sharing it is mandatory to do dual simultaneous UL. For UE(s) not supporting dynamic power sharing single UL is allowed.



[bookmark: _Toc526341432]5.2B.3	Intra-band non-contiguous EN-DC
<Editor’s note: conducted requirements>
[bookmark: _Toc526341433]5.2B.3.1	EN-DC
Table 5.2B.3.1-1: Band combinations for intra-band non-contiguous EN-DC
	EN-DC Band Uplink Combination
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_3_n3
	3
	n3
	Yes1

	DC_41_n41
	41
	n41
	Yes

	NOTE 1:	Only single switched UL is supported in Rel.15



[bookmark: _Toc526341434]5.2B.3.2	Void

[bookmark: _Toc526341435]5.2B.4	Inter-band EN-DC within FR1
<Editor’s note: conducted requirements>
[bookmark: _Toc526341436]5.2B.4.1	EN-DC (two bands)
Table 5.2B.4.1-1: Band combinations for inter-band EN-DC within FR1 (two bands)
	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1_n28
	1
	n28
	No

	DC_1_n40
	1
	n40
	No

	DC_1_n51
	1
	n51
	No

	DC_1_n773
	1
	n77
	DC_1_n77

	DC_1_n783
	1
	n78
	No

	DC_1_n793
	1
	n79
	No

	DC_2_n5
	2
	n5
	No

	DC_2_n66
	2
	n66
	DC_2_n66

	DC_2_n71
	2
	n71
	No

	DC_2_n78
	2
	n78
	DC_2_n78

	DC_3_n7
	3
	n7
	No

	DC_3_n28
	3
	n28
	No

	DC_3_n40
	3
	n40
	No

	DC_3_n51
	3
	n51
	No

	DC_3_n773
	3
	n77
	DC_3_n77

	DC_3_n783
	3
	n78
	DC_3_n78

	DC_3_n793
	3
	n79
	No

	DC_5_n40
	5
	n40
	No

	DC_5_n66
	5
	n66
	DC_5_n66

	DC_5_n783
	5
	n78
	No

	DC_7_n28
	7
	n28
	No

	DC_7_n51
	7
	n51
	No

	DC_7_n783
	7
	n78
	No

	DC_7-7_n783
	CA_7-7
	n78
	No

	DC_8_n40
	8
	n40
	No

	DC_8_n773
	8
	n77
	No

	DC_8_n783
	8
	n78
	No

	DC_8_n793
	8
	n79
	No

	DC_11_n773
	11
	n77
	No

	DC_11_n783
	11
	n78
	No

	DC_11_n793
	11
	n79
	No

	DC_12_n5
	12
	n5
	No

	DC_12_n66
	12
	n66
	No

	DC_18_n773
	18
	n77
	No

	DC_18_n783
	18
	n78
	No

	DC_18_n793
	18
	n79
	No

	DC_19_n773
	19
	n77
	No

	DC_19_n783
	19
	n78
	No

	DC_19_n793
	19
	n79
	No

	DC_20_n8
	20
	n8
	DC_20_n8

	DC_20_n284
	20
	n28
	No

	DC_20_n51
	20
	n51
	No

	DC_20_n77
	20
	n77
	No

	DC_20_n783
	20
	n78
	No

	DC_21_n773
	21
	n77
	No

	DC_21_n783
	21
	n78
	No

	DC_21_n793
	21
	n79
	No

	DC_25_n41
	25
	n41
	No

	DC_26_n413
	26
	n41
	No

	DC_26_n773
	26
	n77
	No

	DC_26_n783
	26
	n78
	No

	DC_26_n793
	26
	n79
	No

	DC_28_n51
	28
	n51
	No

	DC_28_n773
	28
	n77
	No

	DC_28_n783
	28
	n78
	No

	DC_28_n793
	28
	n79
	No

	DC_30_n5
	30
	n5
	No

	DC_30_n66
	30
	n66
	No

	DC_38_n78
	38
	n78
	No

	DC_39_n781,3
	39
	n78
	No

	DC_39_n793
	39
	n79
	No

	DC_40_n77
	40
	n77
	No

	DC_41_n77
	41
	n77
	No

	DC_41_n78
	41
	n78
	No

	DC_41_n792,3
	41
	n79
	No

	DC_42_n51
	42
	n51
	No

	DC_42_n775
	42
	n77
	N/ANo

	DC_42_n785
	42
	n78
	N/ANo

	DC_42_n795
	42
	n79
	N/ANo

	DC_66_n71
	66
	n71
	No

	DC_66_n5
	66
	n5
	No

	DC_66_n78
	66
	n78
	No

	NOTE 1:	The frequency range above 3600MHz for Band n78 is not used in this combination.
NOTE 2:	The frequency range below 2506MHz for Band 41 is not used in this combination.
NOTE 3:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.
NOTE 4:	The frequency range in band 28 n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 5:  The combination is not used alone as fall back mode of other band combinations in which UL in Band 42 is not used.



[bookmark: _Toc526341437]5.2B.4.2	EN-DC (three bands)
Table 5.2B.4.2-1: Band combinations for inter-band EN-DC within FR1 (three bands)
	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1-3_n28
	CA_1-3
	n28
	No

	DC_1-3_n772
	CA_1-3
	n77
	DC_1_n77, DC_3_n77

	DC_1-3_n782
	CA_1-3
	n78
	DC_3_n78

	DC_1-3_n792
	CA_1-3
	n79
	No

	DC_1-5_n782
	CA_1-5
	n78
	No

	DC_1-5_n782
	CA_1-5
	n78
	No

	DC_1-7_n282
	CA_1-7
	n28
	No

	DC_1-7_n78 2
	CA_1-7
	n78
	No

	DC_1-7-7_n782
	CA_1-7-7
	n78
	No

	DC_1-8_n782
	CA_1-8
	n78
	No

	DC_1-18_n772
	CA_1-18
	n77
	DC_1_n77No

	DC_1-18_n782
	CA_1-18
	n78
	No

	DC_1-18_n79
	CA_1-18
	n79
	No

	DC_1-19_n772
	CA_1-19
	n77
	DC_1_n77

	DC_1-19_n782
	CA_1-19
	n78
	No

	DC_1-19_n792
	CA_1-19
	n79
	No

	DC_1-20_n283
	CA_1-20
	n28
	No

	DC_1-20_n782
	CA_1-20
	n78
	No

	DC_1-21_n772
	CA_1-21
	n77
	DC_1_n77

	DC_1-21_n782
	CA_1-21
	n78
	No

	DC_1-21_n792
	CA_1-21
	n79
	No

	DC_1-28_n772
	CA_1-28
	n77
	DC_1_n77No

	DC_1-28_n782
	CA_1-28
	n78
	No

	DC_1-28_n79
	CA_1-28
	n79
	No

	DC_1_n28-n782
	1
	CA_n28-n78
	No

	DC_1_n77-n79
	1
	CA_n77-n79
	No

	DC_1_n78-n79
	1
	CA_n78-n79
	No

	DC_1-41_n77
	CA_1-41
	n77
	DC_1_n77No

	DC_1-41_n78
	CA_1-41
	n78
	No

	DC_1-41_n79
	CA_1-41
	n79
	No

	DC_1-42_n77
	CA_1-42
	n77
	DC_1_n77

	DC_1-42_n78
	CA_1-42
	n78
	No

	DC_1-42_n79
	CA_1-42
	n79
	No

	DC_1_SUL_n78-n842
	1
	SUL_n78-n84
	No

	DC_2-5_n66
	CA_2-5
	n66
	No

	DC_2-12_n66
	CA_2-12
	n66
	No

	DC_2-30_n66
	CA_2-30
	n66
	No

	DC_2-(n)71
	CA_2-71
	n71
	No

	DC_2-66_n71
	CA_2-66
	n71
	No

	DC_3_n3-n77
	3
	CA_n3-n77
	DC_3_n3

	DC_3_n3-n78
	3
	CA_n3-n78
	DC_3_n3

	DC_1-28_n77
	CA_1-28
	n77
	No

	DC_3-5_n782
	CA_3-5
	n78
	DC_3_n78

	DC_3-7_n28
	CA_3-7
	n28
	No

	DC_3-7_n782
	CA_3-7
	n78
	DC_3_n78

	DC_3-7-7_n782
	CA_3-7-7
	n78
	DC_3_n78

	DC_3-8_n78
	CA_3-8
	n78
	DC_3_n78

	DC_3-19_n772
	CA_3-19
	n77
	DC_3_n77No

	DC_3-19_n782
	CA_3-19
	n78
	DC_3_n78No

	DC_3-19_n792
	CA_3-19
	n79
	No

	DC_3-20_n282,3
	CA_3-20
	n28
	No

	DC_3-20_n782
	CA_3-20
	n78
	DC_3_n78No

	DC_3-21_n772
	CA_3-21
	n77
	DC_3_n77No

	DC_3-21_n782
	CA_3-21
	n78
	DC_3_n78No

	DC_3-21_n792
	CA_3-21
	n79
	No

	DC_3-28_n782
	CA_3-28
	n78
	No

	DC_3_n28-n782
	3
	CA_n28-n78
	DC_3_n78

	DC_3-28_n79
	3
	CA_n28-n79
	No

	DC_3-38_n78
	CA_3-38
	n78
	DC_3_n78

	DC_3-41_n78
	CA_3-41
	n78
	DC_3_n78

	DC_3-42_n77
	CA_3-42
	n77
	DC_3_n77

	DC_3-42_n78
	CA_3-42
	n78
	DC_3_n78

	DC_3-42_n79
	CA_3-42
	n79
	No

	DC_3_n77-n79
	3
	CA_n77-n79
	No

	DC_3_n78-n79
	3
	CA_n78-n79
	DC_3_n78No

	DC_3_SUL_n78-n802
	3
	SUL_n78-n80
	DC_3_n78

	DC_3_SUL_n78-n822
	3
	SUL_n78-n821
	DC_3_n78

	DC_3_SUL_n79-n802
	3
	SUL_n79-n80
	No

	DC_5-7-7_n78
	CA_5-7-7
	n78
	No

	DC_5-7_n78
	CA_5-7
	n78
	No

	DC_5-30_n66
	CA_5-30
	n66
	DC_5_n66No

	DC_7-7_n78
	CA_7-7
	n78
	No

	DC_7-20_n283
	CA_7-20
	n28
	No

	DC_7-20_n782
	CA_7-20
	n78
	No

	DC_7-28_n782
	CA_7-28
	n78
	No

	DC_7_n28-n782
	7
	CA_n28-n78
	No

	DC_7_n782
	CA_7
	n78
	No

	DC_7-46_n78
	CA_7-46
	n78
	No

	DC_8_SUL_n78-n812
	8
	SUL_n78-n81
	No

	DC_8_SUL_n79-n812
	8
	SUL_n79-n81
	No

	DC_12-30_n66
	CA_12-30
	n66
	No

	DC_18-28_n772
	CA_18-28
	n77
	No

	DC_18-28_n782
	CA_18-28
	n78
	No

	DC_18-28_n792
	CA_18-28
	n79
	No

	DC_19-21_n772
	CA_19-21
	n77
	No

	DC_19-21_n782
	CA_19-21
	n78
	No

	DC_19-21_n792
	CA_19-21
	n79
	No

	DC_19-42_n77
	CA_19-42
	n77
	No

	DC_19-42_n78
	CA_19-42
	n78
	No

	DC_19-42_n79
	CA_19-42
	n79
	No

	DC_19_n77-n79
	19
	CA_n77-n79
	No

	DC_19_n78-n79
	19
	CA_n78-n79
	No

	DC_20_n8-n75
	20
	CA_n8-n75
	DC_20_n8

	DC_20_n28-n753
	20
	CA_n28-n75
	No

	DC_20_n28-n782,3
	20
	CA_n28-n78
	No

	DC_20_n75-n782
	20
	CA_n75-n78
	No

	DC_20_n76-n782
	20
	CA_n76-n78
	No

	DC_20_SUL_n78-n822
	20
	SUL_n78-n82
	No

	DC_20_SUL_n78-n832
	20
	SUL_n78-n831
	No

	DC_21-42_n77
	CA_21-42
	n77
	No

	DC_21-42_n78
	CA_21-42
	n78
	No

	DC_21-42_n79
	CA_21-42
	n79
	No

	DC_21_n77-n79
	21
	CA_n77-n79
	No

	DC_21_n78-n79
	21
	CA_n78-n79
	No

	DC_28-42_n77
	CA_28-42
	n77
	No

	DC_28-42_n78
	CA_28-42
	n78
	No

	DC_28-42_n79
	CA_28-42
	n79
	No

	DC_41-42_n77
	CA_41-42
	n77
	No

	DC_41-42_n78
	CA_41-42
	n78
	No

	DC_41-42_n79
	CA_41-42
	n79
	No

	DC_41_n77
	CA_41
	n77
	No

	DC_41_n78
	CA_41
	n78
	No

	DC_41_n79
	CA_41
	n79
	No

	DC_42_n77
	CA_42
	n77
	No

	DC_28_SUL_n78-n832
	28
	SUL_n78-n83
	No

	DC_42_n77
	CA_42
	n77
	No

	DC_42_n78
	CA_42
	n78
	No

	DC_42_n79
	CA_42
	n79
	No

	DC_66_(n)71
	CA_66-71
	n71
	No

	DC_66_SUL_n78-n862
	66
	SUL_n78-n86
	DC_66_n78

	NOTE 1:	If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier can be up to 140us and placed in SUL resources.
NOTE 2:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability
NOTE 3:	The frequency range in band 28 n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.



[bookmark: _Toc526341438]5.2B.4.3	EN-DC (four bands)
Table 5.2B.4.3-1: Band combinations for inter-band EN-DC within FR1 (four bands)
	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1-3-5_n781
	CA_1-3-5
	n78
	DC_3_n78

	DC_1-3-7_n28
	CA_1-3-7
	n28
	No

	DC_1-3-7-7_n781
	CA_1-3-7-7
	n78
	DC_3_n78

	DC_1-3-7_n781
	CA_1-3-7
	n78
	DC_3_n78

	DC_1-3-8_n781
	CA_1-3-8
	n78
	DC_3_n78No

	DC_1-3-28_n771
	CA_1-3-28
	n77
	DC_1_n77, DC_3_n77No

	DC_1-3-28_n781
	CA_1-3-28
	n78
	DC_3_n78No

	DC_1-3_n28-n781
	CA_1-3
	CA_n28-n78
	DC_3_n78

	DC_1-3-28_n791
	CA_1-3-28
	n79
	No

	DC_1-3-19_n771
	CA_1-3-19
	n77
	DC_1_n77, DC_3_n77

	DC_1-3-19_n781
	CA_1-3-19
	n78
	DC_3_n78

	DC_1-3-19_n791
	CA_1-3-19
	n79
	No

	DC_1-3-20_n282
	CA_1-3-20
	n28
	No

	DC_1-3-20_n781
	CA_1-3-20
	n78
	DC_3_n78

	DC_1-3-21_n771
	CA_1-3-21
	n77
	DC_1_n77, DC_3_n77

	DC_1-3-21_n781
	CA_1-3-21
	n78
	DC_3_n78

	DC_1-3-21_n791
	CA_1-3-21
	n79
	No

	DC_1-3-42_n77
	CA_1-3-42
	n77
	DC_1_n77,  DC_3_n77

	DC_1-3-42_n78
	CA_1-3-42
	n78
	DC_3_n78No

	DC_1-3-42_n79
	CA_1-3-42
	n79
	No

	DC_1-5-7_n78
	CA_1-5-7
	n78
	No

	DC_1-5-7-7_n78
	CA_1-5-7-7
	n78
	No

	DC_1-7-20_n282
	CA_1-7-20
	n28
	No

	DC_1-7-20_n781
	CA_1-7-20
	n78
	No

	DC_1-7_n28-n781
	CA_1-7
	CA_n28-n78
	No

	DC_1-18-28_n77
	CA_1-18-28
	n77
	No

	DC_1-18-28_n78
	CA_1-18-28
	n78
	No

	DC_1-18-28_n791
	CA_1-18-28
	n79
	No

	DC_1-19-42_n77
	CA_1-19-42
	n77
	DC_1_n77

	DC_1-19-42_n78
	CA_1-19-42
	n78
	No

	DC_1-19-42_n79
	CA_1-19-42
	n79
	No

	DC_1-20_n28-n781,2
	CA_1-20
	CA_n28-n78
	No

	DC_1-21-28_n771
	CA_1-21-28
	n77
	DC_1_n77No

	DC_1-21-28_n781
	CA_1-21-28
	n78
	No

	DC_1-21-28_n791
	CA_1-21-28
	n79
	No

	DC_1-21-42_n77
	CA_1-21-42
	n77
	DC_1_n77

	DC_1-21-42_n78
	CA_1-21-42
	n78
	No

	DC_1-21-42_n79
	CA_1-21-42
	n79
	No

	DC_1-28-42_n77
	CA_1-28-42
	n77
	DC_1_n77No

	DC_1-28-42_n78
	CA_1-28-42
	n78
	No

	DC_1-28-42_n79
	CA_1-28-42
	n79
	No

	DC_1-41-42_n77
	CA_1-41-42
	n77
	DC_1_n77No

	DC_1-41-42_n78
	CA_1-41-42
	n78
	No

	DC_1-41-42-n79
	CA_1-41-42
	n79
	No

	DC_2-66-(n)71
	CA_2-66-71
	n71
	

	DC_3-5-7_n78
	CA_3-5-7
	n78
	DC_3_n78

	DC_3-5-7-7_n78
	CA_3-5-7-7
	n78
	DC_3_n78

	DC_3-7-20_n282
	CA_3-7-20
	n28
	No

	DC_3-7-20_n781
	CA_3-7-20
	n78
	DC_3_n78

	DC_3-7-28_n781
	CA_3-7-28
	n78
	DC_3_n78

	DC_3-7_n28-n781
	CA_3-7
	CA_n28-n78
	DC_3_n78

	DC_3-19-21_n771
	CA_3-19-21
	n77
	DC_3_n77

	DC_3-19-21_n781
	CA_3-19-21
	n78
	DC_3_n78

	DC_3-19-21_n791
	CA_3-19-21
	n79
	No

	DC_3-19-42_n77
	CA_3-19-42
	n77
	DC_3_n77

	DC_3-19-42_n78
	CA_3-19-42
	n78
	DC_3_n78

	DC_3-19-42_n791
	CA_3-19-42
	n79
	No

	DC_3-20_n28-n781,2
	CA_3-20
	CA_n28-n78
	DC_3_n78

	DC_3-21-42_n77
	DCCA_3-21-42
	n77
	DC_3_n77

	DC_3-21-42_n78
	DCCA_3-21-42
	n78
	DC_3_n78

	DC_3-21-42_n79
	DCCA_3-21-42
	n79
	No

	DC_3-28-42_n77
	CA_3-28-42
	n77
	DC_3_n77

	DC_3-28-42_n78
	CA_3-28-42
	n78
	DC_3_n78

	DC_3-28-42_n79
	CA_3-28-42
	n79
	No

	DC_7-20_n28-n781,2
	CA_7-20
	CA_n28-n78
	No

	DC_19-21-42_n77
	CA_19-21-42
	n77
	No

	DC_19-21-42_n78
	CA_19-21-42
	n78
	No

	DC_19-21-42_n79
	CA_19-21-42
	n79
	No

	DC_3-5-7_n78
	CA_3-5-7
	n78
	DC_3_n78

	DC_3-7-20_n282
	CA_3-7-20
	n28
	No

	DC_3-7-28_n781
	CA_3-7-28
	n78
	No

	DC_3-7-20_n781
	CA_3-7-20
	n78
	DC_3_n78

	DC_3-19-21_n771
	CA_3-19-21
	n77
	DC_3_n77

	DC_3-19-21_n781
	CA_3-19-21
	n78
	DC_3_n78

	DC_3-19-21_n791
	CA_3-19-21
	n79
	No

	DC_3-19-42_n77
	CA_3-19-42
	n77
	No

	DC_3-19-42_n78
	CA_3-19-42
	n78
	No

	DC_3-19-42_n791
	CA_3-19-42
	n79
	No

	DC_3-28-42_n77
	CA_3-28-42
	n77
	No

	DC_3-28-42_n78
	CA_3-28-42
	n78
	No

	DC_3-28-42_n79
	CA_3-28-42
	n79
	No

	DC_7-20_n28-n781,2
	CA_7-20
	CA_n28-n78
	No

	DC_21-28-42_n77
	CA_21-28-42
	n77
	No

	DC_21-28-42_n78
	CA_21-28-42
	n78
	No

	DC_21-28-42_n79
	CA_21-28-42
	n79
	No

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability
NOTE 2:	The frequency range in band 28 n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.



[bookmark: _Toc526341439]5.2B.4.4	EN-DC (five bands)
Table 5.2B.4.4-1: Band combinations for inter-band EN-DC within FR1 (five bands)
	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1-3-5-7_n78
	CA_1-3-5-7
	n78
	DC_3_n78

	DC_1-3-5-7-7_n78
	CA_1-3-5-7-7
	n78
	DC_3_n78

	DC_1-3-7-20_n282
	CA_1-3-7-20
	n28
	No

	DC_1-3-7-20_n781
	CA_1-3-7-20
	n78
	DC_3_n78

	DC_1-3-7_n28-n781
	CA_1-3-7
	CA_n28-n78
	DC_3_n78

	DC_1-3-19-21_n771
	CA_1-3-19-21
	n77
	DC_1_n77, DC_3_n77

	DC_1-3-19-21_n781
	CA_1-3-19-21
	n78
	DC_3_n78

	DC_1-3-19-21_n791
	CA_1-3-19-21
	n79
	No

	DC_1-3-19-42_n77
	CA_1-3-19-42
	n77
	DC_1_n77, DC_3_n77

	DC_1-3-19-42_n78
	CA_1-3-19-42
	n78
	DC_3_n78

	DC_1-3-19-42_n79
	CA_1-3-19-42
	n79
	No

	DC_1-3-20_n28-n781,2
	CA_1-3-20
	CA_n28-n78
	DC_3_n78

	DC_1-3-21-42_n77
	CA_1-3-21-42
	n77
	DC_1_n77, DC_3_n77

	DC_1-3-21-42_n78
	CA_1-3-21-42
	n78
	DC_3_n78

	DC_1-3-21-42_n79
	CA_1-3-21-42
	n79
	No

	DC_1-7-20_n28-n781,2
	CA_1-7-20
	CA_n28-n78
	No

	DC_1-19-21-42_n77
	DC_1-19-21-42
	n77
	DC_1_n77

	DC_1-19-21-42_n78
	DC_1-19-21-42
	n78
	No

	DC_1-19-21-42_n79
	DC_1-19-21-42
	n79
	No

	DC_3-7-20_n28-n781,2
	CA_3-7-20
	CA_n28-n78
	DC_3_n78

	DC_1-3-5-7_n78
	CA_1-3-5-7
	n78
	DC_3_n78

	DC_1-3-7-20_n282
	CA_1-3-7-20
	n28
	No

	DC_1-3-28-42_n77
	CA_1-3-28-42
	n77
	DC_1_n77, DC_3_n77

	DC_1-3-28-42_n78
	CA_1-3-28-42
	n78
	DC_3_n78

	DC_1-3-28-42_n79
	CA_1-3-28-42
	n79
	No

	DC_1-21-28-42_n77
	CA_1-21-28-42
	n77
	DC_1_n77

	DC_1-21-28-42_n78
	CA_1-21-28-42
	n78
	No

	DC_1-21-28-42_n79
	CA_1-21-28-42
	n79
	No

	DC_3-7-20_n28-n781,2
	CA_3-7-20
	CA_n28-n78
	DC_3_n78

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability
NOTE 2:	The frequency range in band 28 n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL



[bookmark: _Toc526341440]5.2B.4.5	EN-DC (six bands)
Table 5.2B.4.5-1: Band combinations for inter-band EN-DC within FR1 (six bands)
	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1-3-7-20_n28-n781,2
	CA_1-3-7-20
	CA_n28-n78
	DC_3_n78

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability
NOTE 2:	The frequency range in band 28 n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL




[bookmark: _Toc526341441]5.2B.5	Inter-band EN-DC including FR2
<Editor’s note: OTA requirements>
[bookmark: _Toc526341442]5.2B.5.1	EN-DC (two bands)
Table 5.2B.5.1-1: Band combinations for inter-band EN-DC including FR2 (two bands)
	EN-DC bandBand
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1_n257
	1
	n257
	No

	DC_2-2_n257
	CA_2-2
	n257
	No

	DC_2_n257
	CA_2
	n257
	No

	DC_2_n260
	2
	n260
	No

	DC_2_n260
	CA_2
	n260
	No

	DC_2-2_n260
	CA_2-2
	n260
	No

	DC_3_n257
	3
	n257
	No

	DC_3_n258
	3
	n258
	No

	DC_5_n257
	5
	n257
	No

	DC_5-5_n257
	CA_5-5
	n257
	No

	DC_5-5_n260
	CA_5-5
	n260
	No

	DC_5_n257
	5
	n257
	No

	DC_5_n260
	5
	n260
	No

	DC_5_n261
	5
	n261
	No

	DC_7-7_n257
	CA_7-7
	n257
	No

	DC_7_n257
	7
	n257
	No

	DC_7_n258
	7
	n258
	No

	DC_8_n257
	8
	n257
	No

	DC_8_n258
	8
	n258
	No

	DC_11_n257
	11
	n257
	No

	DC_12_n260
	12
	n260
	No

	DC_13_n257
	13
	n257
	No

	DC_13_n260
	13
	n260
	No

	DC_18_n257
	18
	n257
	No

	DC_19_n257
	19
	n257
	No

	DC_20_n258
	20
	n258
	No

	DC_21_n257
	21
	n257
	No

	DC_26_n257
	26
	n257
	No

	DC_28_n257
	28
	n257
	No

	DC_28_n258
	28
	n258
	No

	DC_30_n260
	30
	n260
	No

	DC_39_n258
	39
	n258
	No

	DC_41_n257
	41
	n257
	No

	DC_41_n258
	41
	n258
	No

	DC_42_n257
	42
	n257
	No

	DC_48-48_n257
	CA_48-48
	n257
	No

	DC_48_n257
	CA_48
	n257
	No

	DC_48-48_n260
	CA_48-48
	n260
	No

	DC_48_n260
	CA_48
	n260
	No

	DC_66-66_n257
	CA_66-66
	n257
	No

	DC_66_n257
	66
	n257
	No

	DC_66-66_n260
	CA_66-66
	n260
	No

	DC_66_n260
	66
	n260
	No

	DC_66_n261
	66
	n261
	No

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability for all of the above combinations



[bookmark: _Toc526341443]5.2B.5.2	EN-DC (three bands)
Table 5.2B.5.2-1: Band combinations for inter-band EN-DC including FR2 (three bands)
	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1-3_n2571
	CA_1-3
	n257
	No

	DC_1-3_n2571
	CA_1-3
	n257
	No

	DC_1-5_n2571
	CA_1-5
	n257
	No

	DC_1-7_n2571
	CA_1-7
	n257
	No

	DC_1-7-7_n2571
	CA_1-7-7
	n257
	No

	DC_1-8_n257
	CA_1-8
	n257
	No

	DC_1-18_n2571
	CA_1-18
	n257
	No

	DC_1-19_n2571
	CA_1-19
	n257
	No

	DC_1-21_n2571
	CA_1-21
	n257
	No

	DC_1-28_n2571
	CA_1-28
	n257
	No

	DC_1-41_n257
	CA_1-41
	n257
	No

	DC_1-42_n257
	CA_1-42
	n257
	No

	DC_2-5_n2571
	CA_2-5
	n257
	No

	DC_2-5_n260
	CA_2-5
	n260
	No

	DC_2-12_n260
	CA_2-12
	n260
	No

	DC_2-13_n2571
	CA_2-13
	n257
	No

	DC_2-13_n2601
	CA_2-13
	n260
	No

	DC_2-30_n260
	CA_2-30
	n260
	No

	DC_2-66_n2571
	CA_2-66
	n257
	No

	DC_2-66_n260
	CA_2-66
	n260
	No

	DC_2-13_n2601
	CA_2-13
	n260
	No

	DC_3-5_n2571
	CA_3-5
	n257
	No

	DC_3-7_n2571
	CA_3-7
	n257
	No

	DC_3-7-7_n2571
	CA_3-7-7
	n257
	No

	DC_3-19_n2571
	CA_3-19
	n257
	No

	DC_3-21_n2571
	CA_3-21
	n257
	No

	DC_3-28_n2571
	CA_3-28
	n257
	No

	DC_3-41_n257
	CA_3-41
	n257
	No

	DC_3-42_n2571
	CA_3-42
	n257
	No

	DC_5-7-7_n2571
	CA_5-7-7
	n257
	No

	DC_5-7_n2571
	CA_5-7
	n257
	No

	DC_5-30_n260
	CA_5-30
	n260
	No

	DC_5-66_n260
	CA_5-66
	n260
	No

	DC_12-30_n260
	CA_12-30
	n260
	No

	DC_12-66_n260
	CA_12-66
	n260
	No

	DC_13-66_n2571
	CA_13-66
	n257
	No

	DC_13-66_n2601
	CA_13-66
	n260
	No

	DC_18-28_n2571
	CA_18-28
	n257
	No

	DC_19-21_n2571
	CA_19-21
	n257
	No

	DC_19-42_n2571
	CA_19-42
	n257
	No

	DC_21-42_n2571
	CA_21-42
	n257
	No

	DC_21-28_n2571
	CA_21-28
	n257
	No

	DC_28-42_n2571
	CA_28-42
	n257
	No

	DC_30-66_n260
	CA_30-66
	n260
	No

	DC_41-42_n257
	CA_41-42
	n257
	No

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability



[bookmark: _Toc526341444]5.2B.5.3	EN-DC (four bands)
Table 5.2B.5.3-1: Band combinations for inter-band EN-DC including FR2 (four bands)
	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1-3-5_n2571
	CA_1-3-5 
	n257
	No

	DC_1-3-7_n2571
	CA_1-3-7 
	n257
	No

	DC_1-3-7-7_n257
	CA_1-3-7-7
	n257
	No

	DC_1-3-19_n2571
	CA_1-3-19 
	n257
	No

	DC_1-3-21_n2571
	CA_1-3-21 
	n257
	No

	DC_1-3-28_n2571
	CA_1-3-28
	n257
	No

	DC_1-3-42_n257
	CA_1-3-42
	n257
	No

	DC_1-5-7_n2571
	CA_1-5-7 
	n257
	No

	DC_1-5-7-7_n257
	CA_1-5-7-7
	n257
	No

	DC_1-18-28_n2571
	CA_1-18-28
	n257
	No

	DC_1-19-42_n257
	CA_1-19-42
	n257
	No

	DC_1-21-28_n2571
	CA_1-21-28
	n257
	No

	DC_1-21-42_n257
	CA_1-21-42
	n257
	No

	DC_1-28-42_n257
	CA_1-28-42
	n257
	No

	DC_1-41-42_n257
	CA_1-41-42
	n257
	No

	DC_3-5-7-7_n257
	CA_3-5-7-7 
	n257
	No

	DC_3-5-7_n2571
	CA_3-5-7 
	n257
	No

	DC_3-19-21_n2571
	CA_3-19-21 
	n257
	No

	DC_3-19-42_n257
	CA_3-19-42 
	n257
	No

	DC_3-21-42_n257
	CADC_3-21-42
	n257
	No

	DC_3-28-42_n257
	CA_3-28-42 
	n257
	No

	DC_19-21-42_n2571
	CA_19-21-42
	n257
	No

	DC_21-28-42_n2571
	CA_21-28-42
	n257
	No

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability



[bookmark: _Toc526341445]5.2B.5.4	EN-DC (five bands)
Table 5.2B.5.4-1: Band combinations for inter-band EN-DC including FR2 (five bands)
	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1-3-5-7_n2571
	CA_1-3-5-7
	n257
	No

	DC_1-3-5-7-7_n2571
	CA_1-3-5-7-7
	n257
	No

	DC_1-3-19-21_n2571
	CA_1-3-19-21
	n257
	No

	DC_1-3-19-42_n257
	CA_1-3-19-42
	n257
	No

	DC_1-3-21-42_n257
	CA_1-3-21-42
	n257
	No

	DC_1-3-28-42_n257
	CA_1-3-28-42
	n257
	No

	DC_1-19-21-42_n257
	DC_1-19-21-42
	n257
	No

	DC_1-21-28-42_n257
	DC_1-21-28-42
	n257
	No

	DC_3-5-7-7_n257
	CA_3-5-7-7
	n257
	No

	DC_1-3-28-42_n257
	CA_1-3-28-42
	n257
	No

	DC_1-21-28-42_n257
	CA_1-21-28-42
	n257
	No

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability



[bookmark: _Toc526341446]5.2B.6	Inter-band EN-DC including both FR1 and FR2
<Editor’s note: OTA requirements>
[bookmark: _Toc526341447]5.2B.6.1	EN-DC (two bands)
This section is N/A
[bookmark: _Toc526341448]5.2B.6.2	EN-DC (three bands)
Table 5.2B.6.2-1: Band combinations for inter-band EN-DC including both FR1 and FR2 (three bands)
	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1_n77-n257
	1
	CA_n77-n257
	No

	DC_1_n78-n257
	1
	CA_n78-n257
	No

	DC_1_n79-n257
	1
	CA_n79-n257
	No

	DC_3_n77-n257
	3
	CA_n77-n257
	DC_3_n77No

	DC_3_n78-n257
	3
	CA_n78-n257
	DC_3_n78No

	DC_3_n79-n257
	3
	CA_n79-n257
	No

	DC_5_n78-n2571
	5
	CA_n78-n257
	No

	DC_7-7_n78-n257
	CA_7-7
	CA_n78-n257
	No

	DC_7_n78-n257
	7
	CA_n78-n257
	No

	DC_19_n77-n257
	19
	CA_n77-n257
	No

	DC_19_n78-n257
	19
	CA_n78-n257
	No

	DC_19_n79-n257
	19
	CA_n79-n257
	No

	DC_21_n77-n257
	21
	CA_n77-n257
	No

	DC_21_n78-n257
	21
	CA_n78-n257
	No

	DC_21_n79-n257
	21
	CA_n79-n257
	No

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability



[bookmark: _Toc526341449]5.2B.6.3	EN-DC (four bands)
Table 5.2B.6.3-1: Band combinations for inter-band EN-DC including both FR1 and FR2 (four bands)
	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1-3_n78-n257
	CA_1-3
	CA_n78-n257
	DC_3_n78No

	DC_1-5_n78-n257
	CA_1-5
	CA_n78-n257
	No

	DC_1-7-7_n78-n257
	CA_1-7-7
	CA_n78-n257
	No

	DC_1-7_n78-n257
	CA_1-7
	CA_n78-n257
	No

	DC_3-5_n78-n257
	CA_3-5
	CA_n78-n257
	DC_3_n78No

	DC_3-7-7_n78-n257
	CA_3-7-7 
	CA_n78-n257
	DC_3_n78No

	DC_3-7_n78-n257
	CA_3-7
	CA_n78-n257
	DC_3_n78No

	DC_5-7-7_n78-n257
	CA_5-7-7 
	CA_n78-n257
	No

	DC_5-7_n78-n257
	CA_5-7
	CA_n78-n257
	No



[bookmark: _Toc526341450]5.2B.6.4	EN-DC (five bands)
Table 5.2B.6.4-1: Band combinations for inter-band EN-DC including both FR1 and FR2 (five bands)
	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1-3-5_n78-n257
	CA_1-3-5
	CA_n78-n257
	DC_3_n78No

	DC_1-3-7-7_n78-n257
	CA_1-3-7-7
	CA_n78-n257
	DC_3_n78No

	DC_1-3-7_n78-n257
	CA_1-3-7
	CA_n78-n257
	DC_3_n78No

	DC_1-5-7-7_n78-n257
	CA_1-5-7-7
	CA_n78-n257
	No

	DC_1-5-7_n78-n257
	CA_1-5-7
	CA_n78-n257
	No

	DC_3-5-7-7_n78-n257
	CA_3-5-7-7
	CA_n78-n257
	DC_3_n78No

	DC_3-5-7_n78-n257
	CA_3-5-7
	CA_n78-n257
	DC_3_n78No



[bookmark: _Toc526341451]5.2B.6.5	EN-DC (six bands)
Table 5.2B.6.5-1: Band combinations for inter-band EN-DC including both FR1 and FR2 (six bands)
	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1-3-5-7_n78-n257
	CA_1-3-5-7
	CA_n78-n257
	DC_3_n78No

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability    



[bookmark: _Toc526341452]5.2B.7	Inter-band NR-DC between FR1 and FR2
[bookmark: _Toc526341453]5.2B.7.1	NR-DC (two bands)
Table 5.2B.7.1-1: Band combinations for inter-band NR-DC between FR1 and FR2 (two bands)
	NR-DC Band
	NR Band

	DC_n77-n257
	n77, n257

	DC_n78-n257
	n78, n257

	DC_n79-n257
	n79, n257



[bookmark: _Toc526341454]5.3	UE Channel bandwidth
[bookmark: _Toc526341455]5.3A	UE Channel bandwidth for CA
[bookmark: _Toc526341456]5.3A.1	Inter-band CA between FR1 and FR2
For inter-band NR CA between FR1 and FR2, a carrier aggregation configuration is a combination of operating bands, each supporting a carrier aggregation bandwidth class as specified in clause 5.3A.5 of TS 38.101-1 [2] and clause 5.3A.4 of TS 38.101-2 [3] independently.
[bookmark: _Toc526341457]5.3B	UE Channel bandwidth for EN-DC
For intra-band contiguous EN-DC, the aggregated channel bandwidth is sum of the individual NR and E-UTRA channel bandwidths assuming nominal EN-DC channel with 0 kHz offset spacing as specified in sub-clause 5.4.
	ENBW = BWNR_Channel + BWE-UTRA Channel
In the case where the NR sub-block and/or the E-UTRA sub-block itself is composed of intra-band contiguous CA carriers, the EN-DC aggregated channel bandwidth is the sum of the aggregated channel bandwidths of the NR and E-UTRA sub-blocks assuming nominal EN-DC channel spacing between the NR sub-block and E-UTRA sub-block.
	ENBW = BWNR_Channel_CA + BWE-UTRA Channel_CA
For NR inter-band dual connectivity specified in 5.2B.7, the corresponding NR CA configurations in 5.5A.1, i.e., dual uplink inter-band carrier aggregation between FR1 and FR2 with uplink assigned to two NR bands, are applicable to Dual Connectivity.
NOTE 1:	Requirements for the dual connectivity configurations are defined in the section corresponding NR uplink CA between FR1 and FR2 configurations, unless otherwise specified.
Intra-band contiguous EN-DC configurations are defined using intra-band contiguous EN-DC bandwidth class notation where the first EN-DC bandwidth class letter indicates the number of contiguous E-UTRA carriers and the second EN-DC bandwidth class letter indicates the number of contiguous NR carriers. Applicable contiguous intraband EN-DC bandwidth classes are listed in Table 5.3.B-1.
Table 5.3.B-1: Intra-band contiguous EN-DC bandwidth classes
	Intra-band contiguous EN-DC bandwidth class
	Number of 
contiguous CC

	
	E-UTRA
	NR

	AA
	1
	1

	CA
	2
	1

	DA
	3
	1



[bookmark: _Toc526341458]5.3B.1	Intra-band EN-DC in FR1
[bookmark: _Toc526341459]5.3B.1.1	General
The requirements for intra-band EN-DC in this specification are defined for EN-DC configurations with associated bandwidth combination sets.
For each EN-DC configuration, requirements are specified for all bandwidth combinations contained in a bandwidth combination set, which is indicated per supported band combination in the UE radio access capability. A UE can indicate support of several bandwidth combination sets per band combination.
The DL component carrier combinations for a given EN-DC configuration shall be symmetrical in relation to channel centre unless stated otherwise in Table 5.3B.1-1.
[bookmark: _Toc526341460]5.3B.1.2	BCS for Intra-band contiguous EN-DC
For intra-band contiguous EN-DC, a nan EN-DC configuration is a single operating band supporting aan intra-band contiguous EN-DC carrier aggregation bandwidth class.
Requirements for intra-band contiguous carrier aggregation are defined for the EN-DC configurations and bBandwidth combination sets for intra-band contiguous EN-DC are specified in Table 5.3B.1.2-1.
Table 5.3B.1.2-1: EN-DC configurations and bandwidth combination sets defined for intra-band contiguous EN-DC
	
	
	E-UTRA – NR configuration / Bandwidth combination set

	Downlink
EN-DC configuration
	Uplink EN-DC configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for LTE carrier (MHz)
	Channel bandwidths NR for carrier (MHz)
	Channel bandwidths for LTE carrier (MHz)
	
	

	DC_(n)41AA
	DC_(n)41AA
	20
	40, 60, 80,100
	
	120
	0

	
	
	
	40, 60, 80,100
	20
	
	

	
	
	20
	40, 50, 60, 80,100
	
	120
	1

	
	
	
	40, 50, 60, 80,100
	20
	
	

	DC_(n)41CA
	DC_(n)41AA1, DC_41A_n41A2
	20+20
	40, 60, 80,100
	
	140
	0

	
	
	
	40, 60, 80,100
	20+20
	
	

	
	
	20+20
	40, 50, 60, 80,100
	
	140
	1

	
	
	
	40, 50, 60, 80,100
	20+20
	
	

	DC_(n)41DA
	DC_(n)41AA1, DC_41A_n41A2
	20+20+20
	40, 60, 80,100
	
	160
	0

	
	
	
	40, 60, 80,100
	20+20+20
	
	

	
	
	20+20+20
	40, 50, 60, 80,100
	
	160
	1

	
	
	
	40, 50, 60, 80,100
	20+20+20
	
	

	DC_(n)71AAB
	DC_(n)71AAB
	15
	5
	
	20
	0

	
	
	10
	5, 10
	
	
	

	
	
	5
	5, 10, 15
	
	
	

	
	
	
	5
	15
	
	

	
	
	
	5, 10
	10
	
	

	
	
	
	5, 10, 15
	5
	
	

	NOTE 1:	Contiguous intra-band EN-DC uplink requirements shall apply.
NOTE 2:	LTE and NR ACLR requirements and non-contiguous intra-band EN-DC uplink requirements shall apply.



[bookmark: _Toc526341461]5.3B.1.3	BCS for Intra-band non-contiguous EN-DC
For intra-band non-contiguous EN-DC, an EN-DC configuration is a single operating band supporting an EN-DC bandwidth class.
Requirements for intra-band non-contiguous EN-DC are defined for the EN-DC configurations and bandwidth combination sets specified in Table 5.3B.1.3-1.
Table 5.3B.1.3-1: EN-DC configurations and bandwidth combination sets defined for intra-band non-contiguous EN-DC
	
	
	E-UTRA – NR configuration / Bandwidth combination set

	Downlink
EN-DC configuration
	Uplink EN-DC configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for LTE carrier (MHz)
	Channel bandwidths NR for carrier (MHz)
	Channel bandwidths for LTE carrier (MHz)
	
	

	DC_3A_n3A 
	DC_3A_n3A(1)
	
	5, 10, 15, 20, 25, 30
	5, 10, 15, 20
	50
	0

	DC_41A_n41A 
	DC_41A_n41A
	20
	40, 60, 80,100
	
	120
	0

	
	
	
	40, 60, 80,100
	20
	
	

	
	
	20
	40, 50, 60, 80,100
	
	120
	1

	
	
	
	40, 50, 60, 80,100
	20
	
	

	DC_41C_n41A
	DC_41A_n41A
	20+20
	40, 60, 80,100
	
	140
	0

	
	
	
	40, 60, 80,100
	20+20
	
	

	
	
	20+20
	40, 50, 60, 80,100
	
	140
	1

	
	
	
	40, 50, 60, 80,100
	20+20
	
	

	DC_41D_n41A
	DC_41A_n41A
	20+20+20
	40, 60, 80,100
	
	160
	0

	
	
	
	40, 60, 80,100
	20+20+20
	
	

	
	
	20+20+20
	40, 50, 60, 80,100
	
	160
	1

	
	
	
	40, 50, 60, 80,100
	20+20+20
	
	

	NOTE 1:	Only single switched UL is supported in Rel.15



[bookmark: _Toc526341462]5.4	Channel arrangement
[bookmark: _Toc526341463]5.4A	Channel arrangement for CA
The channel arrangement for CA operations in FR1 and FR2 as specified in 38.101-1 and 38.101-2, respectively.
[bookmark: _Toc526341464]5.4B	Channel arrangement for DC
The channel arrangement for intra-band EN-DC operations in FR1 is specified in sub-clause 5.4B.1 of TS 38.101-1.
[bookmark: _Toc526341465]5.4B.1	Channel spacing for intra-band EN-DC carriers
The spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between and E-UTRA carrier and an adjacent NR carrier for intra-band contiguous EN-DC is defined as following:
	Nominal Channel spacing = (BWLTE_Channel + BWNR_Channel)/2+{-5kHz, 0kHz, 5kHz}
where BWLTE_Channel and BWNR_Channel are the channel bandwidths of the E-UTRA and NR carriers. The channel spacing can be adjusted depending on the channel raster to optimize performance in a particular deployment scenario.
For intra-band non-contiguous EN-DC the channel spacing between E-UTRA and NR carriers shall be larger than the nominal channel spacing defined in this subclause.
[bookmark: _Toc526341466]5.5	Configuration
[bookmark: _Toc526341467]5.5A	Configuration for CA
[bookmark: _Toc526341468]5.5A.1	Inter-band CA configurations between FR1 and FR2
Table 5.5A.1-1: Inter-band CA configurations and bandwith combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	100 MHz
	200 MHz
	400 MHz
	Bandwidth combination set

	CA_n8A-n258A
	CA_n8A-n258A
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n258
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n71A-n257A
	-
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n77A-n257A
	CA_n77A-n257A
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n77A-n257D
	CA_n77A-n257A
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257D in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n77A-n257E
	CA_n77A-n257A
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257E in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n77A-n257F
	CA_n77A-n257A
	n77
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	
	60
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	n257
	See CA_n257F in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n77C-n257A
	CA_n77A-n257A
	n77
	See CA_n77C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n77C-n257D
	CA_n77A-n257A
	n77
	See CA_n77C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257D in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n77C-n257E
	CA_n77A-n257A
	n77
	See CA_n77C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257E in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n77C-n257F
	CA_n77A-n257A
	n77
	See CA_n77C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257F in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n78A-n257A
	CA_n78A-n257A
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n78A-n257D
	CA_n78A-n257A
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257D in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n78A-n257E
	CA_n78A-n257A
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257E in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n78A-n257F
	CA_n78A-n257A
	n78
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	
	60
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	n257
	See CA_n257F in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n78C-n257A
	CA_n78A-n257A
	n78
	See CA_n78C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n78C-n257D
	CA_n78A-n257A
	n78
	See CA_n78C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257D in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n78C-n257E
	CA_n78A-n257A
	n78
	See CA_n78C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257E in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n78C-n257F
	CA_n78A-n257A
	n78
	See CA_n78C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257F in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n79A-n257A
	CA_n79A-n257A
	n79
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n79A-n257D
	CA_n79A-n257A
	n79
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257D in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n79A-n257E
	CA_n79A-n257A
	n79
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257E in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n79A-n257F
	CA_n79A-n257A
	n79
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	
	60
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	n257
	See CA_n257F in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n79C-n257A
	CA_n79A-n257A
	n79
	See CA_n79C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n79C-n257D
	CA_n79A-n257A
	n79
	See CA_n79C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257D in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n79C-n257E
	CA_n79A-n257A
	n79
	See CA_n79C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257E in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n79C-n257F
	CA_n79A-n257A
	n79
	See CA_n79C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257F in Table 5.5A.1-2 in TS 38.101-2
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	CA_n78C-n257F
	
	n78C
	n257F

	CA_n79A-n257A
	CA_n79A-n257A

	n79A
	n257A

	CA_n79A-n257D
	
	n79A
	n257D

	CA_n79A-n257E
	
	n79A
	n257E

	CA_n79A-n257F
	
	n79A
	n257F

	CA_n79C-n257A
	
	n78C
	n257A

	CA_n79C-n257D
	
	n78C
	n257D

	CA_n79C-n257E
	
	n78C
	n257E

	CA_n79C-n257F
	
	n78C
	n257F

	NOTE 1:	NR configuration for FR1 and FR2 are defined in TS 38.101-1 and TS 38.101-2 respectively.



[bookmark: _Toc526341469]5.5B	Configuration for DC
[bookmark: _Toc526341470]5.5B.1	General
The channel bandwidth and bandwidth classes are specified for operation with EN-DC, NGEN-DC or NR-DC configured.
[bookmark: _Toc526341471]5.5B.2	Intra-band contiguous EN-DC
Supported channel bandwidths for E-UTRA operating bands are defined in [4] and for NR operating bands in TS 38.101-1.
Table 5.5B.2-1: Intra-band contiguous EN-DC configurations
	[bookmark: _Hlk515953743]EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_(n)41AA
	DC_(n)41AA
	41A
	n41A

	DC_(n)41CA
	DC_(n)41AA, DC_41A_n41A
	CA_41C
	n41A

	DC_(n)41DA
	DC_(n)41AA, DC_41A_n41A
	CA_41D
	n41A

	DC_(n)71AAB
	DC_(n)71AAB
	71A
	n71A2

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
NOTE 2:	Requirements in this specification apply for NR SCS of 15 kHz only.



[bookmark: _Toc526341472]5.5B.3	Intra-band non-contiguous EN-DC
Supported channel bandwidths for E-UTRA operating bands are defined in TS 36.101 and for NR operating bands in TS 38.101-1.
Table 5.5B.3-1: Intra-band non-contiguous EN-DC configurations
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_3A_n3A
	DC_3A_n3A2
	3A
	n3A

	DC_41A_n41A
	DC_41A_n41A
	41A
	n41A

	DC_41C_n41A
	DC_41A_n41A
	CA_41C
	n41A

	DC_41D_n41A
	DC_41A_n41A
	CA_41D
	n41A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported in Rel.15



[bookmark: _Toc526341473]5.5B.4	Inter-band EN-DC within FR1
[bookmark: _Toc526341474]5.5B.4.1	Inter-band EN-DC configurations within FR1 (two bands)
Table 5.5B.4.1-1: Inter-band EN-DC configurations within FR1 (two bands)
	[bookmark: _Hlk516090533]EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A_n28A
	DC_1A_n28A
	1A
	n28A

	DC_1A_n40A
	DC_1A_n40A
	1A
	n40A

	DC_1A_n51A
	DC_1A_n51A
	1A
	n51A

	DC_1A_n77A
DC_1A_n77C
	DC_1A_n77A
	1A
	n77A
CA_n77C

	DC_1A_n78A
DC_1A_n78C
	DC_1A_n78A
	1A
	n78A
CA_n78C

	DC_1A_n79A
DC_1A_n79C
	DC_1A_n79A
	1A
	n79A
CA_n79C

	DC_2A_n5A
	DC_2A_n5A
	2A
	n5A

	DC_2A_n66A
	DC_2A_n66A
	2A
	n66A

	DC_2A_n71A
	DC_2A_n71A
	2A
	n71A

	DC_2A_n78A
	DC_2A_n78A
	2A
	n78A

	DC_3A_n7A
	DC_3A_n7A
	3A
	n7A

	DC_3A_n28A
	DC_3A_n28A
	3A
	n28A

	DC_3A_n40A
	DC_3A_n40A
	3A
	n40A

	DC_3A_n51A
	DC_3A_n51A
	3A
	n51A

	DC_3A_n77A
DC_3A_n77C
	DC_3A_n77A
	3A
	n77A
CA_n77C

	DC_3A_n78A
DC_3A_n78C
	DC_3A_n78A
	3A
	n78A
CA_n78C

	DC_3A_n79A
DC_3A_n79C
	DC_3A_n79A
	3A
	n79A
CA_n79C

	DC_3C_n78A
	DC_3A_n78A
	CA_3C
	n78A

	DC_5A_n40A
	DC_5A_n40A
	5A
	n40A

	DC_5A_n66A
	DC_5A_n66A
	5A
	n66A

	DC_5A_n78A
	DC_5A_n78A
	5A
	n78A

	DC_7A-7A_n78A
	DC_7A_n78A
	CA_7A-7A
	n78A

	DC_7A_n28A
	DC_7A_n28A
	7A
	n28A

	DC_7A_n51A
	DC_7A_n51A
	7A
	n51A

	DC_7A_n78A
	DC_7A_n78A
	7A
	n78A

	DC_7C_n78A
	DC_7C_n78A
	CA_7C
	n78A

	DC_8A_n40A
	DC_8A_n40A
	8A
	n40A

	DC_8A_n77A
	DC_8A_n77A
	8A
	n77A

	DC_8A_n78A
	DC_8A_n78A
	8A
	n78A

	DC_8A_n79A
	DC_8A_n79A
	8A
	n79A

	DC_11A_n77A
	DC_11A_n77A
	11A
	n77A

	DC_11A_n78A
	DC_11A_n78A
	11A
	n78A

	DC_11A_n79A
	DC_11A_n79A
	11A
	n79A

	DC_12A_n5A
	DC_12A_n5A
	12A
	n5A

	DC_12A_n66A
	DC_12A_n66A
	12A
	n66A

	DC_18A_n77A
	DC_18A_n77A
	18A
	n77A

	DC_18A_n78A
	DC_18A_n78A
	18A
	n78A

	DC_18A_n79A
	DC_18A_n79A
	18A
	n79A

	DC_19A_n77A
DC_19A_n77C
	DC_19A_n77A
	19A
	n77A
CA_n77C

	DC_19A_n78A
DC_19A_n78C
	DC_19A_n78A
	19A
	n78A
CA_n78C

	DC_19A_n79A
DC_19A_n79C
	DC_19A_n79A
	19A
	n79A
CA_n79C

	DC_20A_n8A
	DC_20A_n8A
	20A
	n8A

	DC_20A_n28A
	DC_20A_n28A
	20A
	n28A

	DC_20A_n51A
	DC_20A_n51A
	20A
	n51A

	DC_20A_n77A
	DC_20A_n77A
	20A
	n77A

	DC_20A_n78A
	DC_20A_n78A
	20A
	n78A

	DC_21A_n77A
DC_21A_n77C
	DC_21A_n77A
	21A
	n77A
CA_n77C

	DC_21A_n78A
DC_21A_n78C
	DC_21A_n78A
	21A
	n78A
CA_n78C

	DC_21A_n79A
DC_21A_n79C
	DC_21A_n79A
	21A
	n79A
CA_n79C

	DC_25A_n41A
	DC_25A_n41A
	25A
	n41A

	DC_26A_n41A
	DC_26A_n41A
	26A
	n41A

	DC_26A_n77A
	DC_26A_n77A
	26A
	n77A

	DC_26A_n78A
	DC_26A_n78A
	26A
	n78A

	DC_26A_n79A
	DC_26A_n79A
	26A
	n79A

	DC_28A n51A
	DC_28A_n51A
	28A
	n51A

	DC_28A_n77A
DC_28A_n77C
	DC_28A_n77A
	28A
	n77A
CA_n77C

	DC_28A_n78A
DC_28A_n78C
	DC_28A_n78A
	28A
	n78A
CA_n78C

	DC_28A_n79A
DC_28A_n79C
	DC_28A_n79A
	28A
	n79A
CA_n79C

	DC_30A_n5A
	DC_30A_n5A
	30A
	n5A

	DC_30A_n66A
	DC_30A_n66A
	30A
	n66A

	DC_38A_n78A
	N/A
	38A
	n78A

	DC_39A_n78A
	DC_39A_n78A
	39A
	n78A

	DC_39A_n79A
	DC_39A_n79A
	39A
	n79A

	DC_40A_n77A
	N/A
	40A
	n77A

	DC_41A_n77A
	DC_41A_n77A
	41A
	n77A

	DC_41A_n78A
	DC_41A_n78A
	41A
	n78A

	DC_41A_n79A
	DC_41A_n79A
	41A
	n79A

	DC_41C_n77A
	DC_41C_n77A
	CA_41C
	n77A

	DC_41C_n78A
	DC_41C_n78A
	CA_41C
	n78A

	DC_41C_n79A
	DC_41C_n79A
	CA_41C
	n79A

	DC_42A_n51A
	DC_42A_n51A
	42A
	n51A

	DC_42A_n77A
DC_42A_n77C
	N/A
	42A
	n77A
CA_n77C

	DC_42A_n78A
DC_42A_n78C
	N/A
	42A
	n78A
CA_n78C

	DC_42A_n79A
DC_42A_n79C
	N/A
	42A
	n79A
CA_n79C

	DC_42C_n77A
	N/A
	CA_42C
	n77A

	DC_42C_n78A
	N/A
	CA_42C
	n78A

	DC_42C_n79A
	N/A
	CA_42C
	n79A

	DC_42C_n79A
	N/A
	CA_42C
	n79A

	DC_42C_n77C
	N/A
	CA_42C
	CA CA_n77C

	DC_42C_n78C
	N/A
	CA_42C
	CA CA_n78C

	DC_42C_n79C
	N/A
	CA_42C
	CA CA_n79C

	DC_42D_n77A
	N/A
	42CA_42D
	n77A

	DC_42D_n78A
	N/A
	CA_42D42
	n78A

	DC_42D_n79A
	N/A
	CA_42D42
	n79A

	DC_42E_n77A
	N/A
	CA_42E42
	n77A

	DC_42E_n78A
	N/A
	CA_42E42
	n78A

	DC_42E_n79A
	N/A
	CA_42E42
	n79A

	DC_46A_n78A2
	N/A
	46A
	n78A

	DC_46C_n78A2
	N/A
	CA_46C
	n78A

	DC_46D_n78A2
	N/A
	CA_46D
	n78A

	DC_46E_n78A2
	N/A
	CA_46E
	n78A

	DC_66A_n5A
	DC_66A_n5A
	66A
	n5A

	DC_66A_n71A
	DC_66A_n71A
	66A
	n71A

	DC_66A_n78A
	DC_66A_n78A
	66A
	n78A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
NOTE 2:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.



[bookmark: _Toc526341475]5.5B.4.2	Inter-band EN-DC configurations within FR1 (three bands)
Table 5.5B.4.2-1: Inter-band EN-DC configurations within FR1 (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A_n28A
	DC_1A_n28A
DC_3A_n28A
	CA_1A-3A
	n28A

	DC_1A-3A_n77A
DC_1A-3A_n77C
	DC_1A_n77A
DC_3A_n77A
	CA_1A-3A
	n77A
CA_n77C

	DC_1A-3A_n78A
DC_1A-3A_n78C
	DC_1A_n78A
DC_3A_n78A
	CA_1A-3A
	n78A
CA_n78C

	DC_1A-3A_n79A
DC_1A-3A_n79C
	DC_1A_n79A
DC_3A_n79A
	CA_1A-3A
	n79A
CA_n79C

	DC_1A-3C_n78A
	DC_1A_n78A
DC_3A_n78A
	CA_1A-3C
	n78A

	DC_1A-5A_n78A
	DC_1A_n78A
DC_5A_n78A
	CA_1A-5A
	n78A

	DC_1A-7A_n28A
	DC_1A_n28A
DC_7A_n28A
	CA_1A-7A
	n28A

	DC_1A-7A_n78A
	DC_1A_n78A
DC_7A_n78A
	CA_1A-7A
	n78A

	DC_1A-7A-7A_n78A
	DC_1A_n78A
DC_7A_n78A
	CA_1A-7A-7A
	n78A

	DC_1A-8A_n78A
	DC_1A_n78A
DC_8A_n78A
	CA_1A-8A
	n78A

	DC_1A-18A_n77A
	DC_1A_n77A
DC_18A_n77A
	CA_1A-18A
	n77A

	DC_1A-18A_n78A
	DC_1A_n78A
DC_18A_n78A
	CA_1A-18A
	n78A

	DC_1A-18A_n79A
	DC_1A_n79A
DC_18A_n79A
	CA_1A-18A
	n79A

	DC_1A-19A_n77A
DC_1A-19A_n77C
	DC_1A_n77A
DC 19A_n77A
	CA_1A-19A
	n77A
CA_n77C

	DC_1A-19A_n78A
DC_1A-19A_n78C
	DC_1A_n78A
DC_19A_n78A
	CA_1A-19A
	n78A
CA_n78C

	DC_1A-19A_n79A
DC_1A-19A_n79C
	DC_1A_n79A
DC_19A_n79A
	CA_1A-19A
	n79A
CA_n79C

	DC_1A-19A_n77A
	DC_1A_n77A
DC 19A_n77A
	CA_1A-19A
	n77A

	DC_1A-19A_n78A
	DC_1A_n78A
DC_19A_n78A
	CA_1A-19A
	n78A

	DC_1A-19A_n79A
	DC_1A_n79A
DC_19A_n79A
	CA_1A-19A
	n79A

	DC_1A-20A_n28A
	DC_1A_n28A
DC_20A_n28A
	CA_1A-20A
	nN28A

	DC_1A-20A_n78A
	DC_1A_n78A
DC_20A_n78A
	CA_1A-20A
	n78A

	DC_1A-21A_n77A
DC_1A-21A_n77C
	DC_1A_n77A
DC_21A_n77A
	CA_1A-21A
	n77A
CA_n77C

	DC_1A-21A_n78A
DC_1A-21A_n78C
	DC_1A_n78A
DC_21A_n78A
	CA_1A-21A
	n78A
CA_n78C

	DC_1A-21A_n79A
DC_1A-21A_n79C
	DC_1A_n79A
DC_21A_n79A
	CA_1A-21A
	n79A
CA_n79C

	DC_1A-21A_n77A
	DC_1A_n77A
DC_21A_n77A
	CA_1A-21A
	n77A

	DC_1A-21A_n78A
	DC_1A_n78A
DC_21A_n78A
	CA_1A-21A
	n78A

	DC_1A-21A_n79A
	DC_1A_n79A
DC_21A_n79A
	CA_1A-21A
	n79A

	DC_1A-41A_n77A
DC_1A-41C_n77A
	DC_1A_n77A
DC_41A_n77A
DC_41C_n77A
	CA_1A-41A
CA_1A-41C
	n77A

	DC_1A-41A_n78A
DC_1A-41C_n78A
	DC_1A_n78A
DC_41A_n78A
DC_41C_n78A
	CA_1A-41A
CA_1A-41C
	n78A

	DC_1A-41C_n79A
	DC_1A_n79A
DC_41C_n79A
	CA_1A-41C
	n79A

	DC_1A-28A_n77A
DC_1A-28A_n77C
	DC_1A_n77A
DC_28A_n77A
	CA_1A-28A
	n77A
CA_n77C

	DC_1A-28A_n78A
DC_1A-28A_n78C
	DC_1A_n78A
DC_28A_n78A
	CA_1A-28A
	n78A
CA_n78C

	DC_1A-28A_n79A
DC_1A-28A_n79C
	DC_1A_n79A
DC_28A_n79A
	CA_1A-28A
	n79A
CA_n79C

	DC_1A_n28A-n78A
	DC_1A_n28A,
DC_1A_n78A
	1A
	CA_n28A-n78A

	DC_1A-42A_n77A
DC_1A-42A_n77C
	DC_1A_n77A

	CA_1A-42A
	n77A
CA_n77C

	DC_1A-42A_n78A
DC_1A-42A_n78C
	DC_1An78A1A_n78A

	CA_1A-42A
	n78A
CA_n78C

	DC_1A-42A_n79A
DC_1A-42A_n79C
	DC_1A_n79A

	CA_1A-42A
	n79A
CA_n79C

	DC_1A-42C_n77A
	DC_1A_n77A
	CA_1A-42C
	n77A

	DC_1A-42C_n78A
	DC_1A_n78A
	CA_1A-42C
	n78A

	DC_1A-42C_n79A
	DC_1A_n79A
	CA_1A-42C
	n79A

	DC_1A-42D_n77A
	DC_1A_n77A
	CA_1A-42C42D
	n77A

	DC_1A-42D_n78A
	DC_1A_n78A
	CA_1A-42C-42D
	n78A

	DC_1A-42D_n79A
	DC_1A_n79A
	CA_1A-42C-42D
	n79A

	DC_1A-42E_n77A
	DC_1A_n77A
	CA_1A-42E
	n77A

	DC_1A-42E_n78A
	DC_1A_n78A
	CA_1A-42E
	n78A

	DC_1A-42E_n79A
	DC_1A_n79A
	CA_1A-42E
	n79A

	DC_1A_n77A-n79A
	DC_1A_n77A
DC_1A_n79A
	1A
	CA_n77A-n79A

	DC_1A_n78A-n79A
	DC_1A_n78A
DC_1A_n79A
	1A
	CA_n78A-n79A

	DC_1A_SUL_n78A-n84A
	DC_1A_n78A,
DC_1A_n84A_ULSUP-TDM_n78A,
DC_1A_n84A_ULSUP-FDM_n78A
	1A
	SUL_n78A-n84A

	DC_2A-5A_n66A
	DC_2A_n66A
DC_5A_n66A
	CA_2A-5A
	n66A

	DC_2A-12A_n66A
	DC_2A_n66A
DC_12A_n66A
	CA_2A-12A
	n66A

	DC_2A-30A_n66A
	DC_2A_n66A
DC_30A_n66A
	CA_2A-30A
	n66A

	DC_2A-66A_n71A
	DC_2A_n71A
DC_66A_n71A
	CA_2A-66A
	n71A

	DC_2A-(n)71AAB
	DC_2A_n71A
DC_(n)71AAB
	CA_2A-71A
	n71A

	DC_3A_n3A-n77A
	DC_3A_n77A
DC_3A_n3A(2)
	3A
	CA_n3A-n77A

	DC_3A_n3A-n78A
	DC_3A_n78A
DC_3A_n3A(2)
	3A
	CA_n3A-n78A

	DC_3A-5A_n78A
	DC_3A_n78A
DC_5A_n78A
	CA_3A-5A
	n78A

	DC_3A-7A-7A_n78A
	DC_3A_n78A
DC_7A_n78A
	CA_3A-7A-7A
	n78A

	DC_3A-7A_n28A
	DC_3A_n28A
DC_7A_n28A
	CA_3A-7A
	n28A

	DC_3A-7A_n78A
	DC_3A_n78A
DC_7A_n78A
	CA_3A-7A
	n78A

	DC_3A-7C_n78A
	DC_3A_n78A
DC_7C_n78A
	CA_3A-7C
	n78A

	DC_3C-7C_n78A
	DC_3A_n78A
DC_7C_n78A
	CA_3C-7C
	n78A

	DC_3C-7A_n78A
	DC_3A_n78A
DC_7A_n78A
	CA_3C-7A
	n78A

	DC_3A-8A_n78A
	DC_3A_n78A
DC_8A_n78A
	CA_3A-8A
	n78A

	DC_3A-19A_n77A
DC_3A-19A_n77C
	DC_3A_n77A
DC_19A_n77A
	CA_3A-19A
	n77A
CA_n77C

	DC_3A-19A_n78A
DC_3A-19A_n78C
	DC_3A_n78A
DC_19A_n78A
	CA_3A-19A
	n78A
CA_n78C

	DC_3A-19A_n79A
DC_3A-19A_n79C
	DC_3A_n79A
DC_19A_n79A
	CA_3A-19A
	n79A
CA_n79C

	DC_3A-20A_n28A
	DC_3A_n28A
DC_20A_n28A
	CA_3A-20A
	n28A

	DC_3A-20A_n78A
	DC_3A_n78A
DC_20A_n78A
	CA_3A-20A
	n78A

	DC_3C-20A_n78A
	DC_3A_n78A
DC_20A_n78A
	CA_3C-20A
	n78A

	DC_3A-21A_n77A
DC_3A-21A_n77C
	DC_3A_n77A
DC_21A_n77A
	CA_3A-21A
	n77A
CA_n77C

	DC_3A-21A_n78A
DC_3A-21A_n78C
	DC_3A_n78A
DC_21A_n78A
	CA_3A-21A
	n78A
CA_n78C

	DC_3A-21A_n79A
DC_3A-21A_n79C
	DC_3A_n79A
DC_21A_n79A
	CA_3A-21A
	n79A
CA_n79C

	DC_3A-28A_n77A
DC_3A-28A_n77C
	DC_3A_n77A
DC_28A_n77A
	CA_3A-28A
	n77A
CA_n77C

	DC_3A-28A_n78A
DC_3A-28A_n78C
	DC_3A_n78A
DC_28A_n78A
	CA_3A-28A
	n78A
CA_n78C

	DC_3A-28A_n79A
DC_3A-28A_n79C
	DC_3A_n79A
DC_28A_n79A
	CA_3A-28A
	n79A
CA_n79C

	DC_3A_n28A-n78A
	DC_3A_n28A,
DC_3A_n78A
	3A
	CA_n28A-n78A

	DC_3A-38A_n78A
	DC_38A_n78A
DC_3A_n78A
	CA_3A-38A
	n78A

	DC_3A-41A_n78A
	DC_3A_n78A
DC_41A_n78A
	CA_3A-41A
	n78A
CA_n78C

	DC_3A-42A_n77A
DC_3A-42A_n77C
	DC_3A_n77A
	CA_3A-42C42A
	n77A
CA_n77C

	DC_3A-42A_n78A
DC_3A-42A_n78C
	DC_3A_n78A
	CA_3A-42A
	n78A
CA_n78C

	DC_3A-42A_n79A
DC_3A-42A_n79C
	DC_3A_n79A
	CA_3A-42A
	n79A
CA_n79C

	DC_3A-42C_n77A
	DC_3A_n77A
	CA_3A-42C
	n77A

	DC_3A-42C_n78A
	DC_3A_n78A
	CA_3A-42C
	n78A

	DC_3A-42C_n79A
	DC_3A_n79A
	CA_3A-42C
	n79A

	DC_3A-42D_n77A
	DC_3A_n77A
	CA_3A-42A-42D
	n77A

	DC_3A-42D_n78A
	DC_3A_n78A
	CA_3A-42A-42D
	n78A

	DC_3A-42D_n79A
	DC_3A_n79A
	CA_3A-42A-42D
	n79A

	DC_3A-42E_n77A
	DC_3A_n77A
	CA_3A-42E
	n77A

	DC_3A-42E_n78A
	DC_3A_n78A
	CA_3A-42E
	n78A

	DC_3A-42E_n79A
	DC_3A_n79A
	CA_1A3A-42E
	n79A

	DC_3A_n77A-n79A
	DC_3A_n77A
DC_3A_n79A
	3A
	CA_n77A-n79A

	DC_3A_n78A-n79A
	DC_3A_n78A
DC_3A_n79A
	3A
	CA_n78A-n79A

	DC_3A_SUL_n78A-n80A
	DC_3A_n78A
DC_3A_n80A_ULSUP-TDM_n78A
DC_3A_n80A_ULSUP-FDM_n78A
	3A
	SUL_n78-n80A

	DC_3A_SUL_n78A-n82A
	DC_3A_n78A
DC_3A_n82A
	3A
	SUL_n78A-n82A

	DC_3A_SUL_n79A-n80A
	DC_3A_n79A,
DC_3A_n80A_ULSUP-TDM_n79A,
DC_3A_n80A_ULSUP-FDM_n79A
	3A
	SUL_n79A-n80A

	DC_5A-7A-7A_n78A
	DC_5A_n78A
DC_7A_n78A
	CA_5A-7A-7A
	n78A

	DC_5A-7A_n78A
	DC_5A_n78A
DC_7A_n78A
	CA_5A-7A
	n78A

	DC_5A-30A_n66A
	DC_5A_n66A
DC_30A_n66A
	CA_5A-30A
	n66A

	DC_7A-20A_n28A
	DC_7A_n28A
DC_20A_n28A
	CA_7A-20A
	n28A

	DC_7A-20A_n78A
	DC_7A_n78A
DC_20A_n78A
	CA_7A-20A
	n78A

	DC_7A-28A_n78A
	DC_7A_n78A
DC_28A_n78A
	CA_7A-28A
	n78A

	DC_7A_n28A-n78A
	DC_7A_n28A,
DC_7A_n78A
	7A
	CA_n28A-n78A

	DC_7C-28A_n78A
	DC_7C_n78A
DC_28A_n78A
	CA_7C-28A
	n78A

	DC_7A-46A_n78A3
	DC_7A_n78A
DC_46A_n78A
	CA_7A-46A
	n78A

	DC_7A-46C_n78A3
	DC_7A_n78A
DC_46C_n78A
	CA_7A-46C
	n78A

	DC_7A-46D_n78A3
	DC_7A_n78A
	CA_7A-46D
	n78A

	DC_7A-46E_n78A3
	DC_7A_n78A
	CA_7A-46E
	n78A

	DC_8A_SUL_n78A-n81A
	DC_8A_n78A,
DC_8A_n81A_ULSUP-TDM_n78A,
DC_8A_n81A_ULSUP-FDM_n78A
	8A
	SUL_n78A-n81A

	DC_8A_SUL_n79A-n81A
	DC_8A_n79A,
DC_8A_n81A_ULSUP-TDM_n79A,
DC_8A_n81A_ULSUP-FDM_n79A
	8A
	SUL_n79A-n81A

	DC_12A-30A_n66A
	DC_12A_n66A
DC_30A_n66A
	CA_12A-30A
	n66A

	DC_18A-28A_n77A
	DC_18A_n77A
DC_28A_n77A
	CA_18A-28A
	n77A

	DC_18A-28A_n78A
	DC_18A_n78A
DC_28A_n78A
	CA_18A-28A
	n78A

	DC_18A-28A_n79A
	DC_18A_n79A
DC_28A_n79A
	CA_18A-28A
	n79A

	DC_19A-42A_n77A
DC_19A-42A_n77C
	DC_19A_n77A
	CA_19A-42A
	n77A
CA_n77C

	DC_19A-42A_n78A
DC_19A-42A_n78C
	DC_19A_n78A
	CA_19A-42A
	n78A
CA_n78C

	DC_19A-42A_n79A
DC_19A-42A_n79C
	DC_19A_n79A
	CA_19A-42A
	n79A
CA_n79C

	DC_19A-21A_n78A
DC_19A-21A_n78C
	DC_19A_n78A
DC_21A_n78A
	CA_19A-21A
	n78A
CA_n78C

	DC_19A-21A_n79A
DC_19A-21A_n79C
	DC_19A_n79A
DC_21A_n79A
	CA_19A-21A
	n79A
CA_n79C

	DC_19A-21A_n77A
DC_19A-21A_n77C
	DC_19A_n77A
DC_21A_n77A
	CA_19A-21A
	n77A
CA_n77C

	DC_19A-42C_n77A
	DC_19A_n77A
	CA_19A-42C
	n77A

	DC_19A-42C_n78A
	DC_19A_n78A
	CA_19A-42C
	n78A

	DC_19A-42C_n79A
	DC_19A_n79A
	CA_19A-42C
	n79A

	DC_19A_n77A-n79A
	DC_19A_n77A
DC_19A_n79A
	19A
	CA_n77A-n79A

	DC_19A_n78A-n79A
	DC_19A_n78A
DC_19A_n79A
	19A
	CA_n78A-n79A

	DC_20A_n8A-n75A
	DC_20A_n8A
	20A
	CA_n8A-n75A

	DC_20A_n28A-n75A
	DC_20A_n28A
	20A
	CA_n28A-n75A

	DC_20A_n28A-n78A
	DC_20A_n28A
DC_20A_n78A
	20A
	CA_n28A-n78A

	DC_20A_n75A-n78A
	DC_20A_n78A
	20A
	CA_n75A-n78A

	DC_20A_n76A-n78A
	DC_20A_n78A
	20A
	CA_n76A-n78A

	DC_20A_SUL_n78A-n82A
	DC_20A_n78A,
DC_20A_n82A_ULSUP-TDM_n78A,
DC_20A_n82A_ULSUP-FDM_n78A
	20A
	SUL_n78A-n82A

	DC_20A_SUL_n78A-n83A
	DC_20A_n78A
DC_20A_n83A
	20A
	SUL_n78A-n83A

	DC_21A-42A_n77A
DC_21A-42A_n77C
	DC_21A_n77A
	CA_21A-42A
	n77A
CA_n77C

	DC_21A-42A_n78A
DC_21A-42A_n78C
	DC_21A_n78A
	CA_21A-42A
	n78A
CA_n78C

	DC_21A-42A_n79A
DC_21A-42A_n79C
	DC_21A_n79A
	CA_21A-42A
	n79A
CA_n79C

	DC_21A-42C_n77A
	DC_21A_n77A
	CA_21A-42C
	n77A

	DC_21A-42C_n78A
	DC_21A_n78A
	CA_21A-42C
	n78A

	DC_21A-42C_n79A
	DC_21A_n79A
	CA_21A-42C
	n79A

	DC_21A_n77A-n79A
	DC_21A_n77A
DC_21A_n79A
	21A
	CA_n77A-n79A

	DC_21A_n78A-n79A
	DC_21A_n78A
DC_21A_n79A
	21A
	CA_n78A-n79A

	DC_28A_SUL_n78A-n83A
	DC_28A_n78A,
DC_28A_n83A_ULSUP-TDM_n78A,
DC_28A_n83A_ULSUP-FDM_n78A
	28A
	SUL_n78A-n83A

	DC_28A-42A_n77A
DC_28A-42A_n77C
	DC_28A_n77A
	CA_28A-42A
	n77A
CA_n77C

	DC_28A-42A_n78A
DC_28A-42A_n78C
	DC_28A_n78A
	CA_28A-42A
	n78A
CA_n78C

	DC_28A-42A_n79A
DC_28A-42A_n79C
	DC_28A_n79A
	CA_28A-42A
	n79A
CA_n79C

	DC_28A-42C_n77A
	DC_28A_n77A
	CA_28A-42C
	n77A

	DC_28A-42C_n78A
	DC_28A_n78A
	CA_28A-42C
	n78A

	DC_28A-42C_n79A
	DC_28A_n79A
	CA_28A-42C
	n79A

	DC_41A-42A_n77A
	DC_41A_n77A
	CA_41A-42A
	n77A

	DC_41C-42C_n77A
	DC_41A_n77A
	CA_41C-42C
	n77A

	DC_41A-42C_n77A
	DC_41A_n77A
	CA_41A-42C
	n77A

	DC_41C-42A_n77A
	DC_41C_n77A
	CA_41C-42A
	n77A

	DC_41A-42A_n78A
	DC_41A_n78A
	CA_41A-42A
	n78A

	DC_41C-42A_n78A
	DC_41C_n78A
	CA_41C-42A
	n78A

	DC_41C-42C_n78A
	DC_41A_n78A
	CA_41C-42C
	n78A

	DC_41A-42C_n78A
	DC_41A_n78A
	CA_41A-42C
	n78A

	DC_41A-42A_n79A
DC_41A-42C_n79A
	DC_41A_n79A
	CA_41A-42A
CA_41A-42C
	n79A

	DC_41C-42C_n79A
	DC_41A_n79A
	CA_41C-42C
	n79A

	DC_41C-42A_n79A
	DC_41C_n79A
	CA_41C-42A
	n79A

	DC_66A_(n)71AAB
	DC_66A_n71A
DC_(n)71AAB
	CA_66A_71A
	n71A

	DC_66A_SUL_n78A-n86A
	DC_66A_n78A,
DC_66A_n86A_ULSUP-TDM_n78A,
DC_66A_n86A_ULSUP-FDM_n78A
	66A
	SUL_n78A-n86A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported in Rel.15
NOTE 3:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.



[bookmark: _Toc526341476]5.5B.4.3	Inter-band EN-DC configurations within FR1 (four bands)
Table 5.5B.4.3-1: Inter-band EN-DC configurations within FR1 (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A
	CA_1A-3A-5A
	n78A

	DC_1A-3A-7A_n28A
	DC_1A_n28A
DC_3A_n28A
DC_7A_n28A
	CA_1A-3A-7A
	n28A

	DC_1A-3A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
	CA_1A-3A-7A
	n78A

	DC_1A-3C-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
	CA_1A-3C-7A
	n78A

	DC_1A-3A-7A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
	CA_1A-3A-7A-7A
	n78A

	DC_1A-3A-8A_n28A
	DC_1A_n28A
DC_3A_n28A
DC_8A_n28A
	CA_1A-3A-8A
	n28A

	DC_1A-3A-8A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_8A_n78A
	CA_1A-3A-8A
	n78A

	DC_1A-3A-20A_n28A
	DC_1A_n28A
DC_3A_n28A
DC_20A_n28A
	CA_1A-3A-20A
	n28A

	DC_1A-3A-20A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_20A_n78A
	CA_1A-3A-20A
	n78A

	DC_1A-3A-28A_n77A
	DC_1A_n77A
DC_3A_n77A
DC_28A_n77A
	CA_1A-3A-28A
	n77A

	DC_1A-3A-28A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A
	CA_1A-3A-28A
	n78A

	DC_1A-3A-28A_n79A
	DC_1A_n79A
DC_3A_n79A
DC_28A_n79A
	CA_1A-3A-28A
	n79A

	DC_1A-3A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
	CA_1A-3A
	CA_n28A-n78A

	DC_1A-3A-19A_n77A
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
	CA_1A-3A-19A
	n77A

	DC_1A-3A-19A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
	CA_1A-3A-19A
	n78A

	DC_1A-3A-19A_n79A
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
	CA_1A-3A-19A
	n79A

	DC_1A-3A-21A_n77A
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A
	CA_1A-3A-21A
	n77A

	DC_1A-3A-21A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A
	CA_1A-3A-21A
	n78A

	DC_1A-3A-21A_n79A
	DC_1A_n79A
DC_3A_n79A
DC_21A_n79A
	CA_1A-3A-21A
	n79A

	DC_1A-3A-42C_n77A
	DC_1A_n77A
DC_3A_n77A
	CA_1A-3A-42C
	n77A

	DC_1A-3A-42C_n78A
	DC_1A_n78A
DC_3A_n78A
	CA_1A-3A-42C
	n78A

	DC_1A-3A-42C_n79A
	DC_1A_n79A
DC_3A_n79A
	CA_1A-3A-42C
	n79A

	DC_1A-3A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
	CA_1A-3A-42C
	n77A

	DC_1A-3A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
	CA_1A-3A-42C
	n78A

	DC_1A-3A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
	CA_1A-3A-42C
	n79A

	DC_1A-5A-7A_n78A
	DC_1A_n78A
DC_5A_n78A
DC_7A_n78A
	CA_1A-5A-7A 
	n78A

	DC_1A-5A-7A-7A_n78A
	DC_1A_n78A
DC_5A_n78A
DC_7A_n78A
	CA_1A-5A-7A-7A 
	n78A

	DC_1A-7A-20A_n28A
	DC_1A_n28A
DC_7A_n28A
DC_20A_n28A
	CA_1A-7A-20A
	n28A

	DC_1A-7A-20A_n78A
	DC_1A_n78A
DC_7A_n78A
DC_20A_n78A
	CA_1A-7A-20A
	n78A

	DC_1A-7A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_7A_n28A
DC_7A_n78A
	CA_1A-7A
	CA_n28A-n78A

	DC_1A-18A-28A_n77A
	DC_1A_n77A
DC_18A_n77A
DC_28A_n77A
	CA_1A-18A-28A
	n77A

	DC_1A-18A-28A_n78A
	DC_1A_n78A
DC_18A_n78A
DC_28A_n78A
	CA_1A-18A-28A
	n78A

	DC_1A-18A-28A_n79A
	DC_1A_n79A
DC_18A_n79A
DC_28A_n79A
	CA_1A-18A-28A
	n79A

	DC_1A-19A-42A_n77A
	DC_1A_n77A
DC_19A_n77A
	CA_1A-19A-42A
	n77A

	DC_1A-19A-42A_n78A
	DC_1A_n78A
DC_19A_n78A
	CA_1A-19A-42A
	n78A

	DC_1A-19A-42A_n79A
	DC_1A_n79A
DC_19A_n79A
	CA_1A-19A-42A
	n79A

	DC_1A-19A-42C_n77A
	DC_1A_n77A
DC_19A_n77A
	CA_1A-19A-42C
	n77A

	DC_1A-19A-42C_n78A
	DC_1A_n78A
DC_19A_n78A
	CA_1A-19A-42C
	n78A

	DC_1A-19A-42C_n79A
	DC_1A_n79A
DC_19A_n79A
	CA_1A-19A-42C
	n79A

	DC_1A-19A-42C_n77C
	DC_1A_n77A
DC_19A_n77A
	CA_1A-19A-42C
	n77ACA_n77C

	DC_1A-19A-42C_n78C
	DC_1A_n78A
DC_19A_n78A
	CA_1A-19A-42C
	n78ACA_n78C

	DC_1A-19A-42C_n79C
	DC_1A_n79A
DC_19A_n79A
	CA_1A-19A-42C
	n79ACA_n79C

	DC_1A-20A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_20A_n28A
DC_20A_n78A
	CA_1A-20A
	CA_n28A-n78A

	DC_1A-21A-28A_n77A
	DC_1A_n77A
DC_21A_n77A
DC_28A_n77A
	CA_1A-21A-28A
	n77A

	DC_1A-21A-28A_n78A
	DC_1A_n78A
DC_21A_n78A
DC_28A_n78A
	CA_1A-21A-28A
	n78A

	DC_1A-21A-28A_n79A
	DC_1A_n79A
DC_21A_n79A
DC_28A_n79A
	CA_1A-21A-28A
	n79A

	DC_1A-21A-42A_n77A
	DC_1A_n77A
DC_21A_n77A
	CA_1A-21A-42A
	n77A

	DC_1A-21A-42A_n78A
	DC_1A_n78A
DC_21A_n78A
	CA_1A-21A-42A
	n78A

	DC_1A-21A-42A_n79A
	DC_1A_n79A
DC_21A_n79A
	CA_1A-21A-42A
	n79A

	DC_1A-21A-42C_n77A
	DC_1A_n77A
DC_21A_n77A
	CA_1A-21A-42C
	n77A

	DC_1A-21A-42C_n78A
	DC_1A_n78A
DC_21A_n78A
	CA_1A-21A-42C
	n78A

	DC_1A-21A-42C_n79A
	DC_1A_n79A
DC_21A_n79A
	CA_1A-21A-42C
	n79A

	DC_1A-21A-42C_n77C
	DC_1A_n77A
DC_21A_n77A
	CA_1A-21A-42C
	n77ACA_n77C

	DC_1A-21A-42C_n78C
	DC_1A_n78A
DC_21A_n78A
	CA_1A-21A-42C
	n78ACA_n78C

	DC_1A-21A-42C_n79C
	DC_1A_n79A
DC_21A_n79A
	CA_1A-21A-42C
	n79ACA_n79C

	DC_1A-28A-42A_n77A
	DC_1A_n77A
DC_28A_n77A
	CA_1A-28A-42A
	n77A

	DC_1A-28A-42A_n78A
	DC_1A_n78A
DC_28A_n78A
	CA_1A-28A-42A
	n78A

	DC_1A-28A-42A_n79A
	DC_1A_n79A
DC_28A_n79A
	CA_1A-28A-42A
	n79A

	DC_1A-28A-42C_n77A
	DC_1A_n77A
DC_28A_n77A
	CA_1A-28A-42A
	n77A

	DC_1A-28A-42C_n78A
	DC_1A_n78A
DC_28A_n78A
	CA_1A-28A-42A
	n78A

	DC_1A-28A-42C_n79A
	DC_1A_n79A
DC_28A_n79A
	CA_1A-28A-42A
	n79A

	DC_1A-41A-42A_n77A
	DC_1A_n77A
DC_41A_n77A
	CA_1A-41A-42A
	n77A

	DC_1A-41A-42C_n77A
	DC_1A_n77A
DC_41A_n77A
	CA_1A-41A-42C
	n77A

	DC_1A-41C-42A_n77A
	DC_1A_n77A
DC_41A_n77A
	CA_1A-41C-42A
	n77A

	DC_1A-41A-42A_n78A
	DC_1A_n78A
DC_41A_n78A
	CA_1A-41A-42A
	n78A

	DC_1A-41A-42C_n78A
	DC_1A_n78A
DC_41A_n78A
	CA_1A-41A-42C
	n78A

	DC_1A-41C-42A_n78A
	DC_1A_n78A
DC_41A_n78A
	CA_1A-41C-42A
	n78A

	DC_1A-41A-42A_n79A
	DC_1A_n79A
DC_41A_n79A
	CA_1A-41A-42A
	n79A

	DC_1A-41A-42C_n79A
	DC_1A_n79A
DC_41A_n79A
	CA_1A-41A-42C
	n79A

	DC_1A-41C-42A_n79A
	DC_1A_n79A
DC_41A_n79A
	CA_1A-41C-42A
	n79A

	DC_1A-41C-42C_n77A
	DC_1A_n77A
DC_41A_n77A
	CA_1A-41C-42C
	n77A

	DC_1A-41C-42C_n78A
	DC_1A_n78A
DC_41A_n78A
	CA_1A-41C-42C
	n78A

	DC_1A-41C-42C_n79A
	DC_1A_n79A
DC_41A_n79A
	CA_1A-41C-42C
	n79A

	DC_2A-66A-(n)71AAB
	DC_2A_n71A
DC_66A_n71A
DC_(n)71AAB
	CA_2A-66A-71A
	n71A

	DC_3A-5A-7A-7A_n78A
	DC_3A_n78A
DC_5A_n78A
DC_7A_n78A
	CA_3A-5A-7A-7A
	n78A

	DC_3A-5A-7A_n78A
	DC_3A_n78A
DC_5A_n78A
DC_7A_n78A
	CA_3A-5A-7A
	n78A

	DC_3A-7A-20A_n28A
	DC_3A_n28A
DC_7A_n28A
DC_20A_n28A
	CA_3A-7A-20A
	n28A

	DC_3A-7A-20A_n78A
	DC_3A_n78A
DC_28A20A_n78A
DC_7A_n78A 
	CA_3A-7A-20A
	n78A

	DC_3A-7A-28A_n78A
	DC_3A-7A_n78A
DC_3A-28A_n78A
DC_7A-28A_n78A
	CA_3A-7A-28A
	n78A

	DC_3A-7C-28A_n78A
	DC_3A_n78A
DC_7A_n78A
DC_28A_n78A
	CA_3A-7C-28A
	n78A

	DC_3A-7A_n28A-n78A
	DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
	CA_3A-7A
	CA_n28A-n78A

	DC_3A-19A-21A_n77A
	DC_3A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_3A-19A-21A
	n77A

	DC_3A-19A-21A_n78A
	DC_3A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_3A-19A-21A
	n78A

	DC_3A-19A-21A_n79A
	DC_3A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_3A-19A-21A
	n79A

	DC_3A-19A-42A_n77A
	DC_3A_n77A
DC_19A_n77A
	CA_3A-19A-42A
	n77A

	DC_3A-19A-42C_n77A
	DC_3A_n77A
DC_19A_n77A
	CA_3A-19A-42C
	n77A

	DC_3A-19A-42C_n77C
	DC_3A_n77A
DC_19A_n77A
	CA_3A-19A-42C
	n77ACA_n77C

	DC_3A-19A-42A_n78A
	DC_3A_n78A
DC_19A_n78A
	CA_3A-19A-42A
	n78A

	DC_3A-19A-42C_n78A
	DC_3A_n78A
DC_19A_n78A
	CA_3A-19A-42C
	n78A

	DC_3A-19A-42C_n78C
	DC_3A_n78A
DC_19A_n78A
	CA_3A-19A-42C
	n78ACA_n78C

	DC_3A-19A-42A_n79A
	DC_3A_n79A
DC_19A_n79A
	CA_3A-19A-42A
	n79A

	DC_3A-19A-42C_n79A
	DC_3A_n79A
DC_19A_n79A
	CA_3A-19A-42C
	n79A

	DC_3A-19A-42C_n79C
	DC_3A_n79A
DC_19A_n79A
	CA_3A-19A-42C
	n79ACA_n79C

	DC_3A-20A_n28A-n78A
	DC_3A_n28A
DC_3A_n78A
DC_20A_n28A
DC_20A_n78A
	CA_3A-20A
	CA_n28A-n78A

	DC_3A-21A-42C_n77A
	DC_3A_n77A
DC_21A_n77A
	CA_3A-21A-42C
	n77A

	DC_3A-21A-42C_n78A
	DC_3A_n78A
DC_21A_n78A
	CA_3A-21A-42C
	n78A

	DC_3A-21A-42C_n79A
	DC_3A_n79A
DC_21A_n79A
	CA_3A-21A-42C
	n79A

	DC_3A-21A-42C_n77C
	DC_3A_n77A
DC_21A_n77A
	CA_3A-21A-42C
	n77ACA_n77C

	DC_3A-21A-42C_n78C
	DC_3A_n78A
DC_21A_n78A
	CA_3A-21A-42C
	n78ACA_n78C

	DC_3A-21A-42C_n79C
	DC_3A_n79A
DC_21A_n79A
	CA_3A-21A-42C
	n79ACA_n79C

	DC_3A-28A-42A_n77A
	DC_3A_n77A
DC_28A_n77A
	CA_3A-28A-42A
	n77A

	DC_3A-28A-42A_n78A
	DC_3A_n78A
DC_28A_n78A
	CA_3A-28A-42A
	n78A

	DC_3A-28A-42A_n79A
	DC_3A_n79A
DC_28A_n79A
	CA_3A-28A-42A
	n79A

	DC_3A-28A-42C_n77A
	DC_3A_n77A
DC_28A_n77A
	CA_3A-28A-42A42C
	n77A

	DC_3A-28A-42C_n78A
	DC_3A_n78A
DC_28A_n78A
	CA_3A-28A-42A42C
	n78A

	DC_3A-28A-42C_n79A
	DC_3A_n79A
DC_28A_n79A
	CA_3A-28A-42A42C
	n79A

	DC_7A-20A_n28A-n78A
	DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A
	CA_7A-20A
	CA_n28A-n78A

	DC_19A-21A-42A_n77A
	DC_19A_n77A
DC_21A_n77A
	CA_19A-21A-42A
	n77A

	DC_19A-21A-42A_n78A
	DC_19A_n78A
DC_21A_n78A
	CA_19A-21A-42A
	n78A

	DC_19A-21A-42A_n79A
	DC_19A_n79A
DC_21A_n79A
	CA_19A-21A-42A
	n79A

	DC_19A-21A-42C_n77A
	DC_19A_n77A
DC_21A_n77A
	CA_19A-21A-42C
	n77A

	DC_19A-21A-42C_n78A
	DC_19A_n78A
DC_21A_n78A
	CA_19A-21A-42C
	n78A

	DC_19A-21A-42C_n79A
	DC_19A_n79A
DC_21A_n79A
	CA_19A-21A-42C
	n79A

	DC_19A-21A-42C_n77C
	DC_19A_n77A
DC_21A_n77A
	CA_19A-21A-42C
	n77ACA_n77C

	DC_19A-21A-42C_n78C
	DC_19A_n78A
DC_21A_n78A
	CA_19A-21A-42C
	n78ACA_n78C

	DC_19A-21A-42C_n79C
	DC_19A_n79A
DC_21A_n79A
	CA_19A-21A-42C
	n79ACA_n79C

	DC_21A-28A-42A_n77A
	DC_21A_n77A
DC_28A_n77A
	CA_21A-28A-42A
	n77A

	DC_21A-28A-42A_n78A
	DC_21A_n78A
DC_28A_n78A
	CA_21A-28A-42A
	n78A

	DC_21A-28A-42A_n79A
	DC_21A_n79A
DC_28A_n79A
	CA_21A-28A-42A
	n79A

	DC_21A-28A-42C_n77A
	DC_21A_n77A
DC_28A_n77A
	CA_21A-28A-42A42C
	n77A

	DC_21A-28A-42C_n78A
	DC_21A_n78A
DC_28A_n78A
	CA_21A-28A-42A42C
	n78A

	DC_21A-28A-42C_n79A
	DC_21A_n79A
DC_28A_n79A
	CA_21A-28A-42A42C
	n79A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
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Table 5.5B.4.4-1: Inter-band EN-DC configurations within FR1 (five bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A
DC_7A_n78A
	CA_1A-3A-5A-7A
	n78A

	DC_1A-3A-7A-20A_n28A
	DC_1A_n28A
DC_3A_n28A
DC_7A_n28A
DC_20A_n28A
	CA_1A-3A-7A-20A
	n28A

	DC_1A-3A-5A-7A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A
DC_7A_n78A
	CA_1A-3A-5A-7A-7A
	n78A

	DC_1A-3A-7A-20A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
DC_20A_n78A
	CA_1A-3A-7A-20A
	n78A

	DC_1A-3A-7A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
	CA_1A-3A-7A
	CA_n28A-n78A

	DC_1A-3A-19A-21A_n77A
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_1A-3A-19A-21A
	n77A

	DC_1A-3A-19A-21A_n77C
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_1A-3A-19A-21A
	n77ACA_n77C

	DC_1A-3A-19A-21A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_1A-3A-19A-21A
	n78A

	DC_1A-3A-19A-21A_n78C
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_1A-3A-19A-21A
	n78ACA_n78C

	DC_1A-3A-19A-21A_n79A
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_1A-3A-19A-21A
	n79A

	DC_1A-3A-19A-21A_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_1A-3A-19A-21A
	n79ACA_n79C

	DC_1A-3A-19A-42A_n77A
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
	CA_1A-3A-19A-42A
	n77A

	DC_1A-3A-19A-42A_n77C
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
	CA_1A-3A-19A-42A
	n77A

	DC_1A-3A-19A-42C_n77A
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
	CA_1A-3A-19A-42C
	n77A

	DC_1A-3A-19A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
	CA_1A-3A-19A-42A42C
	CA_n77C

	DC_1A-3A-19A-42A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
	CA_1A-3A-19A-42A
	n78A

	DC_1A-3A-19A-42A_n78C
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
	CA_1A-3A-19A-42A
	n78ACA_n78C

	DC_1A-3A-19A-42C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
	CA_1A-3A-19A-42C
	n78A

	DC_1A-3A-19A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
	CA_1A-3A-19A-42C
	CA_n78C

	DC_1A-3A-19A-42A_n79A
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
	CA_1A-3A-19A-42A
	n79A

	DC_1A-3A-19A-42A_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
	CA_1A-3A-19A-42A
	n79ACA_n79C

	DC_1A-3A-19A-42C_n79A
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
	CA_1A-3A-19A-42C
	n79A

	DC_1A-3A-19A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
	CA_1A-3A-19A-42C
	CA_n79C

	DC_1A-3A-20A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_20A_n28A
DC_20A_n78A
	CA_1A-3A-20A
	CA_n28A-n78A

	DC_1A-3A-21A-42C_n77A
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A
	CA_1A-3A-21A-42C
	n77A

	DC_1A-3A-21A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A
	CA_1A-3A-21A-42C
	CA_n77C

	DC_1A-3A-21A-42C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A
	CA_1A-3A-21A-42C
	n78A

	DC_1A-3A-21A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A
	CA_1A-3A-21A-42C
	CA_n78C

	DC_1A-3A-21A-42C_n79A
	DC_1A_n79A
DC_3A_n79A
DC_19A21A_n79A
	CA_1A-3A-21A-42C
	n79A

	DC_1A-3A-21A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A21A_n79A
	CA_1A-3A-21A-42C
	CA_n79C

	DC_1A-3A-28A-42A_n77A
	DC_1A_n77A
DC_3A_n77A
DC_28A_n77A
	CA_1A-3A-28A-42A
	n77A

	DC_1A-3A-28A-42A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A
	CA_1A-3A-28A-42A
	n78A

	DC_1A-3A-28A-42A_n79A
	DC_1A_n79A
DC_3A_n79A
DC_28A_n79A
	CA_1A-3A-28A-42A
	n79A

	DC_1A-3A-28A-42C_n77A
	DC_1A_n77A
DC_3A_n77A
DC_28A_n77A
	CA_1A-3A-28A-42C
	n77A

	DC_1A-3A-28A-42C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A
	CA_1A-3A-28A-42C
	n78A

	DC_1A-3A-28A-42C_n79A
	DC_1A_n79A
DC_3A_n79A
DC_28A_n79A
	CA_1A-3A-28A-42C
	n79A

	DC_1A-7A-20A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A
	CA_1A-7A-20A
	CA_n28A-n78A

	DC_1A-19A-21A-42A_n77A
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_1A-19A-21A-42A
	n77A

	DC_1A-19A-21A-42A_n78A
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_1A-19A-21A-42A
	n78A

	DC_1A-19A-21A-42A_n79A
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_1A-19A-21A-42A
	n79A

	DC_1A-19A-21A-42A_n77C
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_1A-19A-21A-42A
	n77ACA_n77C

	DC_1A-19A-21A-42A_n78C
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_1A-19A-21A-42A
	n78ACA_n78C

	DC_1A-19A-21A-42A_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_1A-19A-21A-42A
	n79ACA_n79C

	DC_1A-19A-21A-42C_n77A
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_1A-19A-21A-42C
	n77A

	DC_1A-19A-21A-42C_n77C
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A
	CA_1A-19A-21A-42C
	CA_n77C

	DC_1A-19A-21A-42C_n78A
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_1A-19A-21A-42C
	n78A

	DC_1A-19A-21A-42C_n78C
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A
	CA_1A-19A-21A-42C
	CA_n78C

	DC_1A-19A-21A-42C_n79A
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_1A-19A-21A-42C
	n79A

	DC_1A-19A-21A-42C_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A
	CA_1A-19A-21A-42C
	CA_n79C

	DC_1A-21A-28A-42A_n77A
	DC_1A_n77A
DC_21A_n77A
DC_28A_n77A
	CA_1A-21A-28A-42A
	n77A

	DC_1A-21A-28A-42A_n78A
	DC_1A_n78A
DC_21A_n78A
DC_28A_n78A
	CA_1A-21A-28A-42A
	n78A

	DC_1A-21A-28A-42A_n79A
	DC_1A_n79A
DC_21A_n79A
DC_28A_n79A
	CA_1A-21A-28A-42A
	n79A

	DC_1A-21A-28A-42C_n77A
	DC_1A_n77A
DC_21A_n77A
DC_28A_n77A
	CA_1A-21A-28A-42C
	n77A

	DC_1A-21A-28A-42C_n78A
	DC_1A_n78A
DC_21A_n78A
DC_28A_n78A
	CA_1A-21A-28A-42C
	n78A

	DC_1A-21A-28A-42C_n79A
	DC_1A_n79A
DC_21A_n79A
DC_28A_n79A
	CA_1A-21A-28A-42C
	n79A

	DC_3A-7A-20A_n28A-n78A
	DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A
	CA_3A-7A-20A
	CA_n28A-n78A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
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Table 5.5B.4.5-1: Inter-band EN-DC configurations within FR1 (six bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-7A-20A_n28A-n78A
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A
	CA_1A-3A-7A-20A
	CA_n28A-n78A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
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Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.101 and for NR operating bands and CA configurations in TS 38.101-1, TS 38.101-2 and TS 38.101-3.
[bookmark: _Toc526341480]5.5B.5.1	Inter-band EN-DC configurations including FR2 (two bands)
Table 5.5B.5.1-1: Inter-band EN-DC configurations including FR2 (two bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A_n257A
DC_1A_n257D
DC_1A_n257E
DC_1A_n257F
	DC_1A_n257A
	1A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_2A_n257A
DC_2A_n257(2A)
	DC_2A_n257A
	2A
	n257A
CA_n257(2A)

	DC_2A-2A_n257A
	DC_2A-2A_n257A
	CA_2A-2A
	n257A

	DC_2A_n257A
	DC_2A_n257A
	2A
	n257A

	DC_2C_n257A
	DC_2AC_n257A
	CA_2C
	n257A

	DC_2A_n260
DC_2A_n260(2A)
	DC_2A_n260A
	2A
	n260A
CA_n260(2A)

	DC_2A-2A_n260A
	DC_2A_n260A
	CA_2A-2A
	n260A

	DC_2C_n260A
	DC_2AC_n260A
	CA_2C
	n260A

	DC_3A_n257A
DC_3A_n257D
DC_3A_n257E
DC_3A_n257F
	DC_3A_n257A
	3A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_3A_n258A
	DC_3A_n258A
	3A
	n258A

	DC_5A-5A_n257A
	DC_5A_n257A
	CA_5A-5A
	n257A

	DC_5A-5A_n260A
	DC_5A_n260A
	CA_5A-5A
	n260A

	DC_5A_n257A
	DC_5A_n257A
	5A
	n257A

	DC_5A_n260A
DC_5A_n260B
DC_5A_n260C
DC_5A_n260D
DC_5A_n260E
DC_5A_n260F
DC_5A_n260G
DC_5A_n260H
DC_5A_n260I
DC_5A_n260J
DC_5A_n260K
DC_5A_n260L
DC_5A_n260M
DC_5A_n260O
DC_5A_n260P
DC_5A_n260Q
DC_5A_n260(2A)
DC_5A_n260(3A)
DC_5A_n260(4A)
DC_5A-n260(D-G)
DC_5A-n260(D-H)
DC_5A-n260(D-I)
DC_5A-n260(D-O)
DC_5A-n260(D-P)
DC_5A-n260(D-Q)
DC_5A-n260(E-O)
DC_5A-n260(E-P)
DC_5A-n260(E-Q) 
	DC_5A_n260A
	5A
	n260A
CA_n260B
CA_n260C
CA_n260D
CA_n260E
CA_n260F
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M
CA_n260O
CA_n260P
CA_n260Q
CA_n260(2A)
CA_n260(3A)
CA_n260(4A)
CA_n260(D-G)
CA_n260(D-H)
CA_n260(D-I)
CA_n260(D-O)
CA_n260(D-P)
CA_n260(D-Q)
CA_n260(E-O)
CA_n260(E-P)
CA_n260(E-Q)

	DC_5A_n261A
DC_5A_n261B
DC_5A_n261C
DC_5A_n261D
DC_5A_n261E
DC_5A_n261F
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I
DC_5A_n261J
DC_5A_n261K
DC_5A_n261L
DC_5A_n261M
DC_5A_n261O
DC_5A_n261P
DC_5A_n261Q
DC_5A-n261(2A)
DC_5A-n261(3A)
DC_5A-n261(4A)
DC_5A-n261(D-G)
DC_5A-n261(D-H)
DC_5A-n261(D-I)
DC_5A-n261(D-O)
DC_5A-n261(D-P)
DC_5A-n261(D-Q)
DC_5A-n261(E-O)
DC_5A-n261(E-P)
DC_5A-n261(E-Q) 
	DC_5A_n261A
	5A
	n261A
CA_n261B
CA_n261C
CA_n261D
CA_n261E
CA_n261F
CA_n261G
CA_n261H
CA_n261I
CA_n261J
CA_n261K
CA_n261L
CA_n261M
CA_n261O
CA_n261P
CA_n261Q
CA_n261(2A)
CA_n261(3A)
CA_n261(4A)
CA_n261(D-G)
CA_n261(D-H)
CA_n261(D-I)
CA_n261(D-O)
CA_n261(D-P)
CA_n261(D-Q)
CA_n261(E-O)
CA_n261(E-P)
CA_n261(E-Q)

	DC_5B_n257A
	DC_5B_n257A
	CA_5B
	n257A

	DC_5B_n260A
	DC_5B_n260A
	CA_5B
	n260A

	DC_7A-7A_n257A
	DC_7A_n257A
	CA_7A-7A
	n257A

	DC_7A_n257A
	DC_7A_n257A
	7A
	n257A

	DC_7A_n258A
	DC_7A_n258A
	7A
	n258A

	DC_8A_n257A
	DC_8A_n257A
	8A
	n257A

	DC_8A_n258A
	DC_8A_n258A
	8A
	n258A

	DC_11A_n257A
	DC_11A_n257A
	11A
	n257A

	DC_12A_n260A
	DC_12A_n260A
	12A
	n260A

	DC_13A_n257A
	DC_13A_n257A
	13A
	n257A

	DC_13A_n260A
	DC_13A_n260A
	13A
	n260A

	DC_18A_n257A
	DC_18A_n257A
	18A
	n257A

	DC_19A_n257A
DC_19A_n257D
DC_19A_n257E
DC_19A_n257F
	DC_19A_n257A
	19A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_20A_n258A
	DC_20A_n258A
	20A
	n258A

	DC_21A_n257A
DC_21A_n257D
DC_21A_n257E
DC_21A_n257F
	DC_21A_n257A
	21A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_26A_n257A
	DC_26A_n257A
	26A
	n257A

	DC_28A_n257A
DC_28A_n257D
DC_28A_n257E
DC_28A_n257F
	DC_28A_n257A
	28A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_28A_n258A
	DC_28A_n258A
	28A
	n258A

	DC_30A_n260A
	DC_30A_n260A
	30A
	CA_n260A

	DC_39A_n258A
	DC_39A_n258A
	39A
	n258A

	DC_41A_n257A
DC_41C_n257A
	DC_41A_n257A
	41A
CA_41C
	n257A

	DC_41A_n258A
	DC_41A_n258A
	41A
	CA_n258A

	DC_41C_n257A
	DC_41C_n257A
	CA_41C
	n257A

	DC_42A_n257A
DC_42C_n257A
DC_42A_n257D
DC_42A_n257E
DC_42A_n257F
	DC_42A_n257A
	42A
CA_42C
42A
42A
42A
	n257A
n257A
CA_n257D
CA_n257E
CA_n257F

	DC_42C_n257A
DC_42C_n257D
DC_42C_n257E
DC_42C_n257F
	DC_42C_n257A
	CA_42C
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_42D_n257A
	DC_42C_n257A
	CA_42C42D
	n257A

	DC_42E_n257A
	DC_42A_n257A
	42CA_42E
	n257A

	DC_48A-48A_n257A
	DC_48A_n257A
	CA_48A-48A
	n257A

	DC_48A-48A_n260A
	DC_48A_n260A
	CA_48A-48A
	n260A

	DC_48A_n257A
	DC_48A_n257A
	48A
	n257A

	DC_48C_n257A
	DC_48C_n257A
	CA_48C
	n257A

	DC_48C_n260A
	DC_48C_n260A
	CA_48C
	n260A

	DC_48A_n260A
	DC_48A_n260A
	48A
	n260A

	DC_66A-66A_n257A
	DC_66A_n257A
	CA_66A-66A
	n257A

	DC_66A-66A_n260A
	DC_66A_n260A
	CA_66A-66A
	n260A

	DC_66A_n257A
DC_66A_n257(2A)
DC_66A_n257G
DC_66A_n257H
DC_66A_n257I
DC_66A_n257J
DC_66A_n257K
DC_66A_n257L
DC_66A_n257M
	DC_66A_n257A
	66A
	n257A
CA_n257(2A)
CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n257K
CA_n257L
CA_n257M

	DC_66A_n260A
DC_66A_n260D
DC_66A_n260E
DC_66A_n260F
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
DC_66A_n260J
DC_66A_n260K
DC_66A_n260L
DC_66A_n260M
DC_66A_n260O
DC_66A_n260P
DC_66A_n260Q
DC_66A_n260(2A)
DC_66A_n260(3A)
DC_66A_n260(4A)
DC_66A-n260(D-G)
DC_66A-n260(D-H)
DC_66A-n260(D-I)
DC_66A-n260(D-O)
DC_66A-n260(D-P)
DC_66A-n260(D-Q)
DC_66A-n260(E-O)
DC_66A-n260(E-P)
DC_66A-n260(E-Q) 
	DC_66A_n260A
	66A
	n260A
CA_n260D
CA_n260E
CA_n260F
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M
CA_n260O
CA_n260P
CA_n260Q
CA_n260(2A)
CA_n260(3A)
CA_n260(4A)
CA_n260(D-G)
CA_n260(D-H)
CA_n260(D-I)
CA_n260(D-O)
CA_n260(D-P)
CA_n260(D-Q)
CA_n260(E-O)
CA_n260(E-P)
CA_n260(E-Q)

	DC_66C_n257A
	DC_66C_n257A
	CA_66C
	n257A

	DC_66A_n261A
DC_66A_n261D
DC_66A_n261E
DC_66A_n261F
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I
DC_66A_n261J
DC_66A_n261K
DC_66A_n261L
DC_66A_n261M
DC_66A_n261O
DC_66A_n261P
DC_66A_n261Q
DC_66A-n261(2A)
DC_66A-n261(3A)
DC_66A-n261(4A)
DC_66A-n261(D-G)
DC_66A-n261(D-H)
DC_66A-n261(D-I)
DC_66A-n261(D-O)
DC_66A-n261(D-P)
DC_66A-n261(D-Q)
DC_66A-n261(E-O)
DC_66A-n261(E-P)
DC_66A-n261(E-Q) 
	DC_66A_n261A
	66A
	n261A
CA_n261D
CA_n261E
CA_n261F
CA_n261G
CA_n261H
CA_n261I
CA_n261J
CA_n261K
CA_n261L
CA_n261M
CA_n261O
CA_n261P
CA_n261Q
CA_n261(2A)
CA_n261(3A)
CA_n261(4A)
CA_n261(D-G)
CA_n261(D-H)
CA_n261(D-I)
CA_n261(D-O)
CA_n261(D-P)
CA_n261(D-Q)
CA_n261(E-O)
CA_n261(E-P)
CA_n261(E-Q)

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
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Table 5.5B.5.2-1: Inter-band EN-DC configurations including FR2 (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A_n257A
DC_1A-3A_n257D
DC_1A-3A_n257E
DC_1A-3A_n257F
	DC_1A_n257A
DC_3A_n257A
	CA_1A-3A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-5A_n257A
	DC_1A_n257A
DC_5A_n257A
	CA_1A-5A
	n257A

	DC_1A-7A_n257A
	DC_1A_n257A
DC_7A_n257A
	CA_1A-7A
	n257A

	DC_1A-7A-7A_n257A
	DC_1A_n257A
DC_7A-7A_n257A
	CA_1A-7A-7A
	n257A

	DC_1A-8A_n257A
	DC_1A-257A
DC_8A_n257A
	CA_1A-8A
	n257A

	DC_1A-18A_n257A
	DC_1A-257A
DC_18A_n257A
	CA_1A-18A
	n257A

	DC_1A-19A_n257A
DC_1A-19A_n257D
DC_1A-19A_n257E
DC_1A-19A_n257F
	DC_1A-257A
DC_19A_n257A
	CA_1A-19A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-21A_n257A
DC_1A-21A_n257D
DC_1A-21A_n257E
DC_1A-21A_n257F
	DC_1A_n257A
DC_21A_n257A
	CA_1A-21A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-28A_n257A
DC_1A-28A_n257D
DC_1A-28A_n257E
DC_1A-28A_n257F
	DC_1A_n257A
DC_28A_n257A
	CA_1A-28A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-41A_n257A
	DC_1A_n257A
DC_41A_n257A
	CA_1A-41A
	n257A

	DC_1A-41C_n257A
	DC_1A_n257A
DC_41C_n257A
	CA_1A-41C
	n257A

	DC_1A-42A_n257A
DC_1A-42A_n257D
DC_1A-42A_n257E
DC_1A-42A_n257F
	DC_1A_n257A
DC_42A_n257A
	CA_1A-42A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-42C_n257A
	DC_1A_n257A
DC_42A_n257A
	CA_1A-42C
	n257A

	DC_1A-42D_n257A
	DC_1A_n257A
DC_42A_n257A
	CA_1A-42C42D
	n257A

	DC_1A-42E_n257A
	DC_1A_n257A
DC_42A_n257A
	CA_1A-42E
	n257A

	DC_2A-13A_n260A
	DC_2A_n260A
DC_13A_n260A
	CA_2A-13A
	n260A

	DC_2A-5A_n257A
	DC_2A_n257A
DC_5A_n257A
	CA_2A-5A
	n257A

	DC_2A-5A_n260A
	DC_2A_n260A
DC_5A_n260A
	CA_2A-5A
	n260A

	DC_2A-12A_n260A
	DC_2A_n260A
DC_12A_n260A
	CA_2A-12A
	n260A

	DC_2A-13A_n257A
	DC_2A_n257A
DC_13A_n257A
	CA_2A-13A
	n257A

	DC_2A-30A_n260A
	DC_2A_n260A
DC_30A_n260A
	CA_2A-30A
	n260A

	DC_2A-66A_n257A
	DC_2A_n257A
DC_66A_n257A
	CA_2A-66A
	n257A

	DC_2A-66A_n260A
	DC_2A_n260A
DC_66A_n260A
	CA_2A-66A
	n260A

	DC_3A-5A_n257A
	DC_3A_n257A
DC_5A_n257A
	CA_3A-5A
	n257A

	DC_3A-7A-7A_n257A
	DC_3A_n257A
DC_7A_n257A
	CA_3A-7A-7A
	n257A

	DC_3A-7A_n257A
	DC_3A_n257A
DC_7A_n257A
	CA_3A-7A
	n257A

	DC_3A-19A_n257A
DC_3A-19A_n257D
DC_3A-19A_n257E
DC_3A-19A_n257F
	DC_3A_n257A
DC_19A_n257A
	CA_3A-19A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_3A-21A_n257A
DC_3A-21A_n257D
DC_3A-21A_n257E
DC_3A-21A_n257F
	DC_3A_n257A
DC_21A_n257A
	CA_3A-21A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_3A-28A_n257A
DC_3A-28A_n257D
DC_3A-28A_n257E
DC_3A-28A_n257F
	DC_3A_n257A
DC_28A_n257A
	CA_3A-28A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_3A-41A_n257A
	DC_3A_n257A
DC_41A_n257A
	CA_3A-41A
	n257A

	DC_3A-42A_n257A
DC_3A-42A_n257D
DC_3A-42A_n257E
DC_3A-42A_n257F
	DC_3A_n257A
DC_42A_n257A
	CA_3A-42A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_3A-42C_n257A
	DC_3A_n257A
DC_42A_n257A
	CA_3A-42C
	n257A

	DC_3A-42D_n257A
	DC_3A_n257A
DC_42A_n257A
	CA_3A-42A42D
	n257A

	DC_3A-42E_n257A
	DC_3A_n257A
DC_42A_n257A
	CA_3A-42E
	n257A

	DC_5A-30A_n260A
	DC_5A_n260A
DC_30A_n260A
	CA_5A-30A
	n260A

	DC_5A-66A_n257A
	DC_5A_n257A
DC_66A_n257A
	CA_5A-66A
	n257A

	DC_5A-66A_n260A
	DC_5A_n260A
DC_66A_n260A
	CA_5A-66A
	n260A

	DC_5A-7A-7A_n257A
	DC_5A_n257A
DC_7A_n257A
	CA_5A-7A-7A
	n257A

	DC_5A-7A_n257A
	DC_5A_n257A
DC_7A_n257A
	CA_5A-7A
	n257A

	DC_5A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
	5A
	CA_n78A-n257A

	DC_5B_n260A
	DC_5B_n260A
	CA_5B
	n260A

	DC_7A-7A_n257A
	DC_7A_n257A
	CA_7A-7A
	n257A

	DC_7A_n78A-n257A
	DC_7A_n78A
DC_7A_n257A
	7A
	CA_n78A-n257A

	DC_12A-30A_n260A
	DC_12A_n260A
DC_30A_n260A
	CA_12A-30A
	n260A

	DC_12A-66A_n260A
	DC_12A_n260A
DC_66A_n260A
	CA_12A-66A
	n260A

	DC_13A-66A_n257A
	DC_13A_n257A
DC_66A_n257A
	CA_13A-66A
	n257A

	DC_13A-66A_n260A
	DC_13A_n260A
DC_66A_n260A
	CA_13A-66A
	n260A

	DC_18A-28A-n257A
	DC_18A_n257A
DC_28A_n257A
	CA_18A-28A
	n257A

	DC_19A-42A_n257A
DC_19A-42A_n257D
DC_19A-42A_n257E
DC_19A-42A_n257F
	DC_19A_n257A
DC_42A_n257A
	CA_19A-42A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_19A-21A_n257A
DC_19A-21A_n257D
DC_19A-21A_n257E
DC_19A-21A_n257F
	DC_19A_n257A
DC_21A_n257A
	CA_19A-21A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_19A-42C_n257A
	DC_19A_n257A
DC_42A_n257A
	CA_19A-42C
	n257A

	DC_21A-28A_n257A
DC_21A-28A_n257D
DC_21A-28A_n257E
DC_21A-28A_n257F
	DC_21A_n257A
DC_28A_n257A
	CA_21A-28A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_21A-42A_n257A
DC_21A-42A_n257D
DC_21A-42A_n257E
DC_21A-42A_n257F
	DC_21A_n257A
DC_42A_n257A
	CA_21A-42A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_21A-42C_n257A
	DC_21A_n257A
DC_42A_n257A
	CA_21A-42C
	n257A

	DC_21A_n77A-n257A
	DC_21A_n77A
DC_21A_n257A
	21A
	CA_n77A-n257A

	DC_21A_n78A-n257A
	DC_21A_n78A
DC_21A_n257A
	21A
	CA_n78A-n257A

	DC_21A_n79A-n257A
	DC_21A_n79A
DC_21A_n257A
	21A
	CA_n79A-n257A

	DC_28A-42C_n257A
	DC_28A_n257A
DC_42A_n257A
	CA_28A-42C
	n257A

	DC_28A-42A_n257A
	DC_28A_n257A
DC_42A_n257A
	CA_28A-42A
	n257A

	DC_30A-66A_n260A
	DC_30A_n260A
DC_66A_n260A
	CA_30A-66A
	n260A

	DC_41A-42A_n257A
	DC_41A_n257A
DC_42A_n257A
	CA_41A-42A
	n257A

	DC_41A-42C_n257A
	DC_41A_n257A
DC_42C_n257A
	CA_41A-42C
	n257A

	DC_41C-42A_n257A
	DC_41C_n257A
DC_42A_n257A
	CA_41C-42A
	n257A

	DC_41C-42C_n257A
	DC_41A_n257A
DC_42A_n257A
	CA_41C-42C
	n257A

	DC_42C_n257A
DC_42C_n257D
DC_42C_n257E
DC_42C_n257F
	DC_42C_n257A
	CA_42C
	n257A
CA_n257D
CA_n257E
CA_n257F

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
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5.5B.5.3	Inter-band EN-DC configurations including FR2 (four bands)
Table 5.5B.5.3-1: Inter-band EN-DC configurations including FR2 (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A
	CA_1A-3A-5A
	n257A

	DC_1A-3A-7A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_7A_n257A
	CA_1A-3A-7A-7A
	n257A

	DC_1A-3A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_7A_n257A
	CA_1A-3A-7A
	n257A

	DC_1A-3A-19A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
	CA_1A-3A-19A
	n257A

	DC_1A-3A-21A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_21A_n257A
	CA_1A-3A-21A
	n257A

	DC_1A-3A-28A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_28A_n257A
	CA_1A-3A-28A
	n257A

	DC_1A-3A-42C_n257A
	DC_1A_n257A
DC_3A_n257A
DC_42A_n257A
	CA_1A-3A-42C
	n257A

	DC_1A-3A-42C_n257D
	DC_1A_n257A
DC_3A_n257A
DC_42A_n257A
	CA_1A-3A-42C
	n257ACA_n257D

	DC_1A-3A-42C_n257E
	DC_1A_n257A
DC_3A_n257A
DC_42A_n257A
	CA_1A-3A-42C
	n257ACA_n257E

	DC_1A-3A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_42A_n257A
	CA_1A-3A-42C
	n257ACA_n257F

	DC_1A-3A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
	CA_1A-3A
	CA_n78A-n257A

	DC_1A-5A-7A-7A_n257A
	DC_1A_n257A
DC_5A_n257A
DC_7A_n257A
	CA_1A-5A-7A-7A
	n257A

	DC_1A-5A-7A_n257A
	DC_1A_n257A
DC_5A_n257A
DC_7A_n257A
	CA_1A-5A-7A
	n257A

	DC_1A-5A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A,
DC_5A_n78A
DC_5A_n257A,
	CA_1A-5A
	CA_n78A-n257A

	DC_1A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A,
DC_7A_n78A
DC_7A_n257A,
	CA_1A-7A-7A
	CA_n78A-n257A

	DC_1A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A,
DC_7A_n78A
DC_7A_n257A,
	CA_1A-7A
	CA_n78A-n257A

	DC_1A-18A-28A_n257A
	DC_1A_n257A
DC_18A_n257A
DC_28A_n257A
	CA_1A-18A-28A
	n257A

	DC_1A-19A-42A_n257A
	DC_1A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-19A-42A
	n257A

	DC_1A-19A-42C_n257A
	DC_1A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-19A-42C
	n257A

	DC_1A-19A-42C_n257D
	DC_1A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-19A-42A42C
	n257ACA_n257D

	DC_1A-19A-42C_n257E
	DC_1A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-19A-42A42C
	n257ACA_n257E

	DC_1A-19A-42C_n257F
	DC_1A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-19A-42A42C
	n257ACA_n257F

	DC_1A-21A-28A_n257A
	DC_1A_n257A
DC_21A_n257A
DC_28A_n257A
	CA_1A-21A-28A
	n257A

	DC_1A-21A-42A_n257A
	DC_1A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-21A-42A
	n257A

	DC_1A-21A-42C_n257A
	DC_1A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-21A-42C
	n257A

	DC_1A-21A-42C_n257D
	DC_1A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-21A-42C
	n257ACA_n257D

	DC_1A-21A-42C_n257E
	DC_1A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-21A-42C
	n257ACA_n257E

	DC_1A-21A-42C_n257F
	DC_1A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-21A-42C
	n257ACA_n257F

	DC_1A-28A-42A_n257A
	DC_1A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_1A-28A-42A
	n257A

	DC_1A-28A-42C_n257A
	DC_1A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_1A-28A-42A42C
	n257A

	DC_1A-41A-42A_n257A
	DC_1A_n257A
DC_41A_n257A
DC_42A_n257A
	CA_1A-41A-42A
	n257A

	DC_1A-41A-42C_n257A
	DC_1A_n257A
DC_41A_n257A
DC_42A_n257A
	CA_1A-41A-42C
	n257A

	DC_1A-41C-42A_n257A
	DC_1A_n257A
DC_41A_n257A
DC_42A_n257A
	CA_1A-41C-42A
	n257A

	DC_1A-41C-42C_n257A
	DC_1A_n257A
DC_41A_n257A
DC_42A_n257A
	CA_1A-41C-42C
	n257A

	DC_3A-5A-7A-7A_n257A
	DC_3A_n257A
DC_5A_n257A
DC_7A_n257A
	CA_3A-5A-7A-7A
	n257A

	DC_3A-5A-7A_n257A
	DC_3A_n257A
DC_5A_n257A
DC_7A_n257A
	CA_3A-5A-7A
	n257A

	DC_3A-5A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A,
DC_5A_n78A
DC_5A_n257A,
	CA_3A-5A
	CA_n78A-n257A

	DC_3A-7A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_3A-7A-7A
	CA_n78A-n257A

	DC_3A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A,
DC_7A_n78A
DC_7A_n257A,
	CA_3A-7A
	CA_n78A-n257A

	DC_3A-19A-21A_n257A
	DC_3A_n257A
DC_19A_n257A
DC_21A_n257A
	CA_3A-19A-21A
	n257A

	DC_3A-19A-42A_n257A
	DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_3A-19A-42A
	n257A

	DC_3A-19A-42C_n257A
	DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_3A-19A-42C
	n257A

	DC_3A-19A-42C_n257D
	DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_3A-19A-42C
	n257ACA_n257D

	DC_3A-19A-42C_n257E
	DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_3A-19A-42C
	n257ACA_n257E

	DC_3A-19A-42C_n257F
	DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_3A-19A-42C
	n257ACA_n257F

	DC_3A-21A-42C_n257A
	DC_3A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_3A-21A-42C
	n257A

	DC_3A-21A-42C_n257D
	DC_3A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_3A-21A-42C
	n257ACA_n257D

	DC_3A-21A-42C_n257E
	DC_3A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_3A-21A-42C
	n257ACA_n257E

	DC_3A-21A-42C_n257F
	DC_3A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_3A-21A-42C
	n257ACA_n257F

	DC_3A-28A-42A_n257A
	DC_3A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_3A-28A-42A
	n257A

	DC_3A-28A-42C_n257A
	DC_3A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_3A-28A-42A42C
	n257A

	DC_5A-7A-7A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_5A-7A-7A
	CA_n78A-n257A

	DC_5A-7A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_5A-7A
	CA_n78A-n257A

	DC_19A-21A-42A_n257A
	DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_19A-21A-42A
	n257A

	DC_19A-21A-42C_n257D
	DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_19A-21A-42C
	n257ACA_n257D

	DC_19A-21A-42C_n257E
	DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_19A-21A-42C
	n257ACA_n257E

	DC_19A-21A-42C_n257F
	DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_19A-21A-42C
	n257ACA_n257F

	DC_19A-21A-42C_n257A
	DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_19A-21A-42C
	n257A

	DC_21A-28A-42A_n257A
	DC_21A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_21A-28A-42A
	n257A

	DC_21A-28A-42C_n257A
	DC_21A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_21A-28A-42A42C
	n257A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
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Table 5.5B.5.4-1: Inter-band EN-DC configurations including FR2 (five bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A
DC_7A_n257A
	CA_1A-3A-5A-7A
	n257A

	DC_1A-3A-5A-7A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A
DC_7A_n257A
	CA_1A-3A-5A-7A-7A
	n257A

	DC_1A-3A-5A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A,
DC_3A_n78A
DC_3A_n257A,
DC_5A_n78A
DC_5A_n257A,
	CA_1A-3A-5A
	CA_n78A-n257A

	DC_1A-3A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A,
DC_3A_n78A
DC_3A_n257A,
DC_7A_n78A
DC_7A_n257A,
	CA_1A-3A-7A-7A
	CA_n78A-n257A

	DC_1A-3A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A,
DC_3A_n78A
DC_3A_n257A,
DC_7A_n78A
DC_7A_n257A,
	CA_1A-3A-7A
	CA_n78A-n257A

	DC_1A-3A-19A-21A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_21A_n257A
	CA_1A-3A-19A-21A
	n257A

	DC_1A-3A-19A-21A_n257D
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_21A_n257A
	CA_1A-3A-19A-21A
	n257ACA_n257D

	DC_1A-3A-19A-21A_n257E
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_21A_n257A
	CA_1A-3A-19A-21A
	n257ACA_n257E

	DC_1A-3A-19A-21A_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_21A_n257A
	CA_1A-3A-19A-21A
	n257ACA_n257F

	DC_1A-3A-19A-42A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42A
	n257A

	DC_1A-3A-19A-42A_n257D
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42A
	n257ACA_n257D

	DC_1A-3A-19A-42A_n257E
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42A
	n257ACA_n257E

	DC_1A-3A-19A-42A_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42A
	n257ACA_n257F

	DC_1A-3A-19A-42C_n257A
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42C
	n257A

	DC_1A-3A-19A-42C_n257D
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42C
	CA_n257D

	DC_1A-3A-19A-42C_n257E
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42C
	CA_n257E

	DC_1A-3A-19A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-19A-42C
	CA_n257F

	DC_1A-3A-21A-42C_n257A
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-21A-42C
	n257A

	DC_1A-3A-21A-42C_n257D
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-21A-42C
	CA_n257D

	DC_1A-3A-21A-42C_n257E
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-21A-42C
	CA_n257E

	DC_1A-3A-21A-42C_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_42A_n257A
	CA_1A-3A-21A-42C
	CA_n257F

	DC_1A-3A-28A-42A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_1A-3A-21A-42A
	n257A

	DC_1A-3A-28A-42C_n257A
	DC_1A_n257A
DC_3A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_1A-3A-28A-42C
	n257A

	DC_1A-5A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A,
DC_5A_n78A
DC_5A_n257A,
DC_7A_n78A
DC_7A_n257A,
	CA_1A-5A-7A-7A
	CA_n78A-n257A

	DC_1A-5A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A,
DC_5A_n78A
DC_5A_n257A,
DC_7A_n78A
DC_7A_n257A,
	CA_1A-5A-7A
	CA_n78A-n257A

	DC_1A-19A-21A-42A_n257A
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42A
	n257A

	DC_1A-19A-21A-42A_n257D
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42A
	n257ACA_n257D

	DC_1A-19A-21A-42A_n257E
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42A
	n257ACA_n257E

	DC_1A-19A-21A-42A_n257F
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42A
	n257ACA_n257F

	DC_1A-19A-21A-42C_n257A
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42C
	n257A

	DC_1A-19A-21A-42C_n257D
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42C
	CA_n257D

	DC_1A-19A-21A-42C_n257E
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42C
	CA_n257E

	DC_1A-19A-21A-42C_n257F
	DC_1A_n257A
DC_19A_n257A
DC_21A_n257A
DC_42A_n257A
	CA_1A-19A-21A-42C
	CA_n257F

	DC_1A-19A-28A-42C_n257A
	DC_1A_n257A
DC_19A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_1A-19A-28A-42C
	n257A

	DC_1A-21A-28A-42A_n257A
	DC_1A_n257A
DC_21A_n257A
DC_28A_n257A
DC_42A_n257A
	CA_1A-21A-28A-42A
	n257A

	DC_3A-5A-7A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A,
DC_5A_n78A
DC_5A_n257A,
DC_7A_n78A
DC_7A_n257A,
	CA_3A-5A-7A-7A
	CA_n78A-n257A

	DC_3A-5A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A,
DC_5A_n78A
DC_5A_n257A,
DC_7A_n78A
DC_7A_n257A,
	CA_3A-5A-7A
	CA_n78A-n257A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.
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Table 5.5B.5.5-1: Inter-band EN-DC configurations including FR2 (six bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A,
DC_3A_n78A
DC_3A_n257A,
DC_5A_n78A
DC_5A_n257A,
DC_7A_n78A
DC_7A_n257A,
	CA_1A-3A-5A-7A
	CA_n78A-n257A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc526341485]5.5B.6	Inter-band EN-DC including FR1 and FR2
Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.101 and for NR operating bands and CA configurations in TS 38.101-1, TS 38.101-2 and TS 38.101-3.
[bookmark: _Toc526341486]5.5B.6.1	Inter-band EN-DC configurations including FR1 and FR2 (two bands)
This section is N/A.
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Table 5.5B.6.2-1: Inter-band EN-DC configurations including FR1 and FR2 (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A_n77A-n257A
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A
	1A
	CA_n77A-n257A

	DC_1A_n77A-n257D
	DC_1A_n77A
DC_1A-n257A
DC_1A_n77A-n257A
	1A
	CA_n77A-n257D

	DC_1A_n77A-n257E
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A
	1A
	CA_n77A-n257E

	DC_1A_n77A-n257F
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A
	1A
	CA_n77A-n257F

	DC_1A_n77C-n257A
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A
	1A
	CA_n77C-n257A

	DC_1A_n77C-n257D
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A
	1A
	CA_n77C-n257D

	DC_1A_n77C-n257E
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A
	1A
	CA_n77C-n257E

	DC_1A_n77C-n257F
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A
	1A
	CA_n77C-n257F

	DC_1A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A
	1A
	CA_n78A-n257A

	DC_1A_n78A-n257D
	DC_1A_n78A
DC_1A-n257A
DC_1A_n78A-n257A
	1A
	CA_n78A-n257D

	DC_1A_n78A-n257E
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A
	1A
	CA_n78A-n257E

	DC_1A_n78A-n257F
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A
	1A
	CA_n78A-n257F

	DC_1A_n78C-n257A
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A
	1A
	CA_n78C-n257A

	DC_1A_n78C-n257D
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A
	1A
	CA_n78C-n257D

	DC_1A_n78C-n257E
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A
	1A
	CA_n78C-n257E

	DC_1A_n78C-n257F
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A
	1A
	CA_n78C-n257F

	DC_1A_n79A-n257A
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A
	1A
	CA_n79A-n257A

	DC_1A_n79A-n257D
	DC_1A_n79A
DC_1A-n257A
DC_1A_n79A-n257A
	1A
	CA_n79A-n257D

	DC_1A_n79A-n257E
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A
	1A
	CA_n79A-n257E

	DC_1A_n79A-n257F
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A
	1A
	CA_n79A-n257F

	DC_1A_n79C-n257A
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A
	1A
	CA_n79C-n257A

	DC_1A_n79C-n257D
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A
	1A
	CA_n79C-n257D

	DC_1A_n79C-n257E
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A
	1A
	CA_n79C-n257E

	DC_1A_n79C-n257F
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A
	1A
	CA_n79C-n257F

	DC_3A_n77A-n257A
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77A-n257A

	DC_3A_n77A-n257D
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77A-n257D

	DC_3A_n77A-n257E
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77A-n257E

	DC_3A_n77A-n257F
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77A-n257F

	DC_3A_n77C-n257A
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77C-n257A

	DC_3A_n77C-n257D
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77C-n257D

	DC_3A_n77C-n257E
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77C-n257E

	DC_3A_n77C-n257F
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A
	3A
	CA_n77C-n257F

	DC_3A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78A-n257A

	DC_3A_n78A-n257D
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78A-n257D

	DC_3A_n78A-n257E
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78A-n257E

	DC_3A_n78A-n257F
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78A-n257F

	DC_3A_n78C-n257A
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78C-n257A

	DC_3A_n78C-n257D
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78C-n257D

	DC_3A_n78C-n257E
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78C-n257E

	DC_3A_n78C-n257F
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A
	3A
	CA_n78C-n257F

	DC_3A_n79A-n257A
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79A-n257A

	DC_3A_n79A-n257D
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79A-n257D

	DC_3A_n79A-n257E
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79A-n257E

	DC_3A_n79A-n257F
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79A-n257F

	DC_3A_n79C-n257A
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79C-n257A

	DC_3A_n79C-n257D
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79C-n257D

	DC_3A_n79C-n257E
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79C-n257E

	DC_3A_n79C-n257F
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A
	3A
	CA_n79C-n257F

	DC_5A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
	5A
	CA_n78A-n257A

	DC_7A_n78A-n257A
	DC_7A_n78A
DC_7A_n257A
	7A
	CA_n78A-n257A

	DC_7A-7A_n78-n257A
	DC_7A_n78A
DC_7A_n257A
DC_7A_n78A-n257A
	CA_7A-7A
	CA_n78A-n257A

	DC_19A_n77A-n257A
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77A-n257A

	DC_19A_n77A-n257D
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77A-n257D

	DC_19A_n77A-n257E
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77A-n257E

	DC_19A_n77A-n257F
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77A-n257F

	DC_19A_n77C-n257A
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77C-n257A

	DC_19A_n77C-n257D
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77C-n257D

	DC_19A_n77C-n257E
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77C-n257E

	DC_19A_n77C-n257F
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A
	19A
	CA_n77C-n257F

	DC_19A_n78A-n257A
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78A-n257A

	DC_19A_n78A-n257D
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78A-n257D

	DC_19A_n78A-n257E
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78A-n257E

	DC_19A_n78A-n257F
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78A-n257F

	DC_19A_n78C-n257A
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78C-n257A

	DC_19A_n78C-n257D
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78C-n257D

	DC_19A_n78C-n257E
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78C-n257E

	DC_19A_n78C-n257F
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A
	19A
	CA_n78C-n257F

	DC_19A_n79A-n257A
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79A-n257A

	DC_19A_n79A-n257D
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79A-n257D

	DC_19A_n79A-n257E
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79A-n257E

	DC_19A_n79A-n257F
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79A-n257F

	DC_19A_n79C-n257A
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79C-n257A

	DC_19A_n79C-n257D
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79C-n257D

	DC_19A_n79C-n257E
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79C-n257E

	DC_19A_n79C-n257F
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A
	19A
	CA_n79C-n257F

	DC_21A_n77A-n257A
	DC_21A_n77A
DC_21A_n257A
	21A
	CA_n77A-n257A

	DC_21A_n78A-n257A
	DC_21A_n78A
DC_21A_n257A
	21A
	CA_n78A-n257A

	DC_21A_n79A-n257A
	DC_21A_n79A
DC_21A_n257A
	21A
	CA_n79A-n257A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.



5.5B.6.3	Inter-band EN-DC configurations including FR1 and FR2 (four bands)
Table 5.5B.6.3-1: Inter-band EN-DC configurations including FR1 and FR2 (four bands) 
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
	CA_1A-3A
	CA_n78A-n257A

	DC_1A-5A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A
	CA_1A-5A
	CA_n78A-n257A

	DC_1A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_1A-7A-7A
	CA_n78A-n257A

	DC_1A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_1A-7A
	CA_n78A-n257A

	DC_3A-5A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
	CA_3A-5A
	CA_n78A-n257A

	DC_3A-7A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_3A-7A-7A
	CA_n78A-n257A

	DC_3A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_3A-7A
	CA_n78A-n257A

	DC_5A-7A-7A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_5A-7A-7A
	CA_n78A-n257A

	DC_5A-7A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_5A-7A
	CA_n78A-n257A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.



5.5B.6.4	Inter-band EN-DC configurations including FR1 and FR2 (five bands)
Table 5.5B.6.4-1: Inter-band EN-DC configurations including FR1 and FR2 (five bands) 
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
	CA_1A-3A-5A
	CA_n78A-n257A

	DC_1A-3A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_1A-3A-7A-7A
	CA_n78A-n257A

	DC_1A-3A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_1A-3A-7A
	CA_n78A-n257A

	DC_1A-5A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_1A-5A-7A-7A
	CA_n78A-n257A

	DC_1A-5A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_1A-5A-7A
	CA_n78A-n257A

	DC_3A-5A-7A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_3A-5A-7A-7A
	CA_n78A-n257A

	DC_3A-5A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_3A-5A-7A
	CA_n78A-n257A
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5.5B.6.5	Inter-band EN-DC configurations including FR1 and FR2 (six bands)
Table 5.5B.6.5-1: Inter-band EN-DC configurations including FR1 and FR2 (six bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A
	CA_1A-3A-5A-7A
	CA_n78A-n257A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.




5.5B.7	Inter-band NR-DC between FR1 and FR2
[bookmark: _Toc526341489]5.5B.7.1	Inter-band NR-DC configurations between FR1 and FR2 (two bands)
Table 5.5B.7-1: Inter-band NR-DC configurations between FR1 and FR2 (two bands)
	Downlink NR DC
configuration
	Uplink NR DC
configuration
	NR configuration for FR1
	NR configuration for FR2

	DC_n77A-n257A
	DC_n77A-n257A
	n77A
	n257A

	DC_n77A-n257D
	
	n77A
	CA_n257D

	DC_n77A-n257E
	
	n77A
	CA_n257E

	DC_n77A-n257F
	
	n77A
	CA_n257F

	DC_n77A-n257G
	
	n77A
	CA_n257G

	DC_n77A-n257H
	
	n77A
	CA_n257H

	DC_n77A-n257I
	
	n77A
	CA_n257I

	DC_n77A-n257J
	
	n77A
	CA_n257J

	DC_n77A-n257K
	
	n77A
	CA_n257K

	DC_n77A-n257L
	
	n77A
	CA_n257L

	DC_n77A-n257M
	
	n77A
	CA_n257M

	DC_n77C-n257A
	
	CA_n77C
	n257A

	DC_n77C-n257D
	
	CA_n77C
	CA_n257D

	DC_n77C-n257E
	
	CA_n77C
	CA_n257E

	DC_n77C-n257F
	
	CA_n77C
	CA_n257F

	DC_n78A-n257A
	DC_n78A-n257A
	n78A
	n257A

	DC_n78A-n257D
	
	n78A
	CA_n257D

	DC_n78A-n257E
	
	n78A
	CA_n257E

	DC_n78A-n257F
	
	n78A
	CA_n257F

	DC_n78A-n257G
	
	n78A
	CA_n257G

	DC_n78A-n257H
	
	n78A
	CA_n257H

	DC_n78A-n257I
	
	n78A
	CA_n257I

	DC_n78A-n257J
	
	n78A
	CA_n257J

	DC_n78A-n257K
	
	n78A
	CA_n257K

	DC_n78A-n257L
	
	n78A
	CA_n257L

	DC_n78A-n257M
	
	n78A
	CA_n257M

	DC_n78C-n257A
	
	CA_n78C
	n257A

	DC_n78C-n257D
	
	CA_n78C
	CA_n257D

	DC_n78C-n257E
	
	CA_n78C
	CA_n257E

	DC_n78C-n257F
	
	CA_n78C
	CA_n257F

	DC_n79A-n257A
	DC_n79A-n257A
	n79A
	n257A

	DC_n79A-n257D
	
	n79A
	CA_n257D

	DC_n79A-n257E
	
	n79A
	CA_n257E

	DC_n79A-n257F
	
	n79A
	CA_n257F

	DC_n79A-n257G
	
	n79A
	CA_n257G

	DC_n79A-n257H
	
	n79A
	CA_n257H

	DC_n79A-n257I
	
	n79A
	CA_n257I

	DC_n79A-n257J
	
	n79A
	CA_n257J

	DC_n79A-n257K
	
	n79A
	CA_n257K

	DC_n79A-n257L
	
	n79A
	CA_n257L

	DC_n79A-n257M
	
	n79A
	CA_n257M

	DC_n79C-n257A
	
	CA_n79C
	n257A

	DC_n79C-n257D
	
	CA_n79C
	CA_n257D

	DC_n79C-n257E
	
	CA_n79C
	CA_n257E

	DC_n79C-n257F
	
	CA_n79C
	CA_n257F

	NOTE 1:	NR configuration for FR1 and FR2 are defined in TS 38.101-1 and TS 38.101-2 respectively.




==============================================================
<< End of changes >>

