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1. Introduction

The basket WI for Rel16 EN-DC of LTE CA for up to 4 bands DL with 1 band UL + NR CA for 2 bands DL with 1 band UL was approved during RAN#80[1]. The new basket approach is based on the number of different operating bands so that the LTE-NR DC combination of Band 3, Band n1, Band n77 with 2DL/1UL for NR CA is introduced in this WI. A text proposal including the operating bands, channel bandwidth, UE co-existence studies, delta Tib and Rib values was approved during last RAN4 meeting[2]. In this contribution, we provide the text proposal to TR 36.716-21-21 to finalize the MSD requirements for DC_3A_n1A-n77A. Note that the MSD values are derived from existing related combinations.
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3. Text proposal to 37.716-21-21
6
EN-DC band combinations of LTE 1 band DL/1UL + NR 2 bands DL/1UL: Specific Band Combination Part
6.1
DC_3A_n1A-n77A
<Start of proposal>
6.1.5
MSD
 Table 6.1.5-1 lists the MSD required for the dual connectivity configuration.
Table 6.1.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC
Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_3A_n1A-n77A
	3
	1750
	5
	25
	1845
	N/A
	FDD
	N/A

	
	n1
	1950
	5
	25
	2140
	N/A
	
	N/A

	
	n77
	3700
	10
	52
	3700
	28.4
	TDD
	IMD2

	DC_3A_n1A-n77A
	3
	1770
	5
	25
	1865
	N/A
	FDD
	N/A

	
	n1
	1950
	5
	25
	2140
	N/A
	
	N/A

	
	n77
	3360
	10
	52
	3360
	11.2
	TDD
	IMD4

	DC_3A_n1A-n77A
	3
	1775
	5
	25
	1870
	N/A
	FDD
	N/A

	
	n1
	1950
	5
	25
	2140
	31.0
	
	IMD2

	
	n77
	3915
	10
	52
	3915
	N/A
	TDD
	N/A

	DC_3A_n1A-n77A
	3
	1770
	5
	25
	1865
	N/A
	FDD
	N/A

	
	n1
	1940
	5
	25
	2130
	3.5
	
	IMD5

	
	n77
	3720
	10
	52
	3720
	N/A
	TDD
	N/A


<End of proposal>
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