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---START OF CHANGE 1---
9.6	NSA: Applicability rule on measurement requirements in DRX mode
9.6.1	EN-DC
9.6.1.1	Intra-frequency measurement requirements on PCell/PSCell and SCells
If MCG DRX is in use, then the LTE intra-frequency measurement requirements when DRX is in use shall apply and depend on the MCG DRX cycle. Otherwise, the measurement requirements for when DRX is not in use shall apply. 
If SCG DRX is in use, then the NR intra-frequency measurement requirements when DRX is in use shall apply and depend on the SCG DRX cycle. Otherwise, the measurement requirements for when DRX is not in use shall apply.
If both MCG and SCG DRX are in use with different value of DRX cycle which is longer than 40ms, intra-frequency measurement requirements when DRX is in use shall apply and depend on the shorter value of DRX cycle.
If both MCG and SCG DRX are in use with different value of DRX cycle and either MCG DRX cycle or SCG DRX cycle is shorter than 40ms, LTE intra-frequency measurement requirements shall apply and depend on MGC DRX cycle and NR intra-frequency measurement requirements shall apply and depend on SCG DRX cycle and NR inter-frequency measurement requirements shall apply and depend on SGC DRX cycle.
9.6.1.2 	Inter-frequency and inter-RAT measurement requirements
If both MCG and SCG DRX are in use with different value of DRX cycle which is longer than 40ms, inter-frequency and inter-RAT measurement requirements when DRX is in use shall apply and depend on the shorter value of DRX cycle.
If both MCG and SCG DRX are in use with different value of DRX cycle and either MCG DRX cycle or SCG DRX cycle is shorter than 40ms, LTE inter-frequency measurement requirements shall apply and depend on MGC DRX cycle and NR inter-frewuency and inter-RAT measurement requirements shall apply and depend on SCG DRX cycle.
[bookmark: _GoBack]If either MCG or SCG is in non-DRX, then LTE inter-frequency measurement requirements shall apply and depend on MGC DRX cycle and state, and NR inter-RAT and NR inter-frequency measurement requirements shall apply and depend on SCG DRX cycle and state.
---END OF CHANGE 1-

